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Introduction 
1 Disclaimer 

It is the user's responsibility to use the product prudently. This product is intended to be used only as a 
travel aid and must not be used for any purpose requiring precise measurement of direction, distance, 
location, or topography. This product should not be used to determine ground proximity for aircraft 
navigation. 

For use in vehicles, it is the sole responsibility of the owner/operator of the TeleType GPS to place and 
secure the GPS unit so that it will not interfere with the vehicle operating controls and safety devices, 
obstruct the driver's view of driving conditions, or cause damage or personal injury in the event of an 
accident. Do not mount the GPS equipment or computer in a place where the driver or passengers are 
likely to impact it in an accident or collision. The mounting hardware supplied by TeleType Co. is not 
warranted against collision damage or the consequences thereof. 

When used in vehicles, it is the sole responsibility of the driver of the vehicle to operate the vehicle in a 
safe manner, maintain full surveillance of all driving conditions at all times, and not become distracted 
by the GPS system to the exclusion of safe driving practices. It is unsafe to operate the controls of the 
GPS system while you are driving. Failure by the driver of a vehicle equipped with a TeleType GPS 
system to pay full attention to operation of the vehicle and road conditions while the vehicle is in motion 
could result in an accident or collision with property damage and personal injury. 

IN NO EVENT SHALL TELETYPE CO BE LIABLE FOR ANY INCIDENTAL, SPECIAL, INDIRECT OR 
CONSEQUENTIAL DAMAGES, WHETHER RESULTING FROM THE USE , MISUSE, OR INABILITY 
TO USE THIS PRODUCT OR FROM DEFECTS IN THE PRODUCT. SOME STATES DO NOT 
ALLOW THE EXCLUSION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE 
LIMITATIONS MAY NOT APPLY TO YOU. 



2 Welcome 

Whether you are using TeleType GPS for land, air, topo or marine navigation or vehicle tracking, this 
document will provide you with information on how to use the software. 

Throughout the manual, you will see icons within the text that denote tips, hints, or warnings that will 
help you better understand the software and to use it with maximum efficiency. 



r> 



Note - Helpful hints and suggestions. 




Tip - Handy shortcuts, functions, or new features within the 
program. 

Warning - Advice requiring special attention. 
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1.3 



Quick Start Guide 



(for PDA use with your GPS receiver) 



Your first road trip with TeleType GPS: 

1 . Install program to PC. 

2. Install all maps to PC. 

3. Sync PC to PDA. 

4. Install program to PDA. 

5. Activate the TeleType GPS application on the PC. 

6. Transfer the maps you would like to use on your PDA using the Transfer > Storage Maps > 
Streets. Choose the county, state, or country you would like to transfer, and choose the 
destination. Once you have chosen what you would like to transfer, click on Transfer. 
(Note: This requires an ActiveSync connection.) 

7. Remove PDA from cradle/sync. 

8. Insert Compact Flash (CF) GPS or pair your Bluetooth receiver. (Note: See necessary 
documentation if you have questions about this.) 

9. Activate TeleType GPS on PDA. 

10. Select Route > New, and choose your starting point and destination, and perform your route. You 
can view your route by going to Route > View. 

1 1 . Select Tools > GPS Status. Go to the Status tab, tap on Open Port (if button is available). 
Verify that there is data flowing. Close window. 

12. Go outside, lock in. Go to Tools > Preferences > City/Road/YP/WPT (View > Preferences > 
City/Road/YP/WPT on PC), and turn on auto-loading of maps as you travel so that the maps for 
your current area will automatically appear on-screen. 

13. Select Head Up vs. North Up. Go to Tools > Preferences > Navigation tab (View > 
Preferences > Navigation on PC). 



14. View detailed panel at bottom of screen for navigation directions. 



Europe Add - On Maps required passwords for 
activiation. 



— Special — 



Voice Recognition 
Preferences 
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4 Glossary 

ActiveSync - The Microsoft software that allows your PDA to communicate with your PC. 
APT or ARPT - Abbreviation for "airport". 

Aviation - The mode of navigation in TeleType GPS software that deals with air navigation. For more 
details on this, please see the Aviation Manual . 

Basemap - The one file for each country that stores the positions of cities as well as other necessary 
data. The basemap file for a country is named CountryName _place . ttm, where CountryName is 
replaced with the name of the country. (Example: us_place . ttm, France_place . ttm) 

NEXRAD ( Nex t Generation Rad ar) - A radar system implemented by the US government that tracks 
weather patterns and their locations, and warns people in the event of inclement weather. To see the 
current weather maps in your web browser you can go to http://www.crh.noaa.gov/radar/ and select the 
radar station closest to your current location. For more information on what the colors represent on the 
radar maps, you can go to http://weather.noaa. qov/radar/radinfo/radinfo.html#color . 

PC - Personal computer. Desktop or laptop computer typically used in connection with a PDA. 

PDA - Personal Digital Assistant, such as an HP iPaq or Dell Axim. 

POI - Points of interest. See Yellow Pages for details. 

Route - A route is a set of directions created by the software for use in door to door navigation. Routes 
are stored in files which can be exported from the PC to the PDA. Note: Pilots should use the Trip 
Planner under Aviation mode. 

Routing - The process of creating a route, typically used for street navigation. Pilots 

Synchronize (or Sync for short) - The process by which the PDA is connected to the PC through its 
cradle or cable. Typically handled by the Microsoft ActiveSync software provided with your PDA. The 
latest version of ActiveSync can also be downloaded from Microsoft's web site . 

Waypoint - Waypoints are used to mark locations for future reference, and to mark turns as part of a 
route. Waypoints can also be used to calculate a route as well. For more information on waypoints, see 
the section on Creating a Waypoint . For information on waypoint routing, see the section on 
Waypoint Routing . 

Yellow Pages - Yellow Pages. TeleType includes Yellow Pages points of interest with the maps of 
Europe and the United States. These points of interest are hotels, ATMs, restaurants, gas stations, 
train stations, hospitals, and a variety of historic points of interest as well. These points vary by country. 
Note: POIs are now built into Yellow Pages and they are no longer called POIs. They did not 
disappear; they have simply been integrated into Yellow Pages. 

5 Software and Hardware Installation 

5.1 Overview 

The next two sections will show you how to install the software, maps, and hardware to both the PC 
and PDA. The software must be installed to the PC and PDA first; then you can install maps to the PC. 
You will use the PC version of the software to export maps to the PDA. This procedure is described in 
the section on Exporting Maps . 
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TeleTypeGPS 





Welcome to the InstallShield Wizard foi TeleType Pro 



The InstallShield® Wizard will install TeleType Pro on your computer. To continue, click Newt. 



3JTM.LI #noujh to fit in your pocket... 



fcjneU telnet] 



DEC 7D05 JU 1 2004 







InstallShield 




< Back 




■ Newt > • 




Cancel 





Install Screen for Teletype GPS software 



1 .5.2 TeleType GPS Pro Installation 

This procedure will help you install the software to both the PC and PDA. 



If you are upgrading to version 022005, please make 
sure you uninstall all previous versions from your PC and 
PDA before continuing with this installation. 

When you are changing versions, things like waypoints 
and history of addresses will not get deleted. These are 
saved unless you manually delete them. 

Please do not try to install the PC version of Teletype 
software onto your Pocket PC. Doing this will not work. 
You have to install PC version of Teletype software onto 
your desktop PC. And the Pocket PC version of the 
software onto your PocketPC. The installer should does 
this automatically for you. 



For PCs: 



1 . Insert the TeleType GPS Program CD into your CD-ROM drive. 

2. An automatic splash screen will appear. 
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3. Select Install Program. 

4. From the Select Components screen, check PC to install to your desktop or laptop computer. 

5. Click Next to continue. 

6. The installer will prompt you for a location to install the software. The default location of 
C:\Program Files\Gps will work fine for most systems. 

7. When the installation is complete, you may exit the installer. 



For PDAs: 

1 . Insert the TeleType GPS Program CD into your PC's CD-ROM drive. 

2. An automatic splash screen will appear. 

3. Select Install Program. 

4. Select Pocket PC to install to PDAs (like the HP iPaq or Dell Axim), or select CE to install to 
palmtop or handheld PC devices running on WindowsCE (such as the HP Jornada). Note: You 
must be connected through ActiveSync in order for this installation to work. 

5. Click Next to continue. 

6. The ActiveSync Add/Remove Programs window will be displayed, asking if you want to install 
TeleType GPS to the default location. For proper program operation, allow the software to install 
to the default location (typically main memory of the PDA or handheld device). 

Do not install to File Store. 

7. When the installation is complete, ActiveSync will pop up a window asking you to "See if additional 
steps are necessary to complete the installation". Click OK and installation will be complete. 

GMake sure you install the latest version maps as 
well, as older version maps are incompatible with 
newer version software. 

After installing the TeleType GPS Pro, you have 
to install the maps. If you do not install the 
maps, you will not be able to navigate. 

1.5.3 Map Installation 

This section will help you install the TeleType maps to the PC. Maps are not installed directly to the 
PDA at this point. To copy maps to the PDA, see the section on Exporting Maps to the PDA . 

If you are upgrading to version 022005, please make 
Ti^pF sure you uninstall all previous versions from your PC and 
PDA before continuing with this installation. 

Maps must be installed on desktop PC before they can 
be exported to PDA. 



1 . Insert the first maps CD-ROM of the country of your choice (i.e. US Maps 1) into your CD-ROM 
drive. 
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2. 


An automatic splash screen will appear. 


3. 


Select Install Maps. 


4. 


The first screen will ask you where to put the maps. The default location of C:\Program 




Files\Gps\Maps will work fine for most situations. 


5. 


This installer will allow you to choose what states or country maps to install to your PC. Click on 




_ I ■ A 1 1 x 1 i II II ■ ■ ■■ r ji /— "v i— \ — i— 1 1' 1 It ■ _ ■ i ■ i i 1 

Select All to select all states or countries available from the CD. Then click on Next to start the 




install. 




ija»| Depending on the product ordered, you may be prompted 




L^f* to switch CDs. Just take out Disc 1 and put in Disc 2, 




then click OK to continue. 


6. 


When the maps are finished installing, a window will pop up informing you of where the maps have 




been installed. Click OK to close this window, and the maps are now installed to the PC (desktop 




or home computer). 


7. 


After the maps are installed on the PC, you will have to install them on to the PDA. In order to do 




this, see the section on Exporting Maps to PDA. 



5.4 Hardware Installation 

TeleType GPS offers a variety of different GPS hardware to work with our navigation software. For 
complete instructions on installing the different types of hardware, please visit our web site at 
http://www.teletvpe.eom/pages/support.html#hardware . If you order TeleType GPS hardware, you 
should of receive the installation instructions for the hardware with its packaging. 

There are no drivers required to use the TeleType GPS 
receivers on the PDA. Drivers are only required for use 
with desktop and laptop computers. For drivers, please 
visit our Free Downloads website. 

.6 New Features 

New and Improved Features in Version 022005 

1. New- easy and convenient method to load topographic maps. Now, you can load them by going 
to File — > Load In View — > TOPO. Topographic map that shows you the shape of the Earth's 
surface through contour lines. These contour lines are imaginary lines that represents the 
elevation of the Earth's surface above and below sea levels. Topographic map also shows where 
buildings, woods, airports, and streams. Topographic maps are different than POIs and Yellow 
Pages because topographic map is a more geographic view. There is a list of 

Topographic symbols in the "Other Option" section of this manual. 

2. New - easy and convenient way to load aerial maps. All you have to do is go to File — > Load In 
View — > Aerial. Aerial map is a photographic view of the terrain as it exists in nature. Aerial 
maps allow you to see your position superimpose on the maps. 

3. New - Vector Marine maps that allow you to see details of where there are known ship wrecks, 
rocks beneath the oceans, ferry routes, dockable areas, and location of various types of buoys. 
Note: Must have purchase Marine Maps Add-On. 

4. New - Update feature will help you check for new upgrades and downloads easier and faster. 




© 2005 TeleType GPS 



Introduction 


12 







5. New - Reset function for Corner Window Modifications . 

6. New - Trace function to help you keep track of your position. For more information, see section 
Trace . 

Topographic and Aerial Maps are Add-on and required payment 
for access. 
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How-To Guide 



This portion is designed to provide you with enough information to accomplish the intended task. For 
further details about a given feature or function, please see the Detailed Menu Descriptions (PC, PDA ) 
section. 

Locking Your Position 

Loading Maps 

Unloading Maps 

Finding an Address 

Yellow Pages 

Creating a Wavpoint 

Creating a Route 

Transferring Wavpoint File 

Wildcards 

Using the Simulator 

Loading/Unloading Traffic Maps 

Changing Navigation 

Managing Avoid Points 

Exporting Maps 

Map Structure 

Voice Recognition 

Accessing/Closing Detailed Navigation Panel 
Checking for Updates/Upgrades 

1 Locking Your Position 

• Go outside for best reception. Alternatively, connect the external antenna (if using the Compact 
Flash receiver) to the GPS receiver and place the antenna outside on a windowsill (reception will 
take longer but you can avoid the need to be outside). GPS functions via "line of sight"; this means 
that the GPS receiver cannot be used indoors. See GPS Receiver documentation for more help. 

• To see the signal of your satellite strength, click/tap on Tools > GPS Status and then select the 
"Status" tab. At the bottom of the window will be a list of satellites and their signal strength indicated 
with vertical blue bars. Depending on your location and the signal strength, it may take up to 10 
minutes to lock in for the first time. You need at least 4 satellites to get a lock. Please note if you are 
inside, you may not see any satellites listed. In addition, please make sure that you set your PDA 
clock to local time and date accurate to within 1 hour. 

• If you are outside and have a clear view of the sky and still do not see any satellites listed, click/tap 
on the "Status" tab. You should see strings of data scrolling up your screen. If you do not, please 
make sure your receiver is connected securely to your PDA, the COM port is correct for your PDA 
and that the baud rate is set to 4800 bps (may differ if you use third party receivers). If you do not 
know the correct port, select Find GPS Port. If Find GPS Port does not work either, please try 
each port manually. Now select "Open Port," and if correct, data should scroll up the screen. If data 
still fails to scroll, perform a soft reset on your PDA, and try again. Upon opening the program, data 
should be scrolling automatically. If data still does not scroll, please visit the TeleType FAQ page for 
suggestions. 



See Also: 

GPS Status 
Center My Position 
Position Menu 

Freguently Asked Questions 
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.2 Loading Maps 

There are several different methods to load maps using your TeleType GPS software: 

1 . To load maps, open the TeleType GPS software. You should see a base map showing city points 
in your country. (If you do not see this, you need to load YourCountry_place . ttm where 
YourCountry is replaced by the name of your country by using Option #2 below.) Zoom into the 
area you wish to see in a detailed view. 

2. Maps for a single area can also be loaded by right-clicking on the map (tapping and holding on 
PDA) on a particular location and selecting Load/Unload from the shortcut menu. Then you can 
choose exactly which type of maps to load or unload for a particular area. If you are loading 
topographic and aerial maps, it is recommend to unload all maps except for those maps with the 
filenames YourCountry place.ttm or tr TheStateYouWantToLookAt.ttm for more clear view. 

3. With the Auto Load feature enabled, the software will automatically load local maps and/or Yellow 
Pages/POIs when you drive or fly into an area, and unload them when you leave the area, based 
on your preference. 



4. You may also click/tap on File > Load > Load Maps to select a particular map to load. (Useful for 
loading country basemaps and to manually load any regular maps). This method is typically used 
only to load maps outside of the United States. 



# TeleType GPS Pro 




File View Tools Route Transfer Track Help 
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Draw a box on the map to perform many functions (PC) 
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5. Alternatively, if you wish to load a large area at one time, select File > Load > Load in View. From 
the Load in View, you may choose to load Street Maps, Highway Only, Weather Maps, 
Topographic, and/or Aerial. 

The following is a brief description of each type of maps. 

• Street Maps will load the detailed maps of all towns and cities in the center of your screen. 

• Highway Only will load only the highway maps for the states in the center of your screen. 

• Weather Maps will load detailed information about the weather based upon the National 
Doppler Radar Service Image. Note: Must have purchase Add-On in order to use. 

• Traffic Maps will load information about traffic accidents and road construction sites. Note: 
Must have purchase Add-On in order to use. 

• Topographic will load a detailed map regarding the elevation, buildings, forests, and 
streams. For the description of the symbols on Topographic maps, please click here 
Topographic symbols . Note: Must have purchase Add-On in order to use. 

• Aerial will load a detailed map of the area's terrain as it exist in nature. Note: Must have 
purchase Add-On in order to use. 



On your laptop/desktop, draw a diagnonal line that will procduce a box around the area that you wish to 
load the maps by using the left mouse button or stylus. Once the box is drawn, see the table below for 
the functions that you can performed. 

Left-click / Tap Right-click / Tap 

Inside Box Zoom into box area Load maps in box 

Outside Box Zoom out of box area Unload maps in box 



During install, maps are copied to the hard drive but still need 
to be loaded into the TeleType GPS software as described 
above so you can view them. 

To accommodate the limited memory on PDA devices, maps 
are only installed to the desktop computer. They then have to 
be exported to the PDA and loaded into the software. 

If maps are being loaded from a storage card, that storage 
card must remain in the PDA for the program to operate 
properly. 

The basemap for a country will have to be loaded manually by 
going to File > Load > Load Maps once it has been exported 
to the PDA. 

Weather, Traffic, and Temporary Flight Restriction Maps are 
paid subscriptions and required passwords for access. These 
maps are add-ons. Also must have Internet connection for 
Weather, Traffic, TFR, Topographic, and Aerial Maps. 



& 
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See Also: 



Exporting Maps 
Unloading Maps 

.3 Unloading Maps 

Note: Unloading maps is the process of removing them from view; these maps will not get deleted and 
will remain on your computer for future use. 



There are several ways to unload maps from view: 



1 . To unload maps from the program, select File, and select Manage Maps. Now select Unload All to 

unload all the maps you currently have loaded. This will leave only the basemaps loaded, and 
unload all other street, highway, aviation, marine, and NOS maps you may have had loaded. This 
will also unload any route you may have generated. You may also select one map at a time from the 
list above and select Unload Selected Map. To unload multiple maps and not all the maps, you 
may hit on the Ctrl key on the keyboard or tap the Ctrl button in your keyborad panel on your PDA. 

2. You can unload a map by right-clicking (tapping & holding) on an area and selecting Load/Unload 
Maps from the menu that appears. Then choose Unload Maps and select the type of maps you 
wish to unload. 



3. If you are using the Auto Load maps feature, the street or aviation maps for an area will 
automatically be unloaded when you leave an area. 



Manage Maps 



a gdr.25017_pl.ttnn 
gdt25023_pl.ttm 
gdi25025_pl.ttm 
us_place.ttrn 
route, way 
— general, way 

avoid, way 
Y_ gdt25017_nr.ttm 



Unload Selected Map(s) 



Unload All Maps 



Export All Maps to PC 



Export All Maps to PDA.. 



Manage Maps Window 



See Also: 

Loading Maps 
Exporting Maps 
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Finding an Address 

This section will show you how to find a particular address with the software. 



£• Address 



Yellow Pages 



Nurin 
City 
Zip [ 



20 Street |~ 



market 



Find 



boston 



State 



ma Go To 



Help | 



| United States ^| AddrBook 
History 



20 Market St, boston, MA 02135, United Sta 



20 Haymarket Sq, boston, MA 021 1 4, United ■ 
20 Market St, boston, MA 02114, United Stat 1 
20 Newmarket Sq, boston, MA 02118, Unitec ! 
20 Carleton St, boston, MA 02116, United St; 
20 Barker St, boston, MA 021 35, United Stab 
boston, MA 021 29, United Stat. 
Ave, boston, MA 021 20, Unitec 
PI hnstnn MA021P0 United!^ 



20 Parker St 
20 Parker Hi! 

20 Parker Hi 
< 



II 



Find an Address window (PC) 



1 . Select the Tools menu in the TeleType GPS program. 

2. Select Find. Make sure the Address radio button is selected. Here, you can do one of three 
things: 

• Enter street number, name city, state, and zip code information, if it is known. Be sure not to 
over specify! Please check the Tips section for more details. 

• Select AddrBook, select the person you are routing to, then select either their home or office 
address, and then select OK. This feature works with Microsoft Outlook, and the program will 
obtain the above information based on your entered contacts in Outlook. 

• If you wish to find an address you have searched for previously, select the History button and 
choose the address from the list. 

3. Press Find. 

4. From the list given, select the correct address (usually the first), and then select Go To. This will 
center the screen on that address and also make that address a waypoint. 

When searching for a street address, the software will now 
automatically load the street level maps for the city you specify. 




To search for a city or town, select Tools > Find, make sure 
Address is highlighted, and enter the city name and the state 
name or abbreviation, leaving the street number and name blank. 

Wildcard searches are allowed. See the help file on Wildcards to 
learn more. 
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See Also: 



Loading Maps 
Yellow Pages 
Wildcards 



.5 Finding POIs and Businesses 



This section will show you how to find POIs and Businesses using the Yellow Pages setting. This 
allows you to search for over 12 million businesses and other POIs! 
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Find an Address window (PC) 



1 . Select the Tools menu in the TeleType GPS program. 

2. Select Find. Make sure the Yellow Pages radio button is selected. Here, you can do one of 

following: 

• You may do a search within a certain range (500 feet, 1 mile, 5 miles and 20 miles) of the point 
that you are centered on. It is recommended that you do to this while zoomed in to a very 
close scale, so you see exactly where you are centered to avoid confusion. 

• Enter the name, city, state, and phone number information, if it is known. New to V022005, 
you may now just enter the phone number to find the YP point that you are seeking. Be sure 
not to over specify! Please check the Tips section for more details. 

• If you wish to find an address you have searched for previously, select on the History button 
and choose the address from the list. 

If you choose the category 'Waypoints' from the categories menu, 
you can find all of the waypoints that are within your waypoint files. 
These can be added in the same manner as an address or a Yellow 
Pages point. 

3. Press Find. 
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4. From the list given, select the correct name and address (usually the first), and then select Go 
To. This will center the screen on that selected POI and also make that POI a waypoint. 

Wildcard searches are allowed to broaden or narrow your search. 
See the help file on Wildcards to learn more. 




If you are searching for things like museums, monuments and 
parks, these can be found in the Landmarks category. 



Currently, the categories will only narrow your results when you 
are searching the United States. In POI searches in Europe, these 
categories will not be helpful in finding your result. 

See Also: 

Loading Maps 
Yellow Pages 
Wildcards 
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.6 Yellow Pages 



$ TeleType GPS Pro 



□0® 



File View Tools Route Transfer Track Help 




? mile 



Start point 
fiext point 
Destination 



Street map with Yellow Pages loaded (PC) 



Yellow Pages (YPs) represent places of special importance to people. On a map, they are represented 
by small red dots that signify the locations of restaurants, gas stations, banks, hospitals, tourist 
attractions, and hotels, just to name a few. 



Our new Yellow Pages now include all of the former Yellow Pages 
listings, as well as former points of interest (POIs). Premium Yellow 
Pages are available and can be purchased as an add-on for US 
maps only. Other countries (excluding Canada) only have standard 
POIs. 



Loading Yellow Pages 

Yellow Pages are viewable when you are at a specific zoom level, depending on location. Make sure 
you have zoomed in close enough (usually within 1 000ft or 500m) to the map, and follow these 
instructions to load YPs: 
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1 . Right-click or tap and hold anywhere on the map until the pop-up menu appears. 

2. Select Load/Unload. 

3. On the Load/Unload Maps window, select Load and check the Yellow Pages box. Then click 
OK. 

4. You should now see many red dots on the map. Zoom in closer to reduce clutter. 

5. Click or tap on a Yellow Pages point to learn more about that location. 



The TeleType GPS software also includes a useful feature for loading and unloading Yellow Pages as 
you travel. This is especially convenient since it reduces the hassle people need to go through in order 
to load up Yellow Pages while driving, not to mention that loading all Yellow Pages for an area can 
cause slow performance on your PC and PDA. 

1 . Select View > Preferences (Tools > Preferences on the PDA). 

2. Go to the City/Road/YP/WPT tab. 

3. Under Auto Load/Unload as Traveling, check the box next to Yellow Pages, and exit the 
window. 



Preferences 



□ 



Quick Prefs] Display | Buttons City^FloadAvPT | Direction j Navigation] Unit J_ 

Ground Show — 
I - Highways 



Less 



More 



Auto Load/Unload as Traveling 
Local Maps f? jYellow Pages! 



Visible W appoint N umber: 300 
Waypoint Coordinates Format: 
decimal Deg eg. 45.3772 



Auto Load/Unload YPs using the City/Road/YP/WPT tab in the Preference window 



See Also: 



Wildcards 

Routing To / From YPs 
Finding an Address 
Creating a Waypoint 



.7 Point Information 

Every point of our maps has information accessible to you. This information is available through a 
couple of different ways. 

Shortcut Menu 
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When accessing the Shortcut menu, selecting Info will provide you with the information of that point. 
Within this box, you can access the Avoid and re-route feature, as well as the Route To feature. 

.8 Creating a Waypoint 



r 

Waypoints 
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Name: 
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Load Address 
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Go 
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Notes: 


Picture 



< 



Au Bon Pain, 251 
Massachusetts Ave, Boston, 
MA 02115(617-2673524) 



J§| l~~ Read Notes 



Waypoints window (PC) 



A waypoint is a position marker that can be used to help create a route or simply to mark a position for 
future reference. You can create waypoints regardless of whether the GPS receiver is active or 
inactive. There are three ways to create your own waypoints: 

1 . Use the Find Address feature. Once a list of addresses is found, selecting the correct address 
and then clicking on Go To will create a waypoint at that address. 

If you are searching for a city or a town, selecting Go To will result 
in a box popping up prompting you if you would like to add the city 
as a waypoint; adding it as a waypoint will automatically load the 
street maps as well. 




2. Right-click on the desired waypoint location. A menu will be displayed, and one of the options will 
be Add Waypoint. Select that option, and a waypoint will be created at the desired location. 

3. Manually enter known location coordinates using the Clipboard icon ® in the Waypoints window 
(Tools > Waypoints). The coordinates can be entered in either decimal degrees, degrees 
decimal, or degree-minute-second format depending on which notation you have selected from 
the City/Road/YP/WPT tab in the Preferences window. 

To record a new waypoint or change an existing point, click/tap the waypoint marker on the map 
screen. The waypoint menu box will appear allowing you to modify waypoint characteristics. 
Alternatively, select the waypoint from within the Waypoints window directly. Select the Go To option 
after right-clicking (tapping and holding) on a waypoint to automatically center the map on your point. 
You can also modify whether you want to actually see the point on the map by either right-clicking and 
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selecting Visible or by using the eye icon in the waypoints toolbar. Also, you may want to use the 
Clipboard feature to add or duplicate (then modify) a point. 



See Also: 

Waypoints Window 
Notes About Waypoint Files 
Finding An Address 
Yellow Pages 
Creating a Route 

.9 Transferring Waypoint Files 

Waypoint ( . way) files are composed of any number ofwaypoints 
that can then be displayed on the TeleType GPS navigation 
screen. 

Waypoint files allow you to store waypoints and manually or 
automatically transfer waypoints to another computer. 

Waypoint files are useful for aviation route planning and 
organization. 

The name of the waypoint file you are working with is by default 
general . way and is stored in the application folder of TeleType 
GPS program. You can create your own files with your own name 
if you prefer and store them in a different folder. 



Steps For Exporting Waypoints to the PDA: 

1 . In order to export waypoints to the PDA, first create waypoints. The steps for creating new 
waypoints are in section Creating a Waypoint . 

2. The waypoints you created should be in general.way. Now, you can copy any points you wish to 
transfer to the PDA. 

2. Go to the Manage Maps window under the File menu. You should see the name of the folder in the 
Manage Maps Window (Note: You will not see the folder icon. Only the name). In this case, the name 
should be general.way. 

3. Select Export All Maps to the PDA. 



This will also transfer any maps you have loaded at the time. 



4. A small window will come up asking you to select what type of storage you want to use to save the 
data. Please pick Main Memory or SD Card. 
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Export Maps to PDA 


X 


-■ Select Storage - 


[ Export i 


| Built-in Storage Refresh | 


Cancel 









5. After you selected the storage type, please click on the Export button to start the process. 



Export Maps to PDA 


X 


-■ Select Storage 


Total15% 


: Export j 


|SDCard jr] Refresh | 


Cancel 




Writing \SD Card\Maps\canada\ontario\gdt_canada_035_pl.tt 







Steps For Transferinq Waypoints from PDA to PC: 

1 . To transfer waypoints from the PDA to PC, you will need to create waypoints. To create waypoints, 
please follow the instructions in section, Creating a Waypoint . 

2. Copy any points you wish to transfer to the PC. 

3. Go to File -> Explore (in ActiveSync). 
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Microsoft ActiveSync 
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1 View Tools Help 








Synchronize 
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4. Once you click on Explore, you will be able to find the the file that you want to copy from your PDA 
to the PC. 
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Folder 

Folder 

Folder 

Folder 

WAY File 

Text Document 



Modified 



1/26/2002 10:04:1. 
1/22/2002 9:30:08, 



5. Now, you can right-mouse clicked and selected Copy and Paste it onto your PC. 



If you desire to create your own waypoint filenames, please follow the procedure below. 
Steps For Creating your own Files: 
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1 . Follow the steps to create waypoints in section Creating a Waypoint . 

2. After creating all the waypoints that you need or want, please go to Tools -> Waypoints. 

3. Here you should see the waypoints that you just created in a folder called general.way. 

4. If you want save the waypoints to a different file, all you have to do is click on Sr. For example, if 
you were have waypoints from Boston, MA to Concord, NH, you might want to named that file called 
Tripl .way instead of general.way. 

5. Then a window will come up and ask you to name the new file. Pick a name that you has some 
meaning to you regarding what the waypoints are for or any names that you like, such as Tripl .way. 

6. Click on Save. 

7. The new file that you created is empty. Therefore, you have to copy the waypoints into that file. 

8. To copy, you have to select the waypoint that you want to copy. 

9. Now, select the name of the file (in this case MA to NH) that you want to paste the waypoint in. 

10. Click on the paste button, ® . 

1 1 . Now, the waypoint that you wanted to copy should be in this new file called Tripl .way. 



See Also: 

Creating a Waypoint 
Finding An Address 
Yellow Pages 
Waypoints Window 
Creating a Route 

.10 Creating a Route 

The TeleType software will create door to door driving directions to assist you with navigation. The next 
two tutorials will show you different ways you can have the software generate those routes. 



Travelling Sales Route - Routing between multiple multiple waypoints, where time matters more than 
order visited. 

Point To Point Routing - Routing between two addresses, or address and current position. 
Routing Between Waypoints - Routing between two or more waypoints. 
Multiple Point Routing - Routing with multiple waypoints. 

Routing To/From an Intersection - Routing between a location and an intersection. 



ONot recommended to do a route in topographic maps because 
the graphics will be distorted. The reason is because 
topgographic maps are raster. 
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2.10.1 Travelling Sales Route 

Available for PC only. 

This useful feature allows you to generate the optimized route between multiple waypoints. Ideal for 
sales and delivery personnel. 

Follow these steps to use this feature: 

1 . Add as many waypoints as you want in your route. There are two ways to add a waypoint: 

a. Zoom in to the location on the map, right-click or tap and hold that spot, and select Add 
Waypoints from the pop-up menu. 

OR 

b. Go to Tools > Find and select either Address or Yellow Pages. Enter the information about 
the location you want to search for, press Find, select the correct place from the list of 
locations, and click / tap Go To. A new waypoint will be automatically created at the desired 
location. 

CAVEAT: Routing more than 10 waypoints using Travelling Sales Route may take a long time 
depending on your computer. 

2. Go to Tools > Waypoints and right-click on the folder containing the waypoints. A menu should 
appear. 
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l"~ Read Notes 



3. Select Travelling Sales Route from this menu. Your optimal route will be generated. 



This feature is only activated for the PC. However you can transfer the optimal route to your PDA once 
it has been generated. 
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See Also: 

Multiple Point Routing 
Point to Point Routing 
Route 

2.10.2 Point to Point Routing 



$ TeleType GPS Pro 



□0® 



File View Tools 




Transfer Track Help 
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Load,,, 
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The Routing window allows you to enter the origin and destination points of a route. 

(PC) 



To see what each button on this screen does, view the section on 
Button Descriptions . On the PC, if you position the mouse over a 
button, a short description of that button will appear. 



How to Create a Route 



1 . On the Route menu, click New. 



2. Tap or click on the From box to bring up the Address Search window if you want to search for an 
address. If you wish to use your current position, tap or click on the Current Position button 
instead. You can also set up your home and office locations, and then use the Home or Office 
buttons to automatically load those addresses. 



* To use the Current Position feature, your position must be locked. 



3. Enter street number, name city, state, and zip code information (if it is known) and press Find. 
Next, select the most appropriate address from the list returned. If you wish to use an address from 
your address book, click the Address Book button. You can also enter a POI as a location by 
choosing the Yellow Pages radio button and filling in the appropriate information. Be sure not to over 
specify! Please check the Tips section for more details. 
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Create a route by entering addresses or POIs. (PC) 



4. Next, select the To option, and repeat the process as outlined above. 

5. Click the Route button. The directions will now be displayed on the screen. You may also save 
them to a text file by clicking on the Route menu and selecting Save As. You can also select the 
Show Traffic Incidents box (US only, subject to additional fees) if you want to view any traffic 
obstructions in your area. 

6. To reverse the origin and destination, tap or click on the Reverse button. 
The software also supports Avoid Points when routing. This is useful 
to allow the software to avoid routing through congested areas or 
along particular streets. (See Managing Avoid Points to learn how to 
create Avoid Points.) These Avoid Points are stored in a folder 
called avoid, way in the Waypoints window. 

When creating a route, the software will now automatically load the 
street level maps for the origin address and the destination address 
you specify and the highway maps for the areas in between the origin 
and destination. 



Similarly, you can also route to/from a POI 

1 . Select Route, then New. 

2. Click/tap the area inside the From or To box to bring up the Address Search window. 
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Type the name, location or phone number of the desired YP (PC) 

3. Select the Yellow Pages option near the bottom of the window. 

4. Use the guidelines within the Tips section to properly enter the information and find the point you 
are looking for. 



Do not be afraid to use wildcards (* or ?) in your search if you are 
unsure of a specific name. 



6. Select the YP that closely matches with your intended destination. If none of the given choices 
match, add or remove more keywords to narrow or broaden your search. 
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Button Descriptions 

Below is a discussion of each of the buttons in the Route window, from left to right. 



History - Displays a list of addresses you have routed to in the past. Useful if you route to 
certain addresses frequently. 



"3T Current Position - Sets your current position as either the origin or destination of the route, 
— depending on which is currently selected. Typically used when you are already driving, locked 
in, and know only the destination address. 



Home Preset - Your home address. Use this to automatically enter addresses into the 
From/To box. You can set this using the Edit Presets button. 

Office Preset - Your office address. Use this to automatically enter addresses into the 
From/To box. You can set this using the Edit Presets button. 

Edit Presets - Allows you to edit your home and office addresses. 

r^yj Reverse - Switch your origin and destination addresses. Press Do Routing when ready to 
route. 



^ Do Routing - Displays the route after you have entered an origin and destination address. 



The software now offers manual and automatic re-routing feature. 
For manual re-route, tap or click on Route > Re-Route. See 
Preferences for details about auto re-routing. With this feature if you 
travel more than a specified distance from the generated route, the 
software will automatically generate a new route based on your 
current position. The settings for this feature can be found under the 
Directions tab of the Preferences window. You can only use this 
feature if your position is locked. 

In Pocket PC devices, Re-Route is automatically configured as 
Button #1 . The numbering of buttons on different PDAs varies, but on 
the HP iPaq, Button #1 is the leftmost button on the front of the PDA. 



See Also: 

Multiple Point Routing 
Routing Between Waypoints 
Routing To/From an Intersection 
Managing Avoid Points 
Yellow Pages 
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2.10.3 Waypoint Routing 
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Waypoints window - routing between two points (PC) 



If you are trying to create a route between two or more points, use the waypoint routing method. This 
method of routing is useful because you can use intermediate waypoints to have the route take specific 
roads or stop at specific locations on the way to your destination. 



Be sure that all the waypoints for your route appear within one folder! 



1 . To start, tap or click on any of the waypoints to bring up the Waypoints window. Arrange the 
waypoints in the order in which you wish to travel, with the starting waypoint at the top of the list. 

Use the up and down arrows C D in the Waypoints window to organize waypoint order. 

2. Click Route to process the route and display the result on your screen. Processing time depends 
on how many waypoints are in the particular . way file and the distance between points. 

The software now supports avoid points when routing. This is useful 
to allow the software to avoid routing through congested areas or 
along particular streets. (See Managing Avoid Points to learn how to 
create avoid points.) These avoid points are stored in a folder called 
avoid, way in the Waypoints window. 

If you are trying to route across country boundaries, make sure you 
have loaded basemaps for all the countries which you are passing 
through. 

To add a waypoint to the route, see the section on 
Finding An Address . 
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See Also: 

Point To Point Routing 
Multiple Point Routing 
Routing To/From an Intersection 
Waypoints Window 
Managing Avoid Points 

2.10.4 Multiple Point Routing 

Using multiple waypoints, you can easily create routes that lead to and from more than one location. 

1 . Add as many waypoints as you want in your route. There are two ways to add a waypoint: 

a. Zoom in to the location on the map, right-click or tap and hold that spot, and select Add 
Waypoints from the pop-up menu. 

OR 

b. Go to Tools > Find and select either Address or Yellow Pages. Enter the information about 
the location you want to search for, press Find, select the correct place from the list of 
locations, and click / tap Go To. A new waypoint will be automatically created at the desired 
location. 

2. Bring up the Waypoint window by selecting Tools > Waypoints. Expand the folder containing 
your new waypoints (usually general.way) and make sure that they are in the correct order you 

want to travel. To fix the order, use the Move Waypoint Order buttons to arrange the 

order. 

3. Click / tap on the Route button to create a new route. A new path will now appear on the map 
containing multiple waypoints. 

If you don't have a preference as to the order in which waypoints are routed you may want to try the 

Travelling Sales Route feature. 
This new feature may save you time! 



See Also: 

Travelling Sales Route 
Point to Point Routing 
Waypoint Routing 
Routing To/From Intersection 
Waypoints Window 
Managing Avoid Points 
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2.10.5 Routing To/From an Intersection 

1 . On the Route menu, select New. 

2. Make sure the radio button next to the From box has been selected. To enter your place of 
departure, click anywhere in the box below From. 



Routing 



From 



M Mi _oj Ai 



r To 



Boylston St + 
Arlington St 



Stuart St + 
Washington St 



j— Show Traffic Incidents 
(Need Internet connection) 



Click/Tap the areas beneath To and From to enter addresses. (PC) 



For a description of the icons in the Routing window, see the help 
file on Button Descriptions . 



If you would like to select a location you have previously entered, tap 
or click on the History icon, and select your location from the list of 
given choices. If you would like to select your current position as the 
place of departure, make sure that your GPS position is locked, and 
select the Current Position icon. 



3. A Find dialog box will appear. Ignoring the Num field, type in the intersection you wish to find in 
the Street field, using the format Street A + Street B. Avoid being too specific, as it will result in 
the program being unable to find the intersection. Fill in the fields for City, State, and Zip. Make 
sure you have selected the correct country from the drop-down menu. Click Find. 

To look up an address from your list of contacts, select Address 
Book and pick the name of the desired contact. (All addresses on 
the list are compiled from the list of contacts saved on your Address 
Book in MS Outlook.) Pick the correct Home / Office option, and 
click OK. The address will automatically appear in the correct fields. 
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Intersection search for routing. (PC) 



4. Select the appropriate intersection from the list below. 

5. Now enter your arrival destination. The Routing dialog box should still be visible, and the To radio 
button should already be selected. To enter an address, click anywhere in the box under To. 

6. Enter the destination address of your choice by filling in the appropriate fields. Then press OK. 
Select the address that closely matches with your choice, and press OK. To enter an intersection, 
follow the same procedures as in Steps 3 & 4. 

7. Now that you have entered a From and To field, tap or click on the Do Routing icon. 



You will now see a map with a pink highlighted route with a Start and End point that illustrates your 
suggested path. 




It is also possible to route to and from exit ramps on US highways. 
Simply enter "exit" or "ramp" in the Address field when creating a 
route, and a list of exit ramps should appear on the list of locations. 



The software now supports Avoid Points when routing. This is useful 
to allow the software to avoid routing through congested areas or 
along particular streets. (See Managing Avoid Points to learn how to 
create Avoid Points.) These Avoid Points are stored in a folder 
called avoid, way in the Waypoints window. 




See Also: 

Point to Point Routing 
Waypoint Routing 
Multiple Point Routing 
Waypoints Window 
Managing Avoid Points 
Finding an Address 
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.11 Transferring a Route 



To transfer a route, follow the procedure below. 
Steps: 

1 . If you do not have any routes created, you must create a route before it can be transfererd. To see 
how to create a route, go to section Creating a Route . 

2. After the route is created, go to Route --> Save As to save the route. 



3. A small window will come up asking you to give the route that you created a name to identified it by. 

4. After giving the route a name, click on Save button. 
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Save Route Maps 
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5. Go to the Transfer Menu at the top of the Teletype GPS program. 

6. Click on Route in the Transfer Menu. 



& TeleType GPS Pro 



File View Tools Route 



Transfer 



Track Help 

t — 

Storage Maps ► 



1000 ft 




7. A small window will come up on the screen asking you to select the type of memory you want to 
use to store your route. 



8. Select the type of memory (Under Select Storage) you want to store your route. 
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Export Route to PDA 


X 




• Select Storage 


Refresh | 


Export 


Main Memory 


Cancel 


Built-in Storage 
CF Card 






Main Memory 


■■■■ 





9. Click on the Export button. The route should be transferring to the PDA now. 



Export Maps to PDA 


1 


-• Select Storage 


Total 15^ 


: Export 


|SDCard " Refresh 


Cancel 




jWriting \SD Card\Maps\canada\ontario\gdt_canada_035_pl.tt 







.12 Wildcards 

If you are unsure about the names of addresses and Yellow Pages , wildcards can be used to help 
simplify the search. In the TeleType GPS software, wildcards come in the form of asterisks (*) and 
question marks (?). 



Asterisks are used to replace the beginning or end of a name. The program will return a list of places 
beginning or ending with the keywords before or after the asterisk. For example, if you know that an 
address contains the word "East," but are unsure of the full name of the address, enter "East*" into the 
street field when searching for an address, and you will get results like "Eastlake" or "Eastwood." 



(* Address I Yellow Pages 
Nurin 

city r 



Street 



east" i Find 



dallas 



zip r~ 

Help | 



State |" 



tx Go To 



| United States 'I AddrBook 



History | 



Eastlawn Dr, dallas, TX 75229, United State 



Eastgrove St, dallas, TX 75211, United State " 
Eastus Dr, dallas, TX 7520S, United States 
Easton Rd, dallas, TX 7521 8, United States ! 
Eastern Ave, dallas, TX 75229, United States 
Eastview Cir, dallas, TX 75230, United States 
Eastern Ave, dallas, TX 75209, United States 
Eastridge Dr, dallas, TX 75231, United States 
Fflstririnfi DrVPinehnri Dr H.=JI.=,s TX 75231 L 
< > 



Use an asterisk to perform a broad search for addresses. (PC) 
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Question marks are used to replace single letters in the name of a location. They are especially 
helpful if you are unsure about the spelling of a location. For example, if you were searching for the 
city of Dallas in Texas, but were unsure of how it would be spelled on the maps, you could search for 
"Dall?s" and the program would return with the correct spelling of "Dallas." 




(* Address i Yellow Pages 


Nurn Street \ 


Find | 


City dall?s State | 


tx Go To 


Zip | | United States jj' 


AddrBook 


Help | 


History 


1 Dallas, TX, United States 


1 A 



Wallis, TX, United States 
Callisburg, TX, United States 
Dallardsville, TX, United States 
Wallisville, TX, United States 
Naples, TX, United States 
Gillis, TX, United States 
Dalton, TX, United States 
Dilleu TX I InitfiH Stores 



Use a question mark if you are unsure about the spelling of a name. (PC) 



See Also: 

Finding an Address 
Yellow Pages 
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.13 Using the Simulator 



Waypoints 



& 



S3 



CjjJ® 



I - Default File V Label Link Name 
Route Load Address 



general, way 
Q avoid, way 



..^E^dl * Visible 

, Turr | Toggle Ignore 
Goto 
Icon... 



Start 


Latitude: 


Longitude: 


42.351702 


|-71.0682S9 



Turr 
Con 
Turr 
Star 



Delete 



5tart Simulate 



Pause Simulate 



Picture 



iles from the start, 1. 
:s to go. 



Vl 



> J r Read Notes 



Right-click/tap-and-hold on the route.way file and select Start 
Simulate to begin the simulation. (PC) 

The Simulator (also available on PDA) is a function that allows you to preview your route before you 
travel, so you can familiarize yourself with the route and determine ahead of time how long it will take 
you to get to your destination at different speeds or through different routes. The Simulator is available 
for both Street and Air navigation. 



To start a simulation 

1 . Before you begin to use the Simulator, you will need to create a route or load a previously saved 
route (Route > Load). 

2. Once you have a route created, go to Tools > Waypoints to bring up the Waypoint window. 

3. Find the route . way folder and highlight it. If you have loaded your own route, highlight the folder 
with the appropriate name. 

4. Right-click or tap-and-hold on the folder name until a menu pops up. Select Start Simulate from 
that menu. The Simulator will now run through your entire route as if you were actually driving 
through it. To end the simulation midway through the route, simply go back to the Waypoint 
window, right-click or tap-and-hold on the name of your route file, and select Stop Simulate on the 
pop-up menu. You can restart and stop as many times as you'd like. 



Using the Simulator 

Here are several helpful tips and reminders to keep in mind when using the Simulator: 

• Speed - You can adjust the speed of the Simulator by using the letters " I " and " O" on the keyborad 
( I is for increasing the speed and O is for decreasing the speed). To display your speed, you can 
choose to have a corner window displaying this information. Review the Display section to see how 
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to add corner information windows. 

• The pan map function is available when North Up is enabled. In order for North Up to be enabled, 
you will either need to go to View > Preferences > Navigation, (Tools > Preferences > Navigation 

tab on the PDA) and deselect Head Up, or you need to be at least on the 5000ft zoom level. 

• Zoom In / Zoom Out - You can zoom in or zoom out by making a box on the screen. From here 
you can do two things.... 

1 . Clicking outside of the box = Zoom Out 

2. Clicking inside of the box = Zoom In 



The ^"l buttons on the Top Menu are disabled when 
using the Simulator. If you attempt to use them, they will 
affect the process of the simulator. 



See Also: 

Creating a Route 
Waypoint Window 
Display Preferences 

2.14 Traffic Avoidance 

2.14.1 Loading/Unloading Traffic Maps 

You can now receive up-to-date traffic information* available for certain metropolitan areas, including 
traffic accident and road construction sites. 

To find a traffic map for a particular location, you will need to find that 
location, and make sure you have all the proper maps loaded in 
order to view traffic correctly. For more help on finding a location, 
see Finding An Address . 

Once you have found the location, load your maps by right-clicking 
the mouse (on PC) or tapping and holding on the screen (on PDA) 
and selecting the Load/Unload option. A Load/Unload Maps 
screen will pop up. Make sure the Load, Street, and Highway 
options are selected, and click OK. You should now see a map with 
roads. 

Make sure you are connected to the internet before loading traffic 
maps, or else you will get an error message saying that you are not 
connected to a server. 



1 . Right-click anywhere on the map (on PDA, tap and hold) to bring up a menu, and select 
Load/Unload, then tap or click on Other Maps. Mark the box next to Traffic and tap or click 
on OK until you return to the map. You should then see a small bar at the top left hand corner 
of the program that shows the progress of map retrieval. 
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Retrieving tr U T . ttrn. . . 


Cancel 







Traffic map retrieval status bar (PC) 



2. When the map is finished loading, you should see a numbered road block icon Pi denoting 
where the problem is and the level of its severity. 



$ TeleType GPS Pro 



File View Tools Route Transfer Track Help 




A road block icon symbolizes a traffic incident or road construction (PC) 



To receive more information about the location, tap or click on the road block icon, and a gray 
box should pop up at the upper-left hand corner of the program. Select OK to close the box, 
or Add Waypoint to create a waypoint at that location. 
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Incident: Road construction 

Road: US-1 01 SB, San Francisco, 

Severity: 2 

Details: Permit Activities 



Start: 
End: 
Updated 

Add avoid point 



Sun Feb 22 06:01:00 2004 
Mon Feb 23 15:01:00 2004 
Mon Feb 23 11:00:00 2004 



OK 



Up-to-the-minute traffic information (PC) 



4. To unload the traffic maps, right-click (on PC) or tap and hold (on PDA) anywhere on the map, 
select Load/Unload, and Other Maps. Uncheck the Traffic box, and click OK until you return 
to the map. Your map will now be cleared of any traffic indications. 



You can also load traffic maps when routing. In the Route > New window, select the bottom check box 
and the traffic maps will automatically load as your route is being created. 



Routing 








X 


_©J Al ^ 








A 




(* From 




r to 






Des Moines, IA, 
United States 


Enterprise, IA, United 
States 




ry Show Traffic Incidents 
(Need Internet connection) 







Select the box at the bottom to load traffic maps. (PC) 



* - Subject to additional fees. 
See Also: 

Managing Avoid Points 
Finding an Address 
Loading Maps 

2.14.2 Managing Avoid Points 

Not satisfied with the route created by the program? Or know that the given route would be 
inconvenient for you? You can easily manipulate the route to your specifications so that the program 
will create one that best suits your current travel conditions. 



Avoid Points are a convenient way of marking which roads the program should steer clear of while 
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making a route. They are similar to waypoints in that the points are easy to manage. Avoid Points are 
generally stored in the avoid, way file, but can be saved files of your choosing, like waypoints . Avoid 
Points are represented on the map by this icon: 



Creating and Routing with Avoid Points 

You can create Avoid Points before or after creating a route . 

1 . Right-click or tap and hold on the road you want to avoid. Make sure that you have zoomed in 
close enough to pick the correct road. 

2. When the pop-up menu appears, select Add Avoid Point. 

3. If you have already created a route, go to Tools > Waypoints. When the Waypoint window 
appears, highlight the folder on the left that contains your waypoints, and press Route. A new 
route will be created avoiding the path previously given. If you have not yet created a route, 
proceed to create a new route as you normally would. When you have finished, a route will 
appear, avoiding the roads you specified. 

Before adding Avoid Points After adding Avoid Points 




Notice how the Avoid Point forces an alternate route. (PC) 



There is also another easy method of creating Avoid Points: 

1 . Make sure that you have street maps loaded for the road you wish to avoid. 

2. Zoom in on the location you wish to avoid. 

3. Click / tap on the road. A window will pop up giving you brief information about that road. 
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r Interstate HV/T 

Massachusetts: W Tpke 
Alternate name: I 90 W 



OK 



Middlesex , MA 



Avoid Here 



Then Re-Route 



Check the box next to 'Then Re- Route' and press Avoid Here. (PC) 



4. If you have already created a route or have marked off specific waypoints within your route, make 
sure the check box next to Then Re-Route is marked. This will automatically create a new route 
for you. If you haven't created a route or marked off specific waypoints within your route, you can 
ignore this step. 

5. Click / tap on Avoid Here. 



Loading Avoid Points 

1 . Go to Tools > Waypoints. 

2. On the Waypoints window, select the Open Waypoint File icon. 

3. Pick the file you want to load, and press Open. 

4. The avoid points should load in the list of waypoint folders and load up on your map. 



Deleting Avoid Points 

1 . Go to Tools > Waypoints. 
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2. When the Waypoints window appears, expand the folder called avoid, way. You should see a 
list of avoid points within that folder. 

3. Select the avoid point you wish to delete, and click / tap on the Delete icon X, or press the Delete 
key on your keyboard (for PC). 



Waypoints 



& 



S3 



X 



c I a |0| 



F Default File 17 Label Link Name: 
Route 



- 



Avoid 81 



avoid, way 

general, way 
- ■£□) route, way 

End: WP 82 



Load Address jAvoid 81 
Latitude: 



Turn left on Chatha 
Turn left on State S 
Turn right on City H 
Turn left on Cornhill 
Bear right on Frankl 
Start 



Longitude: 



|42.35S1 


|-71.055465 


Web Link: 


Go 


I 


Notes: 


Picture 



til 



Read Notes 



Avoid Points by default are stored in a file called avoid, way (PC) 



See Also: 

Waypoints Window 
Loading/Unloading Traffic Maps 
Creating a Waypoint 
Creating a Route 

.15 Exporting Maps 

You have two options to transfer maps to your PDA: 

Manage Maps Function - Exporting maps via the Manage Maps screen is useful for when you want 
export only a limited number of maps to the PDA. Typically used to export maps for a single city or 
group of cities, rather than an entire state or country. 

Transfer To PDA Function - This function is used to transfer entire countries (for Europe and Canada) 
or entire states (for the United States) to the PDA. 



See Also: 

Loading Maps 
Unloading Maps 
Transfer Menu 
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2.15.1 Transfer Maps to PDA 



Transfer Maps to PDA 



• From PC - 



□ 



Select a Country: 



Austria 



r To PDA 



Select storage: | iPAQ File Store ^ Refresh | 



Transfer 



] 



Setting 



Cancel 



You can transfer maps to the PDA by selecting the 
country, selecting other given locations, and 
specifying the storage area of the PDA. (PC) 



Transfer Maps to PDA 



From PC 



Select a Country: 
Select a state: 
Select counties: 



United States 






(Alabama 





Select All Counties 



Autauga (01001) 
Baldwin (01003) 
Barbour (01 005) 
Bibb (01007) 
Blount (01 009) 
Bullock (01011) 



■To PDA- 



Select storage: j 



SD Card 



t Refresh | 



Transfer 



Setting 



Cancel 



This window will allow you to transfer the maps for all or part of a US state, Canadian province, and all 
of a European country to the PDA. The Refresh button allows TeleType GPS software to recognize the 
PDA if it was not synchronized before opening this window. 




The PDA must be in the cradle and synchronized with the 
PC for software to recognize your PDA and for the maps 
to transfer correctly. 



To copy an entire state or province, copy the entire 
directory to the appropriate location on a storage 
card. Check the map structure documentation online. 

To transfer US maps to the PDA, follow these steps: 

1 . Select United States from the country list. 

2. Select the state whose maps you want to transfer. 

3. Select the counties you wish to transfer, or tap or click on the box by Select All Counties to 
highlight all of the maps for that state. 

4. Select the Setting button to choose which types of maps (streets, highways, terrain or Yellow 
Pages) you would like to transfer. 

5. Select where (Storage Card or Main Memory) you would like to store maps on the PDA. If you 
have just inserted your memory card, use the Refresh button to 

6. Select Transfer and wait for the maps to finish copying. If you selected a large number of 
maps or a large state it can take a considerable amount of time to copy. 




The Setting option will only be available when transferring 
maps of the United States. 



To transfer Europe, South America, or Australia maps to the PDA, follow these steps: 
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1 . Select the country you wish to transfer from the country list. 

2. See steps 4 & 5 of the US map instructions above. 



To transfer Canada maps to the PDA, follow these steps: 

1 . Select Canada from the country list. 

2. Select the Canadian province you wish to transfer to the PDA 

3. See steps 4 & 5 of the US map instructions above. 



See Also: 

Loading Maps 
Unloading Maps 
Manage Maps 
Transfer Menu 

2.15.2 Manage Maps 



| Currently, your yellow pages will transfer with the states 
r* and/or countries you transfer. 



Manage Maps 



a gdr.25017_pl.ttm 
gdt25023_pl.ttm 
gdt25025_pl.ttm 
us_place.ttrn 
route, way 
general, way 
avoid, way 
^ gdr.25017_nr.ttm 



Unload Selected Map(s) 



Unload All Maps 



Export All Maps to PC... 



Export All Maps to PDA.. 



Manage Maps window (PC) 



This screen is used to export currently loaded maps to the PDA, rather than entire states or countries. 

1 . Load all the maps you wish to use on your mobile device into the TeleType GPS software on your 
PC (See Loading Maps ). 

2. Select File, then Manage Maps. 

3. You now have several options: 

• Export All Maps to PC will export all of the currently loaded maps to a directory of your choice 
on the PC. They will be copied to the specified directory with the correct directory structure. This 
is useful to organize your maps before a trip. 

• To export the maps directly to your PDA, make sure your PDA is currently recognized by 
Microsoft ActiveSync, and tap or click on Export All Maps to PDA. 
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• If you wish to export the maps to your PDA's main memory, select Main Memory from the 
menu that pops up and then press Transfer. 

• If you wish to export the maps to a storage card on the PDA, select Storage Card from the 
menu that appears and press Transfer. If the storage card option does not appear, please 
check your connections and press Refresh. 

4. Once the files are copied, you will now be able to load all the maps needed for your trip on your 
mobile device. 



See Also: 

Loading Maps 
Unloading Maps 
Transfer Maps to PDA 
Transfer Menu 



There are three types of navigations in Teletype GPS Pro. They are Marine, Air, and Street. The 
following is a brief description of each. 

Marine Navigation 

Provides the most comprehensive set of navigation information for water travel. Each of the 
parameters shown in this panel are described in the Parameter List . 

The Maine Navigation will allow you to see Marine Raster or Marine Vector maps. For Marine Vectors 
maps, you will be able to view detail information about locations of known ship wrecks, buoys, rocks 
underneath the ocean, ferry routes, and dockable areas. For more information on how to use this 
feature, go to your Marine Vector Manual (Note: Add-On must be purchased separately for both 
Marine Raster and Vectors Maps). 



Aviation Navigation 

For use by pilots when flying. In order to use aviation, you must have purchase the aviation maps from 
Teletype GPS. 



Street Navigation 

Street Navigation is used when navigating a generated route. The street navigation has voice to tell 

you where to turn and displays 

to the user what points of interest are nearby. 



To change the navigation, you can go to Tools -> Navigation. Then check the type of navigation that 
you want. 




Exporting maps copies the selected maps to the 
appropriate location on the PDA. You will still need to 
follow the normal procedure for loading maps once the 
maps are on the PDA. 



.16 Changing Navigation 
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In order to use Marine and/or Aviation naviagtion, you must 
have purchase Marine and/or Aviation maps from Teletype 
GPS. 

.17 File Structure 

The TeleType program looks for the *.ttm map files in certain directories, and moving these maps 
from these locations will make it difficult or impossible to load or transfer maps within the program. All 
map directories listed here are expected to be in C:\Program Files\Gps\Maps on the PC and in either 
\Maps or \Storage Card\Maps on the PDA. For a full listing of the directory structure please go to 
http://www.teletype.com/paqes/support/teletype qps file locations.htm on the web. 

Make sure you have the latest maps installed, 
since V022005 of the software is not compatible 
with older version maps (092004 and earlier). 

G Points Of Interest (Yellow Pages) are unavailable 
for South American and Canadian maps. 




US Maps 

The typical US map file (*.ttm) name consists of four parts: 

1 . Most files begin with "gdt". GDT supplies US street maps. 

2. Next is the number that designates the state. It could be one or two digits long. For example, 
"15" would be Hawaii, whereas "8" would be Colorado. 

3. Next is a three digit number that designates the county within that state. 

4. The last part designates the kind of map the file contains. 

_nr maps contain roads. 

_pl maps contain terrain. 

poi maps contain landmark Yellow Pages. 

_hy maps contain highways. 

An example file would be "gdt36057_pl.ttm," which is a polygon file for Montgomery County in the 
state of New York. To determine what the numbers are for each county, use your PC and go to 
Transfer > Storage Maps > Streets. Select United States as the country and pick your state. 
You will then get a list of counties with numbers beside them. 
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• "\US\State#_Abbreviation" 

Street maps, polygon files, and YP files for each state are stored here. 
Example: "\US\25_MA" is the directory for Massachusetts maps. 

"\US\06_CA\gdt06081poi.ttm" is a landmarks map for San Mateo County found in the 
California maps folder. 

• "\US\Highways" 

Highway files organized by state. 

Example: "\US\Highways\tx hy.ttm" is the file for Texas highways. 



Yellow Pages (US Only) 

Yellow Pages maps are named corresponding to the county and US state they are located in. 
They are organized in the same manner as typical US states, and have the same file number as 
those specific counties. For example, tla08097_yp.ttm would correspond to the files 
gdt.08097_nr.ttm and gdt08097_pl.ttm. 

• "YP\US\State#_Abbreviation\" 
Directory that holds all the Yellow Pages for each state. 

Example: "YP\US\1 3_GA\tla1 3007_yp.ttm" is the Yellow Pages file for Baker county in Georgia. 



Canada Maps 

The typical Canada map file (*.ttm) name consists of four parts: 

1 . Most files begin with "gdt." GDT is the database that supplies our maps. 

2. Next is country name "Canada." 

3. Next is a three digit number that designates the province. 

4. The last part designates the kind of map the file contains. 

_nr maps contain roads. 
_pl maps contain terrain. 
_hy maps contain highways. 

• "\Canada\ProvinceName" 

Canadian street maps organized by province. 

Example: "\Canada\Quebec" is the directory for maps in Quebec province. 

"\Canada\BritishColumbia\gdt_canada_059_nr.ttm" is a street map for the entire 
province of British Columbia. 

• "\Canada\Highways" 

Canadian highway maps. 

Example: "\Canada\Highways\ab_hy.ttm" contains the highway file for Alberta. 



Europe Maps 

Each European country file begins with three letters that represent the country name, which may 
be followed by a number depending on the number of maps for that country. For example, maps 
of Ireland will begin with "irl" in the file name, while maps of Germany will begin with "deu" and are 
followed by a number. These are then followed by one of the following: 

_nr maps contain roads. 
_pl maps contain terrain. 
_pi maps contain Yellow Pages. 
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hy maps contain highways. 



• "\EUR\CountryName" 

Street maps and Yellow Pages files for each European country. 
Example: "\EUR\France" contains files for locations in France. 

"\EUR\Switzerland\che_pi.ttm" contains Yellow Pages files for a region in Switzerland. 



• "\EUR\Highways" 

Highway maps for each European country. 

Example: "\EUR\Highways\gbr21_hy.ttm" contains the highway files for an area in Great Britain. 

Note that Germany, Spain, Finland, Great Britain, France, Sweden, Italy, and Norway have more 
than one highway file. 



South America Maps 

The typical South America map file name consists of three parts: 

1 . The country abbreviation 

2. The state/province abbreviation 

3. The type of map. 

_nr maps contain roads. 
_pl maps contain terrain. 

• "\SA\CountryName" 

Street maps and POI files for each South American country. 
Example: "\SA\Argentina" contains files for locations in Argentina. 

"\SA\Brazil\BR AC NR.ttm" contains street files for the state of Acer in Brazil. 



• "\SA\Highways" 

Highway maps for each South American country. 

Example: "\SA\Highways\BR_SP_HY.ttm" contains the highway files for the state of Sao Paulo in 

Brazil. 



Australia Maps 

The typical Australia map file name consists of three parts: 

1 . The country abbreviation 

2. The state/territory abbreviation 

3. The type of map. 

_nr maps contain roads. 

_pi maps contain Yellow Pages. 

_pl maps contain terrain 

• "\Oceania\Australia" 

Street maps and Yellow Pages files for Australia. 

Example: "\Oceania\Australia\au_nsw_nr.ttm" contains street files for the state of New South 
Wales in Australia. 



• "\Oceania\Highways" 
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Highway maps for Australia. 

Example: "\Oceania\Highways\au_vic_hy.ttm" contains the highway files for the state of Victoria 
in Australia. 



See Also: 

Loading Maps 
Unloading Maps 
Exporting Maps 



2.18 Voice Recognition 

TeleType offers the unique ability to train your PDA to recognize your voice. You can choose just a few 
commands, or many, to be recognized. 

To use the Voice Recognition function of the software, you will need to have a microphone connected 
to your PC, laptop, or PDA device. Laptops and PDAs usually come with a built-in microphone. 



Only PC and PDA versions of the software currently 
support Voice Recognition. 



Before you begin using voice commands, you will need to train the program to recognize the 
commands. 



Preferences 



Unit j YPages] Language j Relief j Track ) Weather J Internet Voice j Plucjjj. 



Voice Reminder 



C Natural (* Synthesized Male 



Initial Announcement - 



| GPS position fixed, ready to navigate 



- Voice Recognition — 

I - Enable Help 



Voice file: j C:\Program Files\GPS\gp , 
Timeout (sees): ^30 * 



Voice Recognition tab in the Preference window. (PC) 



1 . Go to View > Preference (Tools > Preference on PDA), and select the Voice tab. For a more 
detailed explanation of what the features of the Voice tab are, click here . 

2. Under the section labeled Voice Recognition, check the box next to Enable. 
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3. Select the Training button. 

4. Select a specific voice command that you would like to record. To see a list of possible voice 
commands, click here . 



Voice Training 



Zoom into the view 
Zoom out of the view 
Zoom to destination 
Reset GPS port 
Toggle VORS 

Find emergency landing airport 

Load weather map in view 

Load map 

Unload map 

Find Address 

Move the view left 

Move the view right 

Move the view up 

Move the view down 

Center my position 

Don't center rny position 



i Save 



Cancel 



Select the voice command you want to record. (PC) 



5. A Record Your Voice window will appear. Press the Record button to begin recording. Record 
Your Voice is requested three times by the program. It takes all three recordings to average out a 
template for your voice. Try to record in a consistent style of voice without background noise. 



Record Your Voice 



Click "Record" button to record your 
voice for action "Unload map". You can 
use any spoken language. 
Recommended statement (in English): 
"Unload map". Record in a quiet 
environment for best result. 



Listen | 


Record 


Close 









Record Your Voice window. (PC) 



6. When you have finished recording, press Listen to hear your recording. If you are satisfied with 
the result, click / tap Close and select another command to record. You may record anything you 
like for the voice commands, and as long as you remember to pronounce the command the same 
way when speaking to your PC and/or PDA. 

7. When you are finished recording all desired commands, tap or click on Save to save your 
recordings. 

On the PC, to enter toggle on/off Voice Recognition 
mode, press F6. On the PDA, you can configure your 
front buttons to toggle on/off Voice Recognition mode. 
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See Also: 

Voice Preferences 



2.1 9 NEXRAD Weather Maps 



$ TeleType GPS Pro 



EBB 



File View Tools Route Transfer Help 



ftlftl oMfrllH J5| 

A /° 




NEXRAD radar map for weather (PC) 



The TeleType GPS software now supports up-to-date NEXRAD radar maps. The software contains 
information for 154 NEXRAD radar stations, which in total provide complete coverage of the United 
States. This will allow a pilot to safely detour around inclement weather when flying. Note that to be 
able to download up-to-date maps, the PDA or PC must be connected to the Internet. 

To see the current weather maps in your web browser you can go to http://www.crh.noaa.gov/radar/ 
and select the radar station closest to your current location. For more information on what the colors 
represent on the radar maps, you can go to http://weather.noaa.goV/radar/radinfo/radinfo.html#color . 

NEXRAD radar stations are represented by blue diamonds on the map. To display the radar locations, 
the us_Radars . ttm map file must be loaded into the software. 



0* 



You must have a license to access this feature. 
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$ TeleType GPS Pro 


1 View Tools 


Route 


Transfer Help 








Load 






Load Map... Ctrl+L 




W 




Manage Maps... 


Ctrl+M 


1 


Load In View 


D 


Street Maps 




5ave Trace,,, 










Highway Only 




Print... 
Exit 


Ctrl+P 
Ctrl+X 








Weather Maps Ctrl+E 

TOPO 

Aerial 



















Load weather maps by using the File menu. (PC) 



To load the radar maps into the software you have two options: 

1 . Select a radar, and select Weather Map from the screen that is displayed. 

2. Zoom in to the area where you want weather maps, and select Aviation > Load In View > 
Weather Maps. Exactly what this does depends on the options selected in the Weather tab on the 
Preference window. A full explanation of the weather map preferences is below. 



Preferences 



Language) Relief j Track ' 'Weather j Internet] Voice ] Plugins] Datum j Wanjjj. 
Server: I US 1 



I Auto refresh every 
Load-in-view loads: 



30 



(* The map closest to screen center 
C The map around current position 
C All maps in view 



Weather Preference tab (PC) 



Weather Map Preferences 

Server - This option allows you to choose the server that will download the weather maps. This is 
useful if a server is not responding. 

Auto Refresh - This option allows you to specify how often to refresh the weather map. Make 
sure you are connected to the internet during these intervals. 

Load in View Options - These options allow you to choose what happens when File > Load in 
View > Weather Maps is selected. 

Closest to Screen Center - Loads only the map closest to screen center. 
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Around Current Position - Loads only the weather map nearest your current position. 

All Maps in View - Loads weather maps for each radar station that is in view on the screen. 

2.20 Accessing/Closing Detailed Navigation Panel 

To access or close the detailed navigation panel, look at the screenshots and the purple arrow below. 



r J TeleType GPS Pro 


Z+ <X 6:20 Q 


Fi : -^ { 
Ti i rn Is1 


HI 

t" rin 


Cafe 

Qhh Aim 


■ 


Ffcza 
Luna 
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i WW"' 3 


Jus j 

a 

: =-. 

m 


nc 

1 

a u ra nt I nc ^ 1 J 


903ft Turn left c 
0.2 mi Turn right 
10^3.6 m Destinatio 


n 9th Aw 4k 
on W 41st St 
n 0 


File Tools Route 


O Q Q. w * 



To Access: Click on the arrow pointing up in the navigation panel. 




0.5 mi 
2 mins 



664 ft i 
< 1 min 
11th Ave 



640 ft j^Tum right on W 43rd St 
On: 231 W 45th St, New york 0 



File Tool* Route | ^ J^. A 



To Close: If you want to close the detail navigation panel, click 
on the arrow again. This time the arrow is pointing down. 
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.21 Checking for Updates/Upgrades 

Checking for Updates/Upgrades can be found in Help -> Update on the Teletype GPS toolbar. 



& TeleType GPS Pro 



File View Tools Route Transfer Track 




Contents Fl 
About Teletype GP5 
Update 



2 

Help in Teletype GPS toolbar 



Only works on desktop PC. 



Must have Internet connection when using Update feature. 



To Check for Updates... 

1 . Click on Help and then click on Update 

2. Please wait for Check for Update Window to come up 

3. Click on the Check for Update button 

4. Please wait for the Internet connection to be established and 

for the information about the latest update to appear in the window. 



Check For Updates 



File Updates. 
File Name 



Check For Updates 



About Updates 



Check For Updates 



File Updates. 
File Name 



MOST POPULAR 
TeleType GPS Pro 
12/17/2004 

US Street Maps 
11/17/2004 

Europe Street Maps 
6/4/2004 

Aviation Maps 
1 1 /2/2004 
< 



M 



Check For U pdates j | 



About Updates 



Check for Update Window 



Results appear after clicking on Check for Updates 
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Clicking on About Update will allow you to download the latest Updates/Upgrades. 



About Update 



About Teletype Update 

The update feature allows you to see when 
files have been updated. Authorized users 
may download updates by clicking on the 
"Authorized Customers" button and logging 
into the Teletype website. To purchase an 
upgrade plan click on "Purchase Upgrade". 



Authorized Customers jj 



Purchase Upgrade 



About Update Window 

From the About Update Winodw, you can click on Authorized Customers or Purchase Upgrade to 

download your new software. The definitions of an Authorized Customer is defined below. 

Authorized Customers are customers who have already 
purchase an upgrade that is still valid or any customer who 
had purchase softwre from Teletype GPS within less than 30 
days. 

If you do not fall under the Authorized Customers category 
and would like to purchase an upgrade, please click on the 
Purchase Upgrade button to direct you to Teletype's 
webpage to make a purchase. 

If you purchase an upgrade, please allow 1 business day for 
your order to be process. 
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PC Menu Descriptions 



This section describes in detail the functions and features of the items on the Menu toolbar of the PC 
program. Select one of the topics to proceed. 

File View Tools Route Transfer Track Help 



Q\P-\ <pM&M □! ■ ■ ■ 1000ft 

The Menu Toolbar (PC) 



File 

View 

Tools 

Route 

Transfer 

Track 

Help 

Menu Icons 

3.1 File Menu 



& TeleType GPS Pro 


1 View Tools 


Route 


Transfer Help 








Load 




D 


Load Map,,, Ctrl+L 




\n a. 




Manage Maps... 


Ctrl+M 


1 


Load In View 


D 


Street Maps 




Save Trace... 






J 


\ 


Highway Only 




Print,., 
Exit 


Ctrl+P 
Ctrl+X 








Weather Maps Ctrl+E 

TOPO 

Aerial 






"-^ 





















The File Menu (PC) 



The File menu provides access to map management utilities including loading, unloading and saving 
of recorded route information. Select the menu options below to learn more. 

Load 

Manage Maps 
Save Trace 
Help 
Exit 

3.1.1 Load 

Load Maps - The TeleType GPS program automatically includes a basemap (example: 
us_place . ttm) of a country that contains the appropriate city names and locations. This option 
allows you to select a particular map to load. 

You do not have to use this option to load street maps for an area. See 
the section on Loading Maps for information on loading maps. 




Load in View - Automatic loading of maps in view. Assuming the maps are properly located, zoom in 
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(or out) to the desired area and select Load Maps in View. 



• Street Maps - Will load the appropriate street maps for the desired area. 

• Highway Only - Will load only the highway maps for the states in view. 

• Weather Maps - Will load the weather maps for the area in view. 

• Traffic Maps - Will load traffic accidents and/or road construction sites for the area in view. 

• Topographic - Will load topographic map for the area in view. 
Will load a detailed map of the area's terrain as it exist in nature for the area in view. 

It is best to zoom to at approximately 50-100 mi or km before using the 
Load in View option. This will load the largest number of maps at a time. 



This feature is useful because it allows you to load a number of maps at 
once, rather than loading them one by one. 



3.1.2 Manage Maps 

Unload Selected Map(s) - Allows you to manually remove one or more maps from the program's 
memory. Highlight the map(s) you wish to unload from the current display. Use Control + click to 
select multiple files. This function does not remove the maps from the computer; just unloads them 
from the program. Use this function to conserve memory and speed up operation of the program. 



Unload All Maps - Allows you to remove all the maps which are loaded in the programs memory at 
once. 

This does not unload the * _places.ttm maps, 
or your waypoint files. 

Export All Maps To PC - Copies all of the currently loaded maps, waypoint files, and routes to a 
directory of your choosing on your desktop or laptop PC. Useful for organizing maps in preparation for 
long trips. 



Export All Maps to PDA - Copies all of the currently loaded maps, waypoint files, and routes to the 
PDA, keeping the correct map structure. Useful for exporting maps of certain areas such as a few 
cities or towns rather than entire states. 



See Also: 

Unloading Maps 
Exporting Maps 
Transfer Menu 



• Aerial - 

o 

See Also: 

Loading Maps 
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3.1 .3 Save Trace 



In order to create a trace file, you must first be locked in with your 
GPS receiver. To learn how, read the GPS Status section. 



As you move, the TeleType GPS software will "trace" your travel path by drawing a black line on the 
map. 



TeleType GPS Pro 



File View Toob Route Transfer Track Help 



+ |-| n[ m 260 ft 

A JT~ 




The black line represents the path you have traveled. 
(PC) 

Selecting the Save Trace option will allow you to save that trace for future use, whether you want to 
retrace your steps or simply read a travel log from your journey. The trace will be saved as a TeleType 
map ( . ttm) file by default, while the travel log will be saved as a text file. 



To load the trace, go to File > Load > Load Maps and select the trace file you wish to load, 
program will automatically take you to the location on the map where the trace was created. 



The 



If you would like to view the travel log of your journey, first load the saved trace map. Then go to File > 
Save Trace. Under "Save As Type," select Text File (*.txt). Your trip will now be saved as a text file 
with travel information that you can easily read and print. 



© 2005 TeleType GPS 



65 


TeleType GPS Manual 







F tnirfidrd.txt 










Bt Edtt Ffijnm 












Tl'i^e MAp 













I 'll.-' - " J 


a It IrudeuHJ 




-1J33390L1 


393.T16S5 




iM 






30i 717)3 £ 


.: 


,■(1 


01:3 7:1,0 


-12J22J-S133 


393:71741 


_ 


443 


01:27:3:9 


-1222S9221 


3917174.3 


a 


144 


■31:27 :4 3 


-123 23:9208 


39371693 




J 52 


01:26 !?9 


-12323;_S5 


393:7172$ 


:. 




CL=2fl!?7 


:->■! .'■;"(.!, 


3ai7i7Ji 


:: 


01:30109 


-123 235173 


39171715 


j 




(tttlOiSO 


-123 259ISS 


391 71691 




44 S 


■31:31 111 


-1?3 2S'3191 


39S7172S 


: 


,3, 


q_a'3l,£3 




39? 71 72$ 




(144 


0L;31 L*.9 


-123 335100 


53171701 


.: 


44i 


01:37: :0i 


-123 3i«76 


893:71721 


it 


447 


01:12:3:4 


-123 2 3^201 


393: 71791 


4 


i49 


01:32 [4.9 


-12323^350 


39571656 


7 


4 50 


01:32 :S7 v 



Use any text editor to view your trace file. (PC) 



See Also: 

Clear Trace 



1.4 Exit 



Use this function to properly exit the TeleType GPS program. Simply turning off the device or switching 
to another program will leave the program open and operating the GPS receiver, unnecessarily 
draining battery power and using program memory. 

View Menu 



t& TeleType GPS Pro 



File 



Tools Route Transfer Help 



WP1 



Refresh 



Ctrl+R 




Center My Position 
Bird View 
Clear Trace 
Preferences... 



Zoom In I/+ 
Zoom Out O/- 
To Destination D 



Fruit S t 



Street Level 
Level 2 
Level 3 
Level 4 
Level 5 
Level 6 
Country Level 




The View Menu (PC) 



The View menu provides access to screen display features such as zooming, cursor and route display. 



Zoom 
Refresh 

Center My Position 
Clear Trace 
Preference 
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3.2.1 Zoom 



Q Zoom In - Allows a greater level of detail for a smaller geographic area to be seen. Alternatively, 
— use the plus key (+) to zoom in. Another way to zoom in is to use the mouse/stylus to draw a box 
by clicking/tapping and dragging across the screen in any direction. When the box appears, tap 
the inside to zoom into that area. Using a small box provides the smallest geographic area with 
the greatest map detail. 



£5. Zoom Out - Allows a greater geographic area with less detail to be seen. Use the minus key (-) 
- as a keyboard shortcut to zoom out. If you zoom out far enough you will see dots appearing in 
place of town names. Zoom in to see the town names. 



To Destination - Changes the zoom level so that your entire route is in view. This will only work when 
you have a route loaded. 

Hand Tool - This allows you to pan the map in any direction by clicking on the map and dragging 
the pointer. To activate this capability, tap or click on the hand tool. To switch back to the normal 
box zoom operation, tap or click on the button again. 

Zoom Levels 

Zoom to preset levels quickly without the need to wait for intermediate zoom levels. The different zoom 
levels are as follows: 



Menu Option 

Street Level 
Level 2 
Level 3 
Level 4 
Level 5 
Level 6 
Country Level 



Zoom Level 

250 ft. or 50 m 
500 ft. or 100 m 
1000 ft. or 250 m 
5000 ft. or 1000 m 
10000 ft. or 2.5 km 
10 mi. or 25 km 
250 mi. or 500 km 



See Also: 
Menu Icons 

3.2.2 Refresh 

A screen redraw function that reloads the map if several menus appear on the screen at one time and 
do not disappear. Also useful if pieces of map do not appear due to lags in program operation. 

3.2.3 Bird View 

New to V022005 is the Bird View (3D) feature. This feature allows the user to get a three-dimensional 
look at the maps that are currently being viewed. This feature also allows the user to see a more 
realistic view of where they are located in relation to their surroundings and gives a very realistic feel 
for navigating streets during travel. 
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GBird View is currently only compatible with street 
navigation and some specialty maps. Any other 
navigation modes such as marine and aviation will not 
work in 3D mode. 



When in Bird View display mode, you will only be able to 
see street names when you are zoomed in to a 
reasonable level. This is done to reduce clutter of these 
names. 



# TeleType GPS Pro 



□0® 



File View Tools Route Transfer Track Help 




Bird View of a route during simulation (PC) 



3.2.4 Center My Position 

When the GPS receiver is locked into your position this will center the screen on your current location. 
As you travel, the screen will continually move the maps so your position is near the center of the 
screen. This is useful when you are driving and want the convenience of being able to look at the 
center of the screen to see your position. This is an option you can choose to have on or off, and is 
adjustable in the View Menu. 



© 2005 TeleType GPS 



PC Menu Descriptions 68 



As a default setting, this feature is turned on. You may want 
to turn it off so that the you can freely view sections of the 
map outside of the area in which your position is locked in. 
This way the screen will not automatically adjust itself. 



3.2.5 



See Also: 

GPS Status 

Locking Your Position 

Position Menu 

Freguently Asked Questions 
Clear Trace 

Removes the current trace of where you have traveled since the last time the program was started, 
does not remove trace maps saved from .ttm files. To remove saved trace maps, you will need to 
unload them using the Manage Maps window. 



See Also: 
Save Trace 
3.2.6 Preferences 



Preferences 



m 

CityRoadAVPT ] Direction ] Navigation ] Unit ] YPages | Language Relief j_<J_H 



The Preferences menu (PC) 



One of the most powerful functions of TeleType GPS is the ability to customize the program to your 
specific needs. Explanations of each of the options can be found in the following sections. 



Display 

Citv/Road/YP/WPT 

Direction 

Unit 

Navigation 

Language 

Relief 

Track 

Weather 

Internet 

Voice 

Plugins 

Datum 

Warning 

3.2.6.1 Quick Prefs 

The Quick Prefs screen allows a user to go to a specific area of the preferences, based on what option 
the user would like to adjust (i.e. Auto Load/Unload). This can be useful so that the user does not have 
to search through tabs to find what he or she is looking for! 
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3.2.6.2 Display 



Preferences 



Quick Prefs | Display | Buttons | City/Road/WPT | Direction | Navigation] Unit J_|_i 
- Select Adjust Option 




Quick Prefs tab under Preferences (PC). 



Preferences 



Quick Prefs j Display j| Buttons | City/Road/WPT j Direction | Navigation | Unit J_|_i 
Trace Cursor 



0 



V 



<.|_llll I > 

W Show Trace 



Route Color 

Cursor Position 
[7a7~ - 



Corner Windows: Modify | Clear All 
Night Vision — 

f Auto r Enable 



One-touch info 



The Display Preferences tab (PC) 



1. Trace Cursor - Choose the cursor to represent your current position, when position is fixed. 



Sample cursors 
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2. Show Trace - Enable the trace option. The software can trace your travel path by drawing a black 
line. 

3. Corner Window - Select different data to be displayed in each corner of the map display. Allows 
you to see speed, heading, altitude, and other navigation information on the map screen at all 
times. After selecting each data type, you will need to press the Assign button for the corner 
windows to appear (you MUST do this for each button, or you will lose your settings). One type of 
data can be displayed in each corner of the screen. Clear All will remove all corner windows from 
the map display. You may also click on the window and Reset each of the data in the corners. 
This way the values of your data can be reset after each route. 




DTG appears on the corner window of the screen in Aviation 
mode. When in Street mode, DTG appears in a 
detailed navigation panel. This only happens on the PDA. 



* 



These functions are only for use in Marine and Aviation modes. 
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4. Night Vision - Allows you to view your maps in high-contrast Night Vision mode. Leaving Night 
Vision set to Auto will use your machine's time to determine whether or not to enable this feature. 
If Auto is set for this feature, Night Vision will take effect between the hours of 6 pm and 7 am. 
Enable will immediately activate Night Vision mode. 
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5. One Touch Info - This check box will determine if you are able to interactively click on the screen 
to gain information about an object. When this is unchecked, the way to gain information about an 
object will be by right-clicking on the place you would like to find out information about in order to 
bring up the Shortcuts menu and selecting Info. As a default, one touch info is on, but may be 
turned off, depending on your preference. 

3.2.6.3 Buttons 

This window applies only to mobile device (PDA and CE) users. 

To learn more about Buttons, please go to PDA Menu Descriptions -> Preferences -> Buttons in this 
manual. 
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3.2.6.4 City/Road/YP/WPT 



Preferences 



Quick Prefs | Display | Buttons CityRoadAVPT | Direction j Navigation] Unit _?J_ 

Ground Show — 
I [Highways; 



Less 



More 



--Auto Load/Unload as Traveling 
I - Local Maps I - Yellow Pages 



Visible Waypoint N umber: 300 
Waypoint Coordinates Format: 
decimal Deg eg. 45.3772 



The City/Road/YP/WPT Preferences tab (PC) 



1. Ground Show 



Highway Maps - Displays all highways currently loaded. 

Previous versions of the software had an option for "Wide 
Roads." This option is still present and is now automatically set to 
show. 



Auto Load/Unload 

When you drive into an area for which there are no maps loaded, the software will automatically 
display those maps. Here you can choose which type of maps the software will automatically 
display while traveling. 



3. Visible Waypoints - Specify the number of waypoints you wish to display at one time. For 
example, if you create a trail of 1 00 points, you may wish to view only the last 30 points. This 
feature is often used when tracking remote vehicles or collecting data points in the field. When 
using vehicle tracking you may want to increase this number for longer tracks. 



4. Waypoint Coordinates Format - Select from three different formats for the waypoint coordinates. 
The three choices are degree-decimal, decimal-degree, and degree-minute-second format. The 
waypoint coordinate format specified here reflects the latitude and longitude format when you 
create a waypoint in the Waypoints window. 



See Also: 

Loading Maps 
Unloading Maps 
Waypoints Window 
Yellow Pages 
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3.2.6.5 Direction 



Preferences 



Quick Prefsj Display j Buttons j DtyRoadAvPT Direction j Navigation] Unit 

[Audible Indicator! Visual Indicator 

Warn rine next turn at |2500 feet 

if I drive faster than |45 -^-j nnph 



otherwise warn rine at |500 -j-j feet 

Let warning stay for [i ^] sec(s) 

Always warn within |200 feet 

F Auto Re-route [Hi feet 



* ► 



The Direction Preferences tab (PC) 



The units for this screen can be changed to kilometers and 
meters. In the Preferences screen, under the Units tab, for 
Length (Long) select km, and for Length select meters; the 
distances and units for this screen will be updated. 

• Audible Direction Indicator - Select this option if you wish to hear an audible warning before turns. 

• Visual Direction Indicator - Select this option if you wish to see an arrow appear on the screen 
prior to a turn. 

• Warn me of next turn at... - Enter the distance that you wish to be warned before a turn if you are 
traveling above the indicated speed entered below. 

• If I drive faster than ... - Determines the distance at which you will be warned of before a turn. If you 
are traveling above this number, you will be warned at the distance entered in the "Warn me of next 
turn option," otherwise you will be warned at the distance entered in the "Otherwise warn me at..." 
option. 

• Otherwise warn me at ... - If you are driving below the speed indicated in "If I drive faster than...", 
this determines the distance that you will be warned before turns. 

• Let warning stay for ... - Determines how long the visual turn warning will be displayed on the 
screen. 

• Always warn within ... - This will have the program always warn you within this distance regardless 
of your speed. 

• Auto Re-route - When checked, the software will automatically re-route if you leave the marked 
route by more than the specified distance. 
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It is STRONGLY recommended that you check the box next to 
Auto Re-Route and set the value to between 1,000 feet - 3000 
feet or 300 - 1000 meters. Not doing so can create problems 
while routing and/or re-routing. One of the problems can be the 
program annoucing that you are "missing a turn" when you are 
not. 



See Also: 

Unit Preferences 
Re-Route 

3.2.6.6 Navigation 



Preferences 



Quick Prefs j Display j Buttons] DtWRoadAVPT ] Direction Navigation ] Unit 



i ► 



Display 



r 



Route 



J L 



Lock to Route 



l_ 



r Head Up: 

Auto Zoom 
None ) 

i 

Initial Zoom Level [street Level 



Max 



The Navigation Preferences tab (PC) 



Display - Allows you to choose Head Up display mode. In this mode, the direction you are traveling will 
be "up" on the map, regardless of whether you are traveling North, South, East, or West. Rather than 
Head Up, unchecking this option will result in North Up mode, which has a faster redraw, but is not as 
convenient for understanding your direction of travel. 



Selecting Head Up mode will increase screen redraw 
times and limit the zoom level. 



Selecting Head Up will enable Automatic Zoom Refresh, 
which will return you to a specific zoom level after 1 5 
seconds when you zoom in or out. 



Lock to Route - When this feature is selected your GPS signal will not deviate from your active route. 
When the auto re-route feature is activated, GPS signal drift can cause the program to automatically 
calculate a new route. The Lock to Route feature will resolve your GPS position to the nearest point 
on your route. 
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Auto Zoom - Automatic zooming of the map display allows you to configure the amount of map 
displayed based on the speed of travel. Typically, when you slow down, you want to see street level, 
and when you speed up, you want to see a larger map area, showing mostly highways. If you prefer to 
adjust your zoom level manually, leave the Auto Zoom selection at None. You can adjust the initial 
lock in zoom level to desired amount of detail by selecting desired level in the drop-down menu. 



Preferences 



City/Road AVPT \ Direction Navigation j Unit 1 YPages 1 Language 1 Relief J jjj. 



Display — 

T Head Up 

rAuto Zoom — 
None ) 



Initial Zoom Level 



-Route — 

W Lock to Route 



Max 



Street Level T 



Street Level 



2 
3 
4 
5 
S 

Country Level 



Lock to Route - When this feature is selected your GPS signal will not deviate from your active route. 
When the auto re-route feature is activated, GPS signal drift can cause the program to automatically 
calculate a new route. The Lock to Route feature will resolve your GPS position to the nearest point 
on your route. 

See Also: 

Navigation Tools 
Direction Preferences 
Loading Maps 
Unloading Maps 
Manage Maps 
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3.2.6.7 Unit 



Preferences 



Display | Buttons | City/RoadAVPT ] Direction] Navigation Unit j YPages j LJ_ 



Speed 




- Length(long)i 


Length 


■ Angle . 


Position 


r km/h 




P km 


P meters 


(* ddd 


P Lat/L 


P InnpH 




{* miles 


C yards 


P dmm 


P UTM 


r kh 




" nm 


(• feet 


P dms 




P m/s 




P meters 


P x.x mi 







The Unit Preferences tab (PC) 



Select the unit of measurement that best suits your needs. The following indicators depend on the 
selections you make in this window: 

• The scale bar over the map display 

• The Navigation screen 

• The Airport Range Indicator 



See Also: 

Menu Icons 
3.2.6.8 YPages 

This new feature conveniently allows you selective display of Yellow Pages points on your navigation 
window. 
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Preferences 



□ 



Display ] Buttons] City/Road/WPT | Direction | Navigation | Unit YPages j Lj_|_i 



•Category Display 

w 0 



PI Restaurant 




PI Lodging 


1 


PI Automotive/Gas 


v 


< «CI 


> 



Restaurant Display - 
P AJI 



PJ Asian (Other) 




PI American 


! 


PI Barbecue 




< 1 


> 



'YPages' Preference Tab 



Usage Example 

De-selecting every checkbox except tor Restaurant in Category Display will result in only restaurants 
being displayed in the navigation menu. Conversely selecting only the Restaurant checkbox will result 
in a map display of everything but restaurant Yellow Page points. 



See Also: 

YPages (PDA) 
Yellow Pages 



© 2005 TeleType GPS 



79 



TeleType GPS Manual 



3.2.6.9 Language 




Select language 



(* iEnglisN 
C French 



f~ German 



Italian 



C Dutch 



"' ' Danish 



The Language Preferences tab (PC) 



Select the desired language for voice and visual instructions. Choose from English, German, French, 
Italian, Dutch, and Danish. 



See Also: 

Voice Recognition 
Voice Preferences 
Direction Preferences 
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Preferences 



Language Relief j Track | Weather) Internet] Voice j Plugins | Datum j Wa n ^ I 
- Color — 



Resolution [ jlBB -^j Colors 



■Warning 

V Warn nne if aircraft is less than 

" — | feet AGL 



The Relief Preferences tab (PC) 

This screen allows for configuration of Relief maps. Relief maps are supplied with the US Aviation 
maps and are only for use in Aviation mode. 

Pilots will find detailed instructions for use of TeleType GPS in the Aviation Manual 



3.2.6.11 Track 



Preferences 



Language] Relief Track | Weather | Internet] Voice j Plugins j Datum) WanjJ. 



Menu Preferences 



ishow Track menu; 



The Track Preferences tab (PC) 
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This screen allows you to choose whether to keep the Track Menu on the screen or to hide it. Check 
the box to show the Track menu. Uncheck the box to make it hidden. 



Preferences 



See Also: 
Track Menu 
3.2.6.12 Weather 



Language | Relief | Track i Weather") Internet j Voice | Plugms j Datum) Wanjjj. 
Server: |US 1 

f~ Auto refresh every 1 30 -— j nnins 



■ Load-in-view loads: — 
(* The map closest to screen center 
C The map around current position 
; " All maps in view 



The Weather Preferences tab (PC) 



Live weather maps can be superimposed over your position. From this screen you can change 
different options related to the NEXRAD weather maps that the software supports. Although generally 
used for aviation, this feature is available to any TeleType user (although subject to additional fees). 

The weather maps are updated by downloading the latest map from the internet. This means that you 
cannot update the weather maps unless your PDA or PC has an internet connection. The software can 
be configured to automatically dial out to the internet when updated maps are needed. For more 
information, see the Internet Preferences tab. 

Server - This option allows you to alternate between two servers. While the data is the same data and 
server, availability may vary. Select Other server if one is unavailable at the moment. Currently 
weather servers are available only for the US and Canada. 

You must have the *_radar.ttm files for the weather maps 
to be visible on your screen. 



Load-in-view loads - These options allow you to choose what happens when File > Load in View > 
Weather Maps is selected. 

• Closest to Screen Center - Loads only the map closest to the center of the screen. 

• Around Current Position - Loads the weather map around the current position. 

• All Maps in View - Loads weather maps for each radar station that is in view on the screen. 
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You will need to enter a valid license from TeleType in 
order to use the Weather maps feature. 



To see the current weather maps in your web browser you can go to http://www.crh.noaa.gov/radar/ 
and select the radar station closest to your current location. For more information on what the colors 
represent on the radar maps, you can go to http://weather.noaa.goV/radar/radinfo/radinfo.html#color . 



The TeleType software uses the Internet to retrieve the most up-to-date weather and traffic maps. The 
Internet preferences tab allows you to have the PDA automatically dial the specified connection 
whenever necessary. 

To have the software automatically connect to the internet, select the dial-up connection you wish to 
use and check the Auto Dial Using the Connection Below box. 



See Also: 

Weather Preferences 
Loading/Unloading Traffic Maps 



3.2.6.13 Internet 




Languagej Relief I Track I Weather [Internet J Voice | Plugins j Datum | Wari_!_Li 



V Auto dial using the connection below 



Connections: 



The Internet Preferences tab (PC) 



© 2005 TeleType GPS 



83 



TeleType GPS Manual 



3.2.6.14 Voice 



Preferences 



Language) Relief | Track j Weather j Internet Voice j Plugins j Datum] WariJ_|_i 



Voice Reminder 

C" Natural (* ISynthesized 



Male * 



- Initial Announcement •■ 



| GPS position fixed, ready to navigate 



Voice Recognition - 



W Enable Training | Help 
Voice file: jC:\ProgramFiles\GPS\gp ...| 



Timeout [sees]: 30 



The Voice Preferences tab (PC) 



The TeleType software has support for voice recognition as well as speech synthesis. This tab allows 
you to choose options related to the audible turn reminder and the voice recognition capabilities of the 
software. The voice recognition will allow you to have the software execute a number of common 
commands without having to take your hands off your steering wheel as you drive. 



Voice Reminder - (Your PC speaks to you) 

As you follow a route, the software can warn you of upcoming turns with an audible alert. This alert can 
either be a natural, or a synthesized voice. The synthesized voice will speak the upcoming street or exit 
you need to turn on to as well as the direction of the turn, while the natural voice reminder will only 
speak the direction you need to turn. 

The synthesized voice has five different "voices" to choose from. The choices are Male, Female, Child, 
Aged Male, and Aged Female. Choose the voice most comfortable for you. 

Please note that the natural voice will indicate only the direction of the turn rather than speaking the 
name of the street. 
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Preferences 



Relief ] Track ] Weather] Internet Voice | Plugins | Datum] Warning 
--Voice Reminder — 



C~ Natural (* Synthesized 



Initial Announcement 



| GPS position fixed, ready to 



Male * 



A 

Female i 
Child 

Aged ma v 



Voice Recognition- 



W Enable Training Help 
Voice file: | C: VProgrann Files^G PS \gp ...| 
Timeout (sees): ]30 * 



Choose the voice suitable for you. 



Voice Recognition - (You speak to your PC) 

The software now has built-in capabilities for voice recognition. This will allow you to speak and have 
the software execute a variety of commands without needing to touch the PC. 

The Windows CE version of the software does not 
currently support Voice Recognition. 




Enable - This box must be checked for the PC to receive voice commands. 

Training - In order for your PC to accurately recognize your voice, we recommend, "training" the 
voice command system. Training means recording a sample of the way you pronounce the 
particular command. To learn how to train the voice system, see the help file for 
Voice Recognition . 

Help - Displays available voice commands. 

Voice File - Sets the destination file for voice training. When you record samples of your voice 
commands they are loaded into the file \...\GPS\gpsvcom.init. If you would like to switch between 
multiple voice command users, you may train and use different files. For example, in a family, you 
could have one file for the husband, one file for the wife, and one for a child. 

Timeout - To conserve program resources, your PC will only listen to you for a set period of time. 
The time out setting sets how long the software will listen for a command after the "push to" button 
is pressed. F6 will tell the computer to begin listening. 

Voice Commands - Here is a list of the voice commands the PC will recognize. 

For Managing Maps: 

• Load map 

• Unload map 
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• Load weather map in view 

For Routing: 

• Find address 

• Re-route using current position 

For Viewing Maps: 

• Zoom into the view 

• Zoom out of the view 

• Zoom to destination 

• Move the view left 

• Move the view right 

• Move the view up 

• Move the view down 

• Center my position 

• Don't center my position 

• Set head up mode 

• Set north up mode 

• Use detailed street navigation panel (Full Screen) 

• Use street navigation panel (Normal Screen) 

For Aviation: 

• Toggle VORs 

• Find emergency landing airport 

Other Commands: 

• Reset GPS port 

• Suspend voice recognition (Good Bye) 

See Also: 

Voice Recognition 
Language Preferences 
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3.2.6.15 Plugins 



Preferences 



Relief | Track | Weather | Internet j Voice Plugins j Datum | Warning | J_|_! 
Plugin Configuration 



Special use code 



Plugins Preferences (PC) 

For special use only. Enter the code given to you when your software was purchased. If you do not 
have a code, you do not have to worry about this function. 



See Also: 

Software Add-Ons 



3.2.6.16 Datum 
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Preferences 



Relief j Track j Weather) Internet | Voice | Plugins Datum j Warning 



< ► 



Defined Datum 
r [Enable 

dx [o~~ 

dy 

dz 



0 



m 
m 
m 



Defined Datum - Choose desired datum. TeleType GPS maps use WGS84, which is the default 
setting. If you need to adjust thedisplay position of custom maps enter the appropriate datum 
values here. This feature will also adjust your current position by the selected amount in the 
specified direction. This feature can be used in areas where WGS84 is not the normal datum. 
Values for dz, dy, and dz are all in meters. 

• dx - Positive value will adjust your position to the east, negative will adjust to the west. 

• dy - Positive value will adjust your position to the north, negative will adjust to the south. 

• dz - Increases or decreases your altitude by the specified amount. 

If you are not familiar with Datum, please do not make 
^jjp any adjustments to this indicator, as the wrong datum will 
not allow you to lock in or display maps properly! 

Use Defined Datum - This will enable the datum modifications you have entered. 
3.2.6.17 Warning 

In the Warning tab, it allows you to set warnings for speed and GPS conncection. 
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Preferences 



Relief j Track j Weather j Internet | Voice | Plugins | Datum Warning 



- Speed Warning 

|"~ Change cursor to exclamation sign (!) 
and beep if I drive above 45 nnph 



-GPS Connection 

Warn when GPS is disconnected 



* ► 



• For Speed Warning, you can set when to have when there is going to be a beep according to what 
the mph is. In order, to do this just check the box and type in the numbers in the box next to the mph. 

• For GPS Connection, you can set the program to warn you when you have lost connection with the 
GPS. In order, to do this just check the box under GPS Connection. 

3.2.6.18 Trace 

In the Trace tab under Preference, 



Preferences 



□ 



Track Weather I Internet I Voice Plugins Datum Warning [Trace 



W Periodically flush trace to a file in 
GPS folder when position is fixed. 



Trace tab in Preference 

• You have the option to have the trace periodically flush into the GPS folder or not when position is 
fixed. You can have the trace flush by checking the check box and you can not have the trace flush 
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by unchecking the check box. 

• The benefit of having the trace flush on is to be able to have the ability to check or trace where you 
were awhile ago. You may trace your position as far back as when you started your trip. 

• The filename of the trace is month, date, and year in this format mm-dd-yyyy_hhmm.ttm. You can 
find this filename in your GPS folder. 



Tools Menu 



TeleType GPS Pro 



File View 



Route Transfer Help 




GPS Status... 



Waypoints... 

Find,,, 

Navigation 

Drawing 

Position 

Enable XM Weather 



Ctrl+W 
Ctrl+F 



500 ft 



The Tools Menu (PC) 




The Tools menu provides access to GPS receiver configuration, TeleType GPS software waypoint 
management, Find Address function, Navigation options, Drawing tool, and options for position 
marking. Details about all of the functions appear below. 



GPS Status 

Waypoints 

Find 

Navigation 

Drawing 

Position 
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3.3.1 GPS Status 



Position 



& GPS Status 






Position I Status | 


Latitude: 


N OOO'OO'OO" 




Longitude: 


E OOO'OO'OO" 




Course: 


000.00° (True) 




Speed: 


0000.0 km/h 




Altitude: 


00000.0 rfi 




| Date 


00/00/0000 




UTCDate 







GPS Position tab (PC) 



Displays coordinates, course (heading), speed, UTC (Universal/Greenwich Mean Time), date and 
altitude. To change the units used here, go to the Units tab in the Preferences window. 

Below Altitude is a drop down box providing access to a variety of types of information. Those choices 
are as follows: 



Date - Displays the current date 

Fix Quality - Displays the quality of the current position fix. A 3D fix is more accurate than a 
2D position fix 

HDOP - Horizontal accuracy of the current position fix 

VDOP - Vertical accuracy of the current position fix 

UTC - Universal Time, otherwise known as Greenwich Mean Time 

DGPSID - DGPS Station ID. The DGPS station provides position correction information 
allowing GPS receivers to find your position with greater accuracy 

GEOIDH - Height of geoid over WGS84 ellipsoid 

MagVar - The magnetic variance at your current position 
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Position Status I 



Pause Start Log | Open Port | Help 


COMB: _;J 4800 bps_;J 


Find GPS Port 







Position not fixed. Need at least 4 satellites. 
Satellites 



01 02 03 04 05 06 07 03 09 10 11 12 



Satellite Strength & Serial Data Flow 



Status 



Shows data from the GPS receiver and the number of satellites in view. For each satellite, this window 
displays its identification number and signal strength. Note that it is possible to have satellites in view 
but still not have the position locked into the receiver. 



.^A— You need to set your PC clock to local time and date 
accurate to within one hour. If the time is wrong, the 
GPS receiver will have difficulty getting a position fix. 
The time is used to help pinpoint your position. 



The GPS data is displayed in the area above the satellites information. If the GPS data area is blank, 
then the software is not communicating with the GPS receiver. Verify that your cabling is correct and 
that your communications parameters are set correctly for your GPS receiver. If using Bluetooth, see 
our Bluetooth GPS documentation for further assistance. 



• Pause - Select Pause to momentarily stop recording the strings to a file. Also pauses the on- 
screen view of the strings. Useful if you wish to inspect the data. 

• Start Log - begin recording GPS data to a text file of your choice. The Start Log button will 
toggle to Stop Log. 

• Open/Close Port - Toggles the serial port to be available for communication with the GPS 
receiver. The port is automatically opened when the GPS program is activated. The serial port 
can be manually closed to disable communication with the GPS receiver. This feature has 
been designed for future use in external communications applications such as two way 
messaging. 

• Select Port - Allows you to specify the communications port being used for the GPS receiver. 
Select the "GPS" port. If that does not appear, use the Find GPS Port feature. 

• Select Baud Rate - select the appropriate rate for your GPS receiver. Most receivers 
communicate at 4800 baud. Others, such as the Delorme Earthmate, communicate at 9600 
baud or above. 
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Find GPS Port - Use this feature to automatically locate and select the GPS port. 

Time - The software requires that your PDA have the time set to within one hour of local time 
to your location to be able to obtain a position fix. Press the button to automatically open up 
the clock setting for your PDA to allow you to set the correct time. 

You can use a shortcut to access the GPS Status screen by right-clicking 
anywhere on the map. A pop-up menu will appear, and GPS Status 
(among other options) will be easy to select from this list. 



See Also: 



3.3.2 



Locking Your Position 
Center My Position 
Position Menu 

Frequently Asked Questions 
Waypoints 



Way points 



S3 



17 Default File 17 Label Link Name: 
Route Load Address 



avoid, way 

- ^SUH 

(*) WP 82 



|WP 81 


Latitude: 


Longitude: 


1 42. 357751 


|-71.0G3429 


Web Link: 


Go 


I 


Notes: 


Picture 










|"~ Read Notes- 



Waypoints Window (PC) 



• Waypoint Toolbar - The buttons are discussed from left to right within the software. Each icon 
represents a different waypoint function. 

rj|GS|B|X|©|g|Ei| C I 3 1© 

Waypoint Toolbar (PC) 
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New Waypoint File - All waypoints are stored in a waypoint file ( . way). Selecting this button 
will prompt you for the name of the new waypoint file. In order to create individual waypoints 
you must first create a waypoint file in which to store the points. You may create several files. 
For example, you could have a file of waypoints called "New York Trip" and enter all points 
you intended to use for a trip to New York. Perhaps you would want to keep another file of 
waypoints called "Europe" for those points you intended to use while in Europe. 

j r^| Open Waypoint File - Open a previously created waypoint file (* .way). 

Clipboard - Copy waypoint to/from clipboard, or create a new waypoint. If no coordinates are 
stored in the clipboard then a blank waypoint will be created. 

Waypoints can be copied from one file to another. Select a waypoint, now select destination 
waypoint file, then press Clipboard icon. Use Delete to remove an unwanted waypoint from 
a specific file. 

X Delete - Delete highlighted item. Select either waypoint file or waypoint point to be removed. 

Deleting a waypoint file removes the file from the waypoint menu display within the TeleType 
GPS program. The waypoint file still exists in the GPS folder so you can open the file again 
by selecting Open Waypoint File from the Waypoint toolbar. You may wish to delete files 
from view to minimize the number of waypoint files shown. This may be helpful when 
planning several different trips. The feature is also helpful for vehicle tracking applications. 

(g) Go to Waypoint - Allows you to immediately display the waypoint on the map. 

^ Waypoint Info - Displays waypoint shortcut menu, which gives you the option to delete, go 
to, or modify the visibility of the waypoint. 

V* Show Waypoints as Points / Show Waypoints as Route - When the dots for this icon are 
connected, the waypoints will be connected by a yellow or tan line showing the order of the 
route. The button can be used to toggle the points from being connected or simply appear as 
unconnected dots. When dots are connected and used in conjunction with Label Link (i.e., 
check mark appears next to Label Link) you will see the distance and direction between 
points. 

( J Move Waypoint Order Up / Down - Moves highlighted waypoint towards top / bottom of the 
list of points in a file. 

(♦) New Waypoint Icon - Allows you to attach a different icon to a waypoint you have created. 
While you are in the Waypoints window, select the waypoint to be modified, then select the 
New Waypoint Icon tool. Choose a new icon (scroll if necessary for more choices) to be 
used for a specific waypoint. For example, you may want to show the house icon for friends 
and family, and the building icon for companies. 



F Default File 


F Label Link 


Route 


Load Address | 



Default File, Label Link, Route, 
and Load Address options (PC) 



• Default File - Designate which of the waypoint files you wish to have as your default. When you add 
a waypoint by right-clicking (tapping and holding on PDA) on the map and choosing Add Waypoint, 
the waypoint will be added to this default file. The default waypoint file is general . way and is 
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stored in the GPS folder. 

• Label Link - When you have Show Waypoints as Route and this box is checked, the distance and 
bearing between each waypoint will be shown. Also, the order of the waypoints will be indicated with 
an arrow. 



• Route - Creates a route between several waypoints. Highlight the folder in the waypoint directory 
below containing the waypoints you want to route, and press Route. 

• Load Address - Look up addresses for a waypoint. Highlight a waypoint file, such as 

general . way, then select Load Address. You can find the address of only a particular waypoint by 
highlighting that waypoint and selecting Load Address. 



To record a new waypoint or change an existing point, click/tap the waypoint marker on 
the map screen. The Waypoints window will appear allowing you to modify waypoint 
characteristics. Alternatively, go to Tools > Waypoints and select the waypoint from 
within the Waypoints window directly. Select the Go to Waypoint icon (the black and 
white bullseye) from the Waypoint tools menu to automatically locate your point on the 
map. You may also want to use the Clipboard feature to add or duplicate, then modify 
a point. 




Two waypoints with a labeled link connecting them. (PC) 



- _il general. way 




avoid, way 



< i 



> 



Waypoint Directory (PC) 
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• Waypoint Directory - Shows the list of waypoints, avoid points, and routes arranged in expandable 
folders. 



Name: 

|Au Bon Pain, 251 Massachusetts 
Latitude; Longitude: 
[4Z3432S5 |-71 .085904 
Name, Latitude, and Longitude fields (PC) 

• Waypoint Name - Any name can be entered here. Select a place from the map (or an existing 
point), and the name will already be displayed. 

• Latitude - Displays the latitude of the waypoint. Default display is in degree-decimal format. To 
change the format, go to the City/Road/YP/WPT tab in the Preferences window (View > 
Preferences > City/Road/YP/WPT), and select desired format. TeleType now supports degree- 
decimal, decimal-degree, and degree-minute-second formats for waypoints. If the point is in the 
Northern hemisphere, you can omit the plus (+) sign. You must use the minus (-) sign if the point is 
in the Southern hemisphere. 

• Longitude - Displays the longitude of the waypoint. Default display is in degree decimal format. To 
change that, go to the City/Road/YP/WPT tab in the Preferences window (View > Preferences > 
City/Road/YP/WPT), and select desired format. TeleType now supports degree-decimal, decimal- 
degree, and degree-minute-second formats for waypoints. If the point is in the Eastern hemisphere, 
you can omit the plus (+) sign. You must use the minus (-) sign if the point is in the Western 
hemisphere. 



Web Link: 


Go 


I 


Notes: 


Picture 



Au Bon Pain, 251 
Massachusetts Ave, Boston, 
HA 02115 (G1 7-2G73524) 



f Read Notes 

Web Link, Notes, Picture, and 
Read Notes (PC) 

• Web Link - Associate a web page with a waypoint. This is useful to be able to check traffic 
conditions in the morning through web-enabled digital cameras (otherwise known as "webcams") or 
other sites that provide traffic updates. An example webcam can be found at 
http://files.raycommedia.com/wflx/webcam.htm . Clicking on the Go button will open your default 
browser to the associated web page. 

You must be connected to the internet for this feature to work. 




© 2005 TeleType GPS 



PC Menu Descriptions 96 



• Notes - Use this section for any combination of text and numbers to help you remember what the 
waypoint is about. 

• Picture - This button will allow you to associate a picture with a waypoint. To be properly associated 
with the waypoint, the picture must be a .Jbmpfile, have the same name as the waypoint, and be 
located in C:\Program Files\GPS. 



Example - If the location were Boston, the 
Files\GPS\Boston.bmp. 



bmp picture would be C:\Program 



Read Notes - The software can now read the notes for a waypoint as you drive by. Any text entered 
into the Notes field for a waypoint will be read by the synthesized voice when you approach a 
waypoint. With this feature you can have the software speak any reminders related to a particular 
location when you are nearby. 



See Also: 



Creating a Waypoint 
Notes About Waypoint Files 
Managing Avoid Points 
Creating a Route 



3.3 Find 



(* Address f Yellow Pages 
20 Street \ 



Num 
City 
Zip [ 



market 



Find 



boston 



State 



ma Go To 



| United States AddrBook 



Help 



History 



20 Market St, boston, MA 02135, United Sta 



20 Haymarket Sq, boston, MA 021 1 4, United " 
20 Market St, boston, MA 02114, United Stat 
20 Newmarket Sq, boston, MA 02118, Unttef 
20 Carleton St, boston, MA 02116, United St; 
20 Barker St, boston, MA 021 35, United Stab 
20 Parker St, boston, MA 021 29, United Stat. 
20 Parker Hill Ave, boston, MA 021 20, Unitec 



20 Parker Hil 

< INI 



PI hnstnn MA021P0 United? 



Address search window (PC) 



Find Address 

Use this feature to find a street address. Using the guidelines in the Tips , enter your information to 
select the correct address from the list, and tap or click on Go To. This will create a waypoint at that 
address, and center the map on that address. Select History to go to an address you have searched 
for before. 
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If you are unable to locate the address, try using wildcard symbols, 
as explained in the Wildcards help file. Or try simplifying the street 
name or dropping the city name. 



Example: "256 2nd Ave NE" simplifies to "256 2nd." 




Leave Num and Street blank to find the city only. 



TeleType GPS offers integration with Microsoft Outlook. Clicking 
on the AddrBook button will open up a window with a list of names 
in your MS Outlook Address Book. Once you choose a name from 
the list you can choose either a home or work address. Once you 
tap or click on OK, the software will search for that address, and 
provide a list of matching ones in the Find window. Select Go To to 
center the map on that location. 

ODue to Microsoft restrictions, the AddrBook Outlook option will not 
work with Outlook Express. 




Find 


X 


f" Address f* Yellow Pages 


f" Search 20 miles 


around center of view 


[All Categories 


Name |~ City 


State p 


Phone P ■ |~ 


| United States j^J 


| Find | 


History | 





Find 




X 


C Address (* Yellow Pages 


V Search 20 miles j£ 


around center of view 


(All Categories 




Types 
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Copy Cop, 155 Milk St, Boston, MA 02109 (6" 
Copy Cop, 230 Congress St, Boston, MA 021 ' 
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You can search for many different categories of VPs in the Find Yellow Pages window. (PC) 



Yellow Pages 

Use this feature to find other locations, such as Yellow Pages . Select the type of location you are 
interested in, then enter the name, city, state, phone number and country where the point is located. 
Selecting Find will bring up all matching points. Select the one you want, then tap or click on Go To to 
center the map on that location. 

Regardless of whether or not any maps are loaded in the program, 
the software automatically searches all street maps found on your 
system (make sure you have installed your maps in the proper 
directories). The program will load and display the maps for the 
area once you press the Go To button. 
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See Also: 

Wildcards 
Finding an Address 
Yellow Pages & POIs 
Creating a Waypoint 
Creating a Route 



3.3.4 Navigation 



The TeleType GPS software contains three different convenient navigation panels optimized for Street, 
Marine, or Aviation travel. 



Street Navigation 

Street Navigation is used when navigating a generated route. The following is a description of the 

The first line initially reports the distance to the start of the route, and once that position is reached, 
reports the distance to the next turn and details on that turn. The second line reports the distance to 
the next turn and details on that turn. The third line in the panel reports the distance left to travel to the 
destination. The number in the bottom right corner of the panel represents the total number of satellites 
in view of the GPS receiver. 



0.5 mi g]Bear right on Route 28. * 

3.4 mi gj Turn left on Woodlawn St 

3.5 mi Destination 0 



Street Navigation Panel 



The software also has an expandable "next turn" panel to allow for easier 
reading of the next turn. To expand or contract the panel, select the triangle in 
the upper right hand corner of the screen. This panel also provides an estimated 
time to next turn and to the final destination, and the name of the current road. 

Below is an example of the expandable "next turn" panel. 
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Distance to 
next turn 



Time til 
next turn 




Next turn 

Dist. to turn 
after next 



0.5 km 
< 1 min 



1.9 km 



4 mine 



Corner window you 
can customize from 
Preference | Display 



Toggle the 
black panel 
view 



Dist. to 
- destination 

■ETA 




Brampton Road 



,7 km j§rurn right on CromwellRe*- _j um a ft er 

gn: Fulham Road, KENSINGTON AND next turn 



File View Tools Route Track jD 



Current road 



Direction of 
upcoming road 



# satellites 
in view 



Select the triangle at the upper-right corner to expand the Navigation Panel. (PDA) 



Aviation Navigation 

For use by pilots when flying. Each of the different parameters are described at the bottom of this 
section. The number in the bottom right corner of the panel represents the total number of satellites in 
view of the GPS receiver (for example, the number "5" in the picture below). Each of the parameters 
shown in this panel are described below in the Parameter List . Please check the detailed 
Aviation Guide for more information. 

ALT/ft 1 1998 ATE lm SPD/mpI 130.9 

DTG/rmi 13.7/13.7 ttg 6m/6m 
trk:brg 305:305 XTK/ft R42 5 
Aviation Navigation Panel (PDA) 



Navigation 

Provides the most comprehensive set of navigation information for water travel. Each of the 
parameters shown in this panel are described below in the Parameter List . 
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0D0 


TMR 


BRG No Target 


DTG 


DPT 


XTK| 



Marine Navigation Panel 



Parameter List 

Measurements are displayed in the units as determined in the Unit section of GPS Preferences menu. 
(Items in parentheses are the abbreviations found within the Aviation panel.) 



Abbreviation 

LAT 
LON 

ALT (AL) 
ATE 
TTG 
TK 

SPD (SP) 

ODO 

TMR 

DTG (DG) 
WPT 

BRG 
XTK 

GPS 



NSAT 



Meaning 

Latitude 

Longitude 

Altitude 

Actual Time En route 

Time to go before destination. 

Current track 

Speed 

Trip odometer, reset at each start of the Teletype GPS program. 
Total trip time 

Distance to go to the indicated waypoint. 

Waypoint identifier Cross-track. The perpendicular distance between the path of 
your current position and the destination waypoint. 

Shows bearing of plane or boat relative to the North Pole. 

Cross-track. The perpendicular distance between the path of your current position 
and the destination waypoint. 

GPS receiver type. Some examples: 

• N_DIFF 3D indicates non-differential receiver, altitude reading is reliable 
(within the manufacturer's specifications). 

• N_DIFF 2D indicates non-differential receiver, altitude either not available or 
unreliable. 

Number of satellites in view 



See Also: 

Unit Preferences 
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3.3.5 Drawing 



& TeleType GPS Pro 



File View 



A P. 



WPT I 



Aviation Transfer Help 

GPS Status... Ctrl+S 
Waypoints... Ctrl+W 
Find... Ctrl+F 
Navigation 




A iBllMI^^^^^^Mi ^^ 1 Drawing^^ gJ 

Position ► | IBM Black Pen 

am Enable XM Weather 

t " Save Drawing Eraser 



Drawing Tools Menu (PC) 



This tool allows you to create a geocoded raster image that can be displayed within the TeleType GPS 
program. The function is useful if you want to add your own streets to a map or to annotate existing 
maps. With this tool you can draw freehand on your maps and have the drawings positioned correctly 
on the map the next time you load the drawing. Drawings are saved as .bmp files. Very useful for 
surveying, agriculture, military, and even personal use. 

• New Drawing - Allows you to create a new drawing on the map. You can create new drawings each 
time, but only after saving your current one. 

• Tool - Select from a choice of drawing tools, such a black pen, a purple pen, and an eraser. You 
can also clear your maps of any drawings you have made. 

• Stop Drawing / Keep Drawing - Select this option to either stop or continue drawing. 

• Save Drawing - Save your drawing as a .Jbmpfile. Once you have saved your file, you can create a 
new drawing. 



3.3.6 Position 



& TeleType GP 


S Pro 


File View 


Tools 


Route Transfer Help 



WPT\_ 




Position Tools Menu (PC) 
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• AutoMark Position - Create a " bread crumb trail " of your trip using this function. Specify the 
interval of time between each "crumb" which is actually a TeleType GPS waypoint. 



Automark position option 




You can auto-mark your position as you travel. (PDA) 



• Mark Cur Position - To automatically record the current position in the default waypoint file select 
Mark Cur Position. The exact latitude and longitude coordinates are taken from the GPS receiver 
and stored as a TeleType GPS waypoint. You can assign a comment or note by using the Waypoint 
window. 



See Also: 

GPS Status 
Locking Your Position 
Center My Position 
Frequently Asked Questions 

Route Menu 



& TeleType GPS Pro 


File View Tools 


1 Transfer Help 




New... Chrl+D 


■ ™ ™ 2.50 mi 




Route Menu (PC) 



The door-to-door routing feature is useful when you want to find the driving direction between two 
addresses, waypoints, or a combination of a waypoint or address and your current position. This menu 
allows you to access many of the routing options in the software. Select one of the options below to 
find out more information. 



New 
Load 
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Save As 

Clear 

View 

Setting 

Re-Route 

3.4.1 New 

Displays the window to allow you to generate a route from one location to another. See 
Creating a Route for more information. 

3.4.2 Load 

This option will allow you to load a previously saved route. 

Save a Route 
Creating a Waypoint 
Creating a Route 

3.4.3 Save As 

Saves a copy of the current route to the PDA or PC for later use. Saved routes can be loaded by 
selecting the Load option from the Route menu. 

See Also: 

Creating a Route 
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Routing Result 



Select 
Total D 
Total E 


Route: 1 route 


j»J Print... | 


istance: 3.29 Miles 

stimated Time: 0 hour(s), 4 minute(s) 


tt 


Directions 


Miles 


Mins 




(3)1 
^ 1 


Start 


0.0 


< 1 




OK 


Turn left on Beacon St 


0.1 


< 1 




(f^3 


Turn right on Embankm... 


0.7 


< 1 




LcJ 4 


Bear right on Ramp to L... 


0.0 


< 1 






Merge on Leverett St 


1.2 


< 1 




Ee 


Bear right on Ramp to ... 


0.2 


< 1 






Merge on Washington St 


0.4 


< 1 




Es 


Turn right on Innerbelt Rd 


0.3 


< 1 






Turn left on 3rd Ave 


0.0 


< 1 




©10 


End: WP tt2 


0.0 


< 1 









































Driving directions with distances and times from the View screen (PC) 



View - Displays a listing of the route. This window will now show you both distance and estimated time 
between turns. You can also print out a route, so you can have a paper copy of your route as well as 
an electronic copy on your PDA or laptop. 

Print - Select this button to print out a list of directions for the route. 

See Also: 

Creating a Route 
Unit Preferences 

3.4.5 Clear 

This will clear all currently loaded routes from the software. 



See Also: 

Waypoints Window 
Creating a Route 

3.4.6 Setting 

This feature allows you to change the settings for the type of route the software will generate. 
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- Routing mode 



♦ :Quid:e:t Path 

C Shortest Path 

C Freeway Only 

C Prefer Freeway 

(~ Avoid Freeway 

C Hiking Mode 

\~ Via Ferry 



- Routing Area Size- 
Small 



Large 



Route settings 



• Quickest Path - Routes generated by the software will be the quickest path to get from the origin to 
the destination. 

• Shortest Path - Shortest route possible between the origin and destination, regardless of how many 
local streets or turns are required. 

• Freeway Only - Looks for the path that uses only major highways; useful when travelling planning to 
travel along major highways only. 

• Prefer Freeway - Looks for the quickest path that uses major highways; useful when you wish to 
travel primarily by major highway, and want to avoid smaller highways and streets. 

• Avoid Highway - Looks for the quickest path that avoids all major highways; useful when you wish 
to find shortcuts around certain areas. 

• Hiking Mode - Incorporates bike paths into route. Creates routes independent of street direction 
data (eg. unidirectional, bidirectional). 

• Via Ferry - Takes advantage of ferries when generating a route. 

• Routing Area Size - Allows control over how the software calculates a route. You can set this value 
as high as you like. 



See Also: 

Creating a Route 



Creates a new route to your destination based upon your current position. This feature will work only if 
your position is locked, and you have a route loaded. 



3.4.7 Re-Route 



See Also: 
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Locking Your Position 
Managing Avoid Points 
Creating a Route 



Direction Preferences 



.5 



Transfer Menu 



s 





Streets... 




Route... 



Aviation... 



Transfer Menu (PC) 



The Transfer menu provides access to the different options for transferring routes and maps to the 
PDA. This menu is available on PC only. 

Storage Maps 
Route 



See Also: 

Exporting Maps 

.5.1 Storage Maps 

From this menu option you can select which types of maps to transfer to the PDA. Note that with this 
option, maps need not be currently displayed in the TeleType software. The maps need only to be 
installed on your PC. 

• Street Maps - This will bring up the Transfer Maps To PDA window. See the Transfer Maps to PDA 
section for detailed instructions. 

• Aviation Maps - Please see our Aviation Manual for details on how to transfer Aviation maps. 

See Also: 

Exporting Maps 
Manage Maps 
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5.2 Route 



Export Route to PDA 


□ 


- Select Storage 




Export 




Refresh: 


Cancel 











Export a route to the PDA 



This will allow the currently loaded route to be transferred to the PDA. The screen that comes up will 
provide you with a choice of where to store the route. Typically the choice will be either the main 
memory of the PDA or a storage card. 

To load the exported map, open the Route menu and select 
Load. From there choose the route file you exported 
(usually route, way). Then the route will be loaded into the 
program. 



See Also: 

Exporting Maps 
Save a Route 
Load a Route 
Creating a Route 

.6 Track Menu 



& TeleType GPS Pro 


File View Tools Route Transfer 


Track 1 . - 






Phone Track * )0 ft 
CDPD Track ► r 
Satellite ► 
Pocket Track ► ^^^K 
] Passive Track... 
Create Report... 













The Track Menu (PC) 



TeleType GPS offers a variety of affordable, easy to use, vehicle tracking solutions allowing you to see 
in real-time exactly where your cars, trucks, trailers, airplanes, and even boats are located - worldwide. 
Peace of mind, security, and improved efficiency are now within easy reach of even the smallest 
businesses. When you purchase one of these solutions, specific documentation accompanies the 
product. 

For more information about TeleType GPS vehicle tracking solutions see 
http://www.teletype.com/pages/tracking.html . 
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See Also: 



Track Preferences 



Menu Icons 



These menu icons help you navigate and view your maps. 



Icons 



AIR 

o , n 



Usage 

Allows you to zoom in / out of the map. Also used to increase/decrease 
speed while in Simulator mode. 

Allows you to move the map in different directions. 
(Tip: You can also use the arrow keys.) 

Select this icon to switch between the two interactive map modes. The 
hand icon will allow you to click and "drag" the map to move in any 
direction. The box will allow you to enter "zoom" mode. You can click and 
drag a box on the map that will allow you to zoom in / out of the area you 
have drawn, as well as load / unload maps. See the table in 
Loading Maps for more information. 

Scale bar. The number next to this bar represents resolution you are 
viewing the map. 



See Also: 

Zoom 
View Menu 



8 Help 



& TeleType GPS Pro 



File View Tools Route Transfer Track 




Contents Fl 
About Teletype GP5 
Update 



Help Menu 



Contents - Displays the help file for TeleType GPS organized by topic 

About - Displays information about the TeleType GPS program including version (release) number. Be 
sure to give this number when requesting Technical Support. 
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About GPS 



r \ TeleType GPS Release 1 22004 
TeleType Inc. (c) 1998-2004 
Pro Edition 



(c) 2003 Geographic Data 
Technology, Inc. This product 
contains proprietary and confidential 
property of Geographic Data 
Technology, Inc. Unauthorized use, 
including copying for other than testing 
and standard backup procedures, of 
this product is expressly prohibited. 

v 

For upgrades please visit 
www. teletype, conn/register 



Version (release) number at the top 



Update - allows you check for the newest upgrades and and directs you to Teletypes's webpage for 
downloading or purchasing an upgrade. 



8.1 Update 

Update feature only works on your desktop PC and must have Internet connection. 



The Update feature Displays information about the latest software updates by clicking on Check For 
Updates. The Update feature wil also allows you to click on About Updates button to download or 
purchase the newest update. 
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Check For Updates 



File Updates. 
File Name 



Check For Updates 



About Updates 



Update Window 



Check For Updates 



File Updates. 
File Name 



MOST POPULAR 
TeleType GPS Pro 
12/17/2004 

US Street Maps 
11/17/2004 

Europe Street Maps 
6/4/2004 

Aviation Maps 
1 1 /2/2004 



Check For Updates 



About Updates 



About Update 



About Teletype Update 

The update feature allows you to see when 
files have been updated. Authorized users 
may download updates by clicking on the 
"Authorized Customers" button and logging 
into the Teletype website. To purchase an 
upgrade plan click on "Purchase Upgrade". 



Authorized Customers 



Purchase Upgrade 



Click on Check For Updates to get the newest 
Update information 



About Update Window takes you to download or 
purchase an upgrade. 
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Only works on your desktop PC. 



Oln order to check for updates, download updates, and/or 
purchase upgrades, you must have Internet connection. 

Authorized Customers are customers who have already 
purchase an upgrade that is still valid or any customer who had 
purchase softwre from Teletype GPS within less than 30 days. 
If you do not fall under the Authorized Customers category and 
would like to purchase an upgrade, please click on the Purchase 
Upgrade button to direct you to Teletype's webpage to make a 
purchase. 
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PDA Menu Descriptions 



This section describes in detail the functions and features of the items on the Menu toolbar. Select 
one of the topics to proceed. 



File Tools Route Track [j Q Pi H|* 

The Menu Toolbar (PC) 



File 
Tools 
Route 
Menu Icons 

1 File Menu 



Rle- 



Help 




View 




Exit 



About 




Manage 
Maps 




Load 
Map 



Save 
Trace 



File Tools Route Track P] Q. Q 



TeleType GPS Pro Y x 4i 5:01 



Static - 



Street 



Weather 



Highway 



File Tools Route Track ["} Q. Q. 



The File Menu (PDA) 



The File menu provides access to map management utilities including loading, unloading and saving 
of recorded route information. Select the menu options below to learn more. 

Load 

Load In View 
Manage Maps 
Save Trace 
Help 
Exit 

1.1 Load 

Load Maps - The TeleType GPS program automatically includes a basemap (example: 

us _place . ttm) of a country that contains the appropriate city names and locations. This option 

allows you to load specialized maps such as topographical maps. 
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You do not have to use this option to load street maps for an area. See 
the section on Loading Maps for information on loading maps. 



See Also: 

Loading Maps 
Load In View 

4.1.2 View / Load In View 

View / Load In View - Automatic loading of maps in view. Assuming the maps are properly located on 
your PDA, zoom in (or out) to the desired area and select Load In View. Note: In PDA, Load In View 
is known as View. 

• Street Maps - Will load the appropriate street maps for the desired area. 

• Highway Only - Will load only the highway maps for the states in view. 

• Weather Maps - Will load the weather maps for the area in view. 



It is best to zoom to approximately 50-1 00 mi or km before using the 
■jf* Load In View option. This will load the largest number of maps at a time. 



See Also: 



This feature is useful because it allows you to easily load a number of 
maps at once. 



Loading Maps 

Load Maps From File Menu 

4.1.3 Manage Maps 

Unload Selected Map(s) - Allows you to manually remove one or more maps from the program's 
memory. Highlight the map(s) you wish to unload from the current display. Use click and drag to 
select multiple files. This function does not remove the maps from the computer. Use this function to 
conserve memory and speed up operation of the program. 



Unload All Maps - Allows you to remove all the maps which are loaded in the programs memory at 
once. 

ipfH This does not unload the * _places.ttm maps. 



See Also: 



Unloading Maps 
4.1 .4 Save Trace 




In order to create a trace file, you must first be locked in with your 
GPS receiver. To learn how, read the GPS Status section. 
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As you move, the TeleType GPS software will "trace" your travel path by drawing a black line on the 
map. 



| TeleType GPS Pro Y x 4$ 11:06 ^ 
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End: WP #2 




*. 


End 


End 






Oft 


Destination 




0 


File Tools 


Route Track i _ 




.A. 



The black line represents the path you have traveled. 
(PDA) 

Selecting the Save Trace option will allow you to save that trace for future use, whether you want to 
retrace your steps or simply read a travel log from your journey. The trace will be saved as a TeleType 
map ( . ttm) file by default, while the travel log will be saved as a text file. 



To load the trace, go to File > Load > Load Maps and select the trace file you wish to load, 
program will automatically take you to the location on the map where the trace was created. 



The 



If you would like to view the travel log of your journey, first load the saved trace map. Then go to File > 
Save Trace. Under "Save As Type," select Text File (*.txt). Your trip will now be saved as a text file 
with travel information that you can easily read and print. 
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Use any text editor to view your trace file. (PC) 



See Also: 
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Clear Trace 



4.1.5 Help 



Help - Displays the help manual for TeleType GPS software. The Teletype GPS Manual is organized 
by topic. 



4.1.6 About 



file://\Storage%20Card\Teletype% ' 
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- Disclaimer 



Guide 
Pl Welcom 
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It is the user's 
responsibility to use 
the product prudently. 
This product is 
intended to be used 
only as a travel aid 
and must not be used 
for any purpose 
requiring precise 
measurement of 
direction, distance, 

I ~- ■ — t±Lcup cii: 



View Tools 0 



Teletype GPS manual 



About - Displays information about the TeleType GPS program including version (release) number. Be 
sure to give this number when requesting Technical Support. The version (release) number is at the 
top of the screen. 



4.1.7 Exit 



Use this function to properly exit the TeleType GPS program. Simply turning off the device or switching 
to another program will leave the program open and operating the GPS receiver, unnecessarily 
draining battery power and using program memory. 



Do not tap the blue X, as it will 
background. 



only minimize the program and run it in the 
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.2 Tools Menu 



Toob- 



r- Clear 
Trace 



o 

Refresh 




m 

Nau. 



Find 



3D 




CPS 



Next 



Toob- 



Zoom 



Auto 



Center 
off 



44 



Back 



Mark 



Rle Tools Route Track [j Q. H * Rle Tools Route Track H £| A 



The Too/s Menu (PQ4) 



The Tools menu provides access to GPS receiver configuration, TeleType GPS software waypoint 
management, Find Address function, Navigation options and options for position marking. Details 
about all of the functions appear below. 

To get to the next menu in Tools, click on the Next icon. And to go back to the previous Tools menu, 
click on the Back icon. 

Preferences 

Clear Trace 

2D/3D 

Refresh 

Nay 

GPS 

Wavpoints 

Find 

Zoom 



Mark Position 
AutoMark Pos 
Center Off 



© 2005 TeleType GPS 



PDA Menu Descriptions 118 



4.2.1 Preferences 



Tools 




o 

F.cfrtitt 




Find 



Hent 



File Tools Route 



The Preferences menu (PDA) 

One of the most powerful functions of TeleType GPS is the ability to customize the program to your 
specific needs. Explanations of each of the options can be found in the following sections. 



Display 
Buttons 

Citv/Road/YP/WPT 

Direction 

Unit 

Navigation 

Language 

Relief 

Track 

Weather 

Internet 

Voice 

Plugins 

Datum 

Warning 



4.2.1.1 Quick Prefs 



The Quick Prefs screen allows a user to go to a specific area of the preferences, based on what option 
the user would like to adjust (i.e. Auto Load/Unload). This useful tool includes short-cuts to commonly 
used functions so that the user does not have to search through tabs. 
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Quick Prefs j Display | Buttons f City / . 



5ebct Adjust Option - 



Auto Load/Unload 



t Go 



File Tools Route Track i J Q. ,0, 

The 'Quick Prefs' tab 



4.2.1.2 Display 
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The Display Preferences tab (PDA) 



1. Trace Cursor - Choose the cursor to represent your current position, when position is fixed. 
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Sample cursors 



2. Show Trace - Enable the trace option. The software can trace your travel path by drawing a black 
line. 

3. Defined Datum - Choose desired datum. TeleType GPS maps use WGS84, which is the default 
setting. If you need to adjust the display position of custom maps enter the appropriate datum 
values here. This feature will also adjust your current position by the selected amount in the 
specified direction. This feature can be used in areas where WGS84 is not the normal datum. 
Values for dz, dy, and dz are all in meters. 

• dx - Positive value will adjust your position to the east, negative will adjust to the west. 

• dy - Positive value will adjust your position to the north, negative will adjust to the south. 

• dz - Increases or decreases your altitude by the specified amount. 



4. Use Defined Datum - This will enable the datum modifications you have entered. 

5. Corner Window - Select different data to be displayed in each corner of the map display. Allows 
you to see speed, heading, altitude, and other navigation information on the map screen at all 
times. After selecting each data type, you will need to press the Assign button for the corner 
windows to appear (you MUST do this for each button, or you will lose your settings). One type of 
data can be displayed in each corner of the screen. Clear All will remove all corner windows from 
the map display. 



If you are not familiar with Datum, please do not make 
any adjustments to this indicator, as the wrong datum will 
not allow you to lock in or display maps properly! 




DTG appears on the corner window of the screen in Aviation 
mode. When in Street mode, DTG appears in a 
detailed navigation panel. This only happens on the PDA. 



These functions are only for use in Marine and Aviation modes. 
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6. Night Vision - Allows you to view your maps in high-contrast Night Vision mode. Leaving Night 
Vision set to Auto will use your machine's time to determine whether or not to enable this feature. 
If Auto is set for this feature, Night Vision will take effect between the hours of 6 pm and 7 am. 
Enable will immediately activate Night Vision mode. 
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7. One Touch Info - This check box will determine if you are able to interactively click on the screen 
to gain information about an object. When this is unchecked, the way to gain information about an 
object will be by right-clicking on the place you would like to find out information about in order to 
bring up the Shortcuts menu and selecting Info. As a default, one touch info is not on, because 
some PDA users may find this feature slow. If this feature causes your PDA to operate slowly, you 
may want to turn this feature off. 

4.2.1.3 Buttons 
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Go Direct | Display [ Buttons 1 Aviatioil ^ I ► 
■Hardware Buttons (CE Only) 



Modify 



Clear All 



[^1 Un-rnap buttons in background 



The Buttons Options (PDA) 



Hardware Buttons - This feature assigns a TeleType GPS function to any of the programmable 
Pocket PC buttons. Select Assign Button, a pop up menu appears, select the function you wish 
to assign, such as Zoom Out, to the button you wish to use, such as Button 4. Press Assign. 
Buttons automatically revert back to their normal function when used outside of the TeleType GPS 
program. To clear all assigned values of the buttons within the TeleType GPS program, select 
Clear All. Note that different manufacturers assign different numbers to the buttons and that some 
manufacturers allow the recording button to be assigned. Clear All will remove extra functionality 
from all buttons. 
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Button 1 
HP iPaq 




Button 1 

Dell Axim 



4.2.1.4 City/Road/YP/WPT 
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Aviation City/Road/YP/WPT Directic < ► 



Ground 5how — 
Highways 



Less 



More 



Auto Load/Unload as Traveling 

@ Local Maps Q Yellow Pages 



Visible Way point Number: 



500 



Waypoint Coordinates Format: 



decimal Deg eg. 45.3772 



The City/Road/YP/WPT Preferences tab (PDA) 



1. Ground Show 



Highway Maps - Displays all highways currently loaded. 



0- 



Previous versions of the software had an option for "Wide 
Roads." This option is still present and is now automatically set to 
show. 

Do not use the More setting when in urban areas. This causes 
your system to slow down or possibly lock up. The More setting 
is intended for use in rural areas only. 



2. Auto Load/Unload 

When you drive into an area for which there are no maps loaded, the software will automatically 
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display those maps. Here you can choose which type of maps the software will automatically 
display while traveling. 



Visible Waypoints - Specify the number of waypoints you wish to display at one time. For 
example, if you create a trail of 1 00 points, you may wish to view only the last 30 points. This 
feature is often used when tracking remote vehicles or collecting data points in the field. When 
using vehicle tracking you may want to increase this number for longer tracks. 



Waypoint Coordinates Format - Select from three different formats for the waypoint coordinates. 
The three choices are degree-decimal, decimal-degree, and degree-minute-second format. The 
waypoint coordinate format specified here reflects the latitude and longitude format when you 
create a waypoint in the Waypoints window. 



See Also: 

Loading Maps 
Unloading Maps 
Waypoints Window 
Yellow Pages 



4.2.1.5 Direction 
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City/Road/VP/WPT 





Unit f 







Direction 

\\/\ Audible Indicator 0 Visual Indicator 
2500 \^\ Feet 



Warn me next turn at 
if I drive faster than 
otherwise warn me at 
Let warning stay for 
Always warn within 
| | Auto Re-route 



45 \t mph 



500 \^\ feet 
1 |fj sec(s) 



@ feet 



200 



1000 [rj feet 



File Tools Route Track F] Q j£5 



Andreani 



The Direction Preferences tab (PDA) 



The units for this screen can be changed to kilometers and 
meters. In the Preferences screen, under the Units tab, for 
Length (Long) select km, and for Length select meters; the 
distances and units for this screen will be updated. 



• Audible Direction Indicator - Select this option if you wish to hear an audible warning before turns. 

• Visual Direction Indicator - Select this option if you wish to see an arrow appear on the screen 
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prior to a turn. 

• Warn me of next turn at... - Enter the distance that you wish to be warned before a turn if you are 
traveling above the indicated speed entered below. 

• If I drive faster than ... - Determines the distance at which you will be warned of before a turn. If you 
are traveling above this number, you will be warned at the distance entered in the "Warn me of next 
turn option," otherwise you will be warned at the distance entered in the "Otherwise warn me at..." 
option. 

• Otherwise warn me at ... - If you are driving below the speed indicated in "If I drive faster than...", 
this determines the distance that you will be warned before turns. 

• Let warning stay for ... - Determines how long the visual turn warning will be displayed on the 
screen. 

• Always warn within ... - This will have the program always warn you within this distance regardless 
of your speed. 

• Auto Re-route - When checked, the software will automatically re-route if you leave the marked 
route by more than the specified distance. 

It is STRONGLY recommended that you check the box next to 
Auto Re-Route and set the value to between 1,000 feet - 3000 
feet or 300 - 1000 meters. If you choose to use a lower number, 
you may find yourself being re-routed more often than necessary. 
An example is getting the message "missing turns" when you did 
not miss a turn at all. 



See Also: 

Unit Preferences 
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Direction Unit Navigation Languat ^ ► 


r Speed 

O k™/h 
(8) rnnh 

Om/s 


■Length(long) 

(J) miles 

O nm 
O meters 


■Length 1 

O meters 
O yards 
® feet 


r Angle 

® ddd 
(3 dmrn 
O dms 


■Position — 
® Lat/L 
O UTM 



File Tools Route Track [~] Q. Q. 



The Unit Preferences tab (PDA) 



Select the unit of measurement that best suits your needs. The following indicators depend on the 
selections you make in this window: 

• The scale bar over the map display 

• The Navigation screen 

• The Airport Range Indicator 



See Also: 

Menu Icons 
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4.2.1.7 Navigation 
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Unit I Navigation | Language [ Relief 



4 ► 



5peed Warning 

Q Change cursor to exclamation sign (!) 

and beep if I drive above 45 mph 



Display 

0 Head Up 



Navigation 

(§) Land 
Q Aviation 



Auto Zoom - 
None 0= 



Max 



0 Lock to route 



The Navigation Preferences tab (PDA) 



Speed Warning - This feature lets you set the speed so you will be alerted if you exceed the speed 
limit. This feature is useful to help you control your driving speed. For example, if you set the value to 
be 55 mph and drive at 56 mph or higher, you will hear a constant series of beeps alerting you to the 
fact that you have exceeded your set speed limit. Also, the position cursor (usually an arrow) will 
change to an exclamation point and will blink repeatedly. 



Display - Allows you to choose Head Up display mode. In this mode, the direction you are traveling will 
be "up" on the map, regardless of whether you are travelling North, South, East, or West. Rather than 
Head Up, unchecking this option will result in North Up mode, which has a faster redraw, but is not as 
convenient for understanding your direction of travel. 

Selecting Head Up mode will increase screen redraw 
times and limit the zoom level. 



Selecting Head Up will enable Automatic Zoom Refresh, 
which will return you to a specific zoom level after 1 5 
seconds when you zoom in or out. 

Navigation - Choose between land or aviation navigation modes. Maps for Street mode will unload 
when Aviation mode is selected, and vice versa. 





Auto Zoom - Automatic zooming of the map display allows you to configure the amount of map 
displayed based on the speed of travel. Typically, when you slow down, you want to see street level, 
and when you speed up, you want to see a larger map area, showing mostly highways. If you prefer to 
adjust your zoom level manually, leave the Auto Zoom selection at None. 



Lock to Route - When this feature is selected your GPS signal will not deviate from your active route. 
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When the auto re-route feature is activated, GPS signal drift can cause the program to automatically 
calculate a new route. The Lock to Route feature will resolve your GPS position to the nearest point 
on your route. 



See Also: 

Navigation Tools 
Direction Preferences 
Loading Maps 
Unloading Maps 
Manage Maps 

4.2.1.8 YPages 

This new feature conveniently allows you selective display of Yellow Pages points on your navigation 
window. 




Wages | Language f Relief |ril < I ► 



Category Display - 
0 All 



0 Restaurant 






0 Lodging 






0 Automotive/Gas 
i—n - . 






* 1 111 I 







Restaurant Display - 
0 AJI 



0 Asian (Other) 
0 American 
0 Barbecue 



File Tools Route Track P] ^ Q_ 



'YPages' Preference Tab 



Usage Example 

De-selecting every checkbox except tor Restaurant in Category Display will result in only restaurants 
being displayed in the navigation menu. Conversely selecting only the Restaurant checkbox will result 
in a map display of everything but restaurant Yellow Page points. 
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? mile 
? mile 
? mile 



Start point 
Next point 
Destination 



File Tools Route ^ ^ A 
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? mile 
? mile 
? mile 



Start point 
Next point 
Destination 



File Tools Route ^ Q Q_ 



Screen with all Yellow Pages displayed 



Same screen with 'Restaurants' de-selected 



See also: 

YPaqes (PC) 
Yellow Pages 

4.2.1.9 Language 
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Unit | Navigation | Language 



Relief 



4 ► 



Select language 

® English O 

German 



O French 
O Dutch 



O Italian 
O Danish 



The Language Preferences tab (PDA) 



Select the desired language for voice and visual instructions. Choose from English, German, French, 
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Italian, Dutch, and Danish. 



See Also: 

Voice Recognition 
Voice Preferences 
Direction Preferences 



4.2.1.10 Relief 
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Unit | YPages [ Language 



Color 

Resolution 



ESEr 



Colors 



Warning - 



Q Warn me if aircraft is less than 
LfrW f|] feet AGL 



File Tools Route Track M Q. Q_ 



The Relief Preferences tab (PDA) 

This screen allows for configuration of Relief maps. Relief maps are supplied with the US Aviation 
maps and are only for use in Aviation mode. 



Pilots will find detailed instructions for use of TeleType GPS in the Aviation Manual . 
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4.2.1.11 Track 



YPages f Language { Relief 



Track 



1 < ► 



Menu Preferences - 



\%/\ show Track menu 



File Tools Route Track P] Q. Q. 



The Track Preferences tab (PDA) 



This screen allows you to choose whether to keep the Track Menu on the screen or to hide it. Check 
the box to show the Track menu. Uncheck the box to make it hidden. 



See Also: 
Track Menu 
4.2.1.12 Weather 
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Track I Weather | internet | Voice fp . 



4 ► 



Server: 



US 1 



I ] Auto refresh every 
Load-in-view loads: 



30 



(J) The map closest to screen center 
(3 The map around current position 
O All maps in view 



The Weather Preferences tab (PDA) 



Live weather maps can be superimposed over your position. From this screen you can change 
different options related to the NEXRAD weather maps that the software supports. Although generally 
used for aviation, this feature is available to any TeleType user (although subject to additional fees). 
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The weather maps are updated by downloading the latest map from the internet. This means that you 
cannot update the weather maps unless your PDA or PC has an internet connection. The software can 
be configured to automatically dial out to the internet when updated maps are needed. For more 
information, see the Internet Preferences tab. 

Server - This option allows you to alternate between two servers. While the data is the same data and 
server, availability may vary. Select Other server if one is unavailable at the moment. Currently 
weather servers are available only for the US and Canada. 



9- 



You must have the *_radar.ttm files for the weather maps 
to be visible on your screen. 



Load-in-view loads - These options allow you to choose what happens when File > Load in View > 
Weather Maps is selected. 

• Closest to Screen Center - Loads only the map closest to the center of the screen. 

• Around Current Position - Loads the weather map around the current position. 

• All Maps in View - Loads weather maps for each radar station that is in view on the screen. 



You will need to enter a valid license from TeleType in 
order to use the Weather maps feature. 



To see the current weather maps in your web browser you can go to http://www.crh.noaa.gov/radar/ 
and select the radar station closest to your current location. For more information on what the colors 
represent on the radar maps, you can go to http://weather.noaa.goV/radar/radinfo/radinfo.html#color . 



4.2.1.13 Internet 



Weather 



i Internet 



Voice | Pluglns | j ^ 



| | Autodial using the connection below 
Connections; 



File Tools Route Track T j Q. Q. 



The Internet Preferences tab (PDA) 



The TeleType software uses the Internet to retrieve the most up-to-date weather and traffic maps. The 
Internet preferences tab allows you to have the PDA automatically dial the specified connection 
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whenever necessary. 

To have the software automatically connect to the internet, select the dial-up connection you wish to 
use and check the Auto Dial Using the Connection Below box. 



See Also: 

Weather Preferences 
Loading/Unloading Traffic Maps 

4.2.1.14 Voice 
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Weather f Internet Voice plugjns 



4 ► 



Voice Reminder — 
O Natural 

@ Synthesized 



Male 



Voice Recognition 
0 Enable 



Training 



Help 



Voice file 
Timeout (sees) 
Push to talk: 



\Storage Card\gps\gpsvc 



30 = 



Disabled <# 



The Voice Preferences tab (PDA) 



The TeleType software has support for voice recognition as well as speech synthesis. This tab allows 
you to choose options related to the audible turn reminder and the voice recognition capabilities of the 
software. The voice recognition will allow you to have the software execute a number of common 
commands without having to take your hands off your steering wheel as you drive. 



Voice Reminder - (Your PDA speaks to you) 

As you follow a route, the software can warn you of upcoming turns with an audible alert. This alert can 
either be a natural, or a synthesized voice. The synthesized voice will speak the upcoming street or exit 
you need to turn on to as well as the direction of the turn, while the natural voice reminder will only 
speak the direction you need to turn. 

The synthesized voice has five different "voices" to choose from. The choices are Male, Female, Child, 
Aged Male, and Aged Female. Choose the voice most comfortable for you. 

Please note that the natural voice will indicate only the direction of the turn rather than speaking the 
name of the street. 
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Voice Reminder - 



O Natural® 5ynth esue: 



In itia I An nouncemerrt: - 



Voice Recognition 
□ Enable 



Female 
Child 

Aged male 
Aged female 



Help 



Voice file: 
Timeout (sees) 
Push to talk: 



\5torage Card\Teletype G 



3: 



Disabled -r 



File Tools Route Track [ J Q. Q_ 



Choose the voice suitable for you. (PDA) 



Voice Recognition - (You speak to your PDA) 

The software now has built-in capabilities for voice recognition. This will allow you to speak and have 
the software execute a variety of commands without needing to touch the PDA. 



Enable - This box must be checked for the PDA to receive voice commands. 



Training - In order for your PDA to accurately recognize your voice, we recommend, "training" the 
voice command system. Training means recording a sample of the way you pronounce the 
particular command. To learn how to train the voice system, see the help file for 
Voice Recognition . 



Help - Displays available voice commands. 



Voice File - Sets the destination file for voice training. When you record samples of your voice 
commands they are loaded into the file \...\GPS\gpsvcom.init. If you would like to switch between 
multiple voice command users, you may train and use different files. For example, in a family, you 
could have one file for the husband, one file for the wife, and one for a child. 



Timeout - To conserve program resources, your PC will only listen to you for a set period of time. 
The time out setting sets how long the software will listen for a command after the "push to" button 
is pressed. 

Push To - Assigns a button of your PDA to activate the voice recognition. Push this button when 
you would like to speak to your PDA. By default, the assignment is Button 2. 
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Voce Reminder - 



O Natural® 5ynth 



Male 



In itia I An nounceroent - 



Voice Recognition 
□ Enable 



Voice file: 
Timeout (sees) 
Push to talk: 



Disables 



Button 1 
\5to Button 2 
Button 3 
Button 4 
Button 5 



Help 





ypeG 





Disabled 



File Tools Route Track [ J Q. Q_ 



Customize which PDA button will toggle 
on/off Voice Recognition. (PDA) 



Voice Commands - Here is a list of the voice commands the PDA will recognize. 



For Managing Maps: 

• Load map 

• Unload map 

• Load weather map in view 

For Routing: 

• Find address 

• Re-route using current position 

For Viewing Maps: 

• Zoom into the view 

• Zoom out of the view 

• Zoom to destination 

• Move the view left 

• Move the view right 

• Move the view up 

• Move the view down 

• Center my position 

• Don't center my position 

• Set head up mode 

• Set north up mode 

• Use detailed street navigation panel (Full Screen) 

• Use street navigation panel (Normal Screen) 

For Aviation: 

• Toggle VORs 

• Find emergency landing airport 
Other Commands: 
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• Reset GPS port 

• Suspend voice recognition (Good Bye) 



See Also: 

Voice Recognition 
Language Preferences 



4.2.1.15 Plugins 
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Weather f Internet | Voice [ Plugins 



< ► 



Plugin Configuration 
Special use code 



Plugins Preferences (PDA) 



For special use only. Enter the code given to you when your software was purchased. If you do not 
have a code, you do not have to worry about this function. 



See Also: 

Software Add-Ons 



4.2.1.16 Datum 



Preferences 



Relief | Track | Weather j Internet | Voice | Plugins Datum ] Warning J 



< ► 



Defined Datum 

F Enable! 

dx [o~~ " m 
dy Jo - " m 
m 



dz o 



Datum tab (PC) 

Defined Datum - Choose desired datum. TeleType GPS maps use WGS84, which is the default 
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setting. If you need to adjust thedisplay position of custom maps enter the appropriate datum 
values here. This feature will also adjust your current position by the selected amount in the 
specified direction. This feature can be used in areas where WGS84 is not the normal datum. 
Values for dz, dy, and dz are all in meters. 

• dx - Positive value will adjust your position to the east, negative will adjust to the west. 

• dy - Positive value will adjust your position to the north, negative will adjust to the south. 

• dz - Increases or decreases your altitude by the specified amount. 



If you are not familiar with Datum, please do not make 
\JpF any adjustments to this indicator, as the wrong datum will 
not allow you to lock in or display maps properly! 



Use Defined Datum - This will enable the datum modifications you have entered. 
4.2.1.17 Warning 

In the Warning tab, it allows you to set warnings for speed and GPS conncection. 



Preferences 



Relief | Track ] Weather) Internet | Voice | Plugins | Datum Warning 



Speed Warning 

r~ Change cursor to exclamation sign (!) 
and beep if I drive above |45 nnph 



-GPS Connection- 



Warn when GPS is disconnected 



< ► 



Warning tab (PC) 

• For Speed Warning, you can set when to have when there is going to be a beep according to what 
the mph is. In order, to do this just check the box and type in the numbers in the box next to the mph. 



• For GPS Connection, you can set the program to warn you when you have lost connection with the 
GPS. In order, to do this just check the box under GPS Connection. 



4.2.1.18 Trace 

In the Trace tab under Preference, 
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Track | Weather I Internet Voice j Plugins | Datum | Warning [Trace 



W Periodically flush trace to a file in 
GPS folder when position is fixed. 



Trace tab in Preference (PC) 



• You have the option to have the trace periodically flush into the GPS folder or not when position is 
fixed. You can have the trace flush by checking the check box and you can not have the trace flush 
by unchecking the check box. 

• The benefit of having the trace flush on is to be able to have the ability to check or trace where you 
were awhile ago. You may trace your position as far back as when you started your trip. 

• The filename of the trace is month, date, and year in this format mm-dd-yyyy_hhmm.ttm. You can 
find this filename in your GPS folder. 



4.2.2 Clear Trace 

Removes the current trace of where you have traveled since the last time the program was started. It 
does not remove trace maps saved from .ttm files. To remove saved trace maps, you will need to 
unload them using the Manage Maps window. 



This toggle feature allows the user to get a three-dimensional look at the maps that are currently being 
viewed. This feature also allows the user to see a more realistic view of where they are located in 
relation to their surroundings and gives a very realistic feel for navigating streets during travel. 



See Also: 



Save Trace 



4.2.3 



2D/3D 



G3D mode is currently only compatible with street 
navigation and some specialty maps. Any other 
navigation modes such as marine and aviation will not 
work in 3D mode. 
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O 



When in 3D mode, you will only be able to see street 
names when you are zoomed in at reasonable level in 
certain areas. This is done for faster speed and to reduce 
clutter. 

If you want to be able to see street names all the time, do 
not use 3D mode (Bird View). 
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File Toots Route Track { ^ Q Q_ 



Birdview of Boston (PDA) 



4.2.4 Find 
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® Address Q Yellow Pages 
Street 



Nunn 
City 
Zip 



320 



brookline 



Find 



boston 



State 



rna 



Go To 



United States t 



AddrBook 



History 



320 Brookline Ave, boston, MA 02215, United St 



500 Brookline Ave\Brookline W Plj boston, MA 0 
62 E Brookline St, boston, MA 02118, United Sta 
100 W Brookline St, boston, MA 021 18, United s| 
99 W Brookline St, boston, MA 02118, United St 
59 E Brookline St, boston, MA 02118, United Staj 
191 Brookline St, boston, MA 02467, United Stal 
199 Brookside Ave, boston, MA 02130, United S 



File Tools Route Track ["} Q Q. 



Address search window (PDA) 
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Find Address 

Use this feature to find a street address. Using the guidelines in the Tips , enter your information to 
select the correct address from the list, and tap or click on Go To. This will create a waypoint at that 
address, and center the map on that address. Select History to go to an address you have searched 
for before. 



0> 



<s> 



If you are unable to locate the address, try using wildcard symbols, 
as explained in the Wildcards help file. Or try simplifying the street 
name or dropping the city name. 

Example: "256 2nd Ave NE" simplifies to "256 2nd." 
Leave Num and Street blank to find the city only. 



TeleType GPS offers integration with Microsoft Outlook. Clicking 
on the AddrBook button will open up a window with a list of names 
in your MS Outlook Address Book. Once you choose a name from 
the list you can choose either a home or work address. Once you 
tap or click on OK, the software will search for that address, and 
provide a list of matching ones in the Find window. Select Go To to 
center the map on that location. 



Due to Microsoft restrictions, the AddrBook Outlook option will 
work with Outlook Express. 
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O Address ® Yellow Pages 
■ | Search 



20 miles 



around center of 



All Categories 



All Types 



Name 
Phone 



burger 



City 



boston 



State ma 



United States ▼ 



Find 



Go To 



History 



Burger King, 128 Trernont St, Boston, MA 021 
Burger King, 91 Summer St, Boston, MA 021 1( 
Burger King, 645 Commonwealth Ave, Boston 
Burger King, 1350 Boylston St, Boston, MA 02 
Flamers Charbroiled Hamburgers, 800 Boylsto _ 
Burger King, 289 Huntington Ave, Boston, MA 



File Tools Route Track 



4P- 



You can search for many different categories of YPs in the Find Point of Interest window. (PDA) 



Yellow Pages 

Use this feature to find other locations, such as Yellow Pages . Select the type of location you are 
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interested in, then enter the name, city, state, phone number and country where the point is located. 
Selecting Find will bring up all matching points. Select the one you want, then tap or click on Go To to 
center the map on that location. 



Regardless of whether or not any maps are loaded in the program, 
the software automatically searches all street maps found on your 
system (make sure you have installed your maps in the proper 
directories). The program will load and display the maps for the 
area once you press the Go To button. 



See Also: 

Wildcards 
Finding an Address 
Yellow Pages 
Creating a Waypoint 
Creating a Route 

4.2.5 Waypoints 



BESSB 
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□ Default File | Route 

I | Label Link Address 

avoKf.ivay 
genera I. way 
S-Q route.way 
: ■(§) End: 6S3 I 
Bear right 
Turn left c 
Turn right 
Turn leftc 
Turn left c 



Narne: 



Start 



Latitude: Longitude: 



42.3463 -71.0B33 



Web Link: 



Go 



Notes 



Picture 



0.000 Miles from 
the start., 1.064 
Miles to go. 



Read Notes 



File Tools Route Track i J ,0, 



Waypoints Window (PDA) 



Waypoint Toolbar - The buttons are discussed from left to right within the software. Each icon 
represents a different waypoint function. 



& 31 X (.ft 1 & K J '■•> 
Waypoint Toolbar (PDA) 
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New Waypoint File - All waypoints are stored in a waypoint file ( . way). Selecting this button 
will prompt you for the name of the new waypoint file. In order to create individual waypoints 
you must first create a waypoint file in which to store the points. You may create several files. 
For example, you could have a file of waypoints called "New York Trip" and enter all points 
you intended to use for a trip to New York. Perhaps you would want to keep another file of 
waypoints called "Europe" for those points you intended to use while in Europe. 

j Open Waypoint File - Open a previously created waypoint file (* .way). 

Q| Clipboard - Copy waypoint to/from clipboard, or create a new waypoint. If no coordinates are 
stored in the clipboard then a blank waypoint will be created. 

Waypoints can be copied from one file to another. Select a waypoint, now select destination 
waypoint file, then press Clipboard icon. Use Delete to remove an unwanted waypoint from 
a specific file. 

X Delete - Delete highlighted item. Select either waypoint file or waypoint point to be removed. 

Deleting a waypoint file removes the file from the waypoint menu display within the TeleType 
GPS program. The waypoint file still exists in the GPS folder so you can open the file again 
by selecting Open Waypoint File from the Waypoint toolbar. You may wish to delete files 
from view to minimize the number of waypoint files shown. This may be helpful when 
planning several different trips. The feature is also helpful for vehicle tracking applications. 

(g) Go to Waypoint - Allows you to immediately display the waypoint on the map. 

Show / Hide Waypoint - Displays waypoint and name on map. Hide function hides waypoint 
name so it is not visible on the map but it does remain in your waypoint file. In most cases 
you will want to have Show on. 

Jj\ v* Show Waypoints as Points / Show Waypoints as Route - When the dots for this icon are 
connected, the waypoints will be connected by a yellow or tan line showing the order of the 
route. The button can be used to toggle the points from being connected or simply appear as 
unconnected dots. When dots are connected and used in conjunction with Label Link (i.e., 
checkmark appears next to Label Link) you will see the distance and direction between 
points. 

( J Move Waypoint Order Up / Down - Moves highlighted waypoint towards top / bottom of the 
list of points in a file. 

(♦) New Waypoint Icon - Allows you to attach a different icon to a waypoint you have created. 
While you are in the Waypoints window, select the waypoint to be modified, then select the 
New Waypoint Icon tool. Choose a new icon (scroll if necessary for more choices) to be 
used for a specific waypoint. For example, you may want to show the house icon for friends 
and family, and the building icon for companies. 



□ Default File | Route 

□ Label Link 



Address 



Default File, Label Link, Route, 
and Address options (PDA) 

Default File - Designate which of the waypoint files you wish to have as your default. When you add 
a waypoint by right-clicking (tapping and holding on PDA) on the map and choosing Add Waypoint, 
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the waypoint will be added to this default file. The default waypoint file is general . way and is 
stored in the GPS folder. 



• Label Link - When you have Show Waypoints as Route and this box is checked, the distance and 
bearing between each waypoint will be shown. Also, the order of the waypoints will be indicated with 
an arrow. 



TeleType GPS Pro +,t <4£ 11:10 © 




? mile 
? mile 
? mile 



Start point 
Next point 
Destination 



File Tools Route Track [1 Q Q 



Two waypoints with a labeled link connecting them. (PDA) 



• Route - Creates a route between several waypoints. Highlight the folder in the waypoint directory 
below containing the waypoints you want to route, and press Route. 

• Load Address - Look up addresses for a waypoint. Highlight a waypoint file, such as 

general . way, then select Load Address. You can find the address of only a particular waypoint by 
highlighting that waypoint and selecting Load Address. 



—1 To record a new waypoint or change an existing point, click/tap the waypoint marker on 
the map screen. The Waypoints window will appear allowing you to modify waypoint 
characteristics. Alternatively, go to Find > Waypoint and select the waypoint from 
within the Waypoints window directly. Select the Go to Waypoint icon (the black and 
white bullseye) from the Waypoint tools menu to automatically locate your point on the 
map. You may also want to use the Clipboard feature to add or duplicate, then modify 
a point. 
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Waypoint Directory (PDA) 



• Waypoint Directory - Shows the list of waypoints, avoid points, and routes arranged in expandable 
folders. 



Name: Start 



Latitude: Longitude: 



71.0883 



Name, Latitude, and 
Longitude fields (PDA) 



• Waypoint Name - Any name can be entered here. Select a place from the map (or an existing 
point), and the name will already be displayed. 

• Latitude - Displays the latitude of the waypoint. Default display is in degree-decimal format. To 
change that, go to the City/Road/YP/WPT tab in the Preferences window (View > Preferences > 
City/Road/YP/WPT), and select desired format. TeleType now supports degree-decimal, decimal- 
degree, and degree-minute-second formats for waypoints. If the point is in the Northern hemisphere, 
you can omit the plus (+) sign. You must use the minus (-) sign if the point is in the Southern 
hemisphere. 

• Longitude - Displays the longitude of the waypoint. Default display is in degree decimal format. To 
change the format, go to the City/Road/YP/WPT tab in the Preferences window (View > 
Preferences > City/Road/YP/WPT), and select desired format. TeleType now supports degree- 
decimal, decimal-degree, and degree-minute-second formats for waypoints. If the point is in the 
Eastern hemisphere, you can omit the plus (+) sign. You must use the minus (-) sign if the point is in 
the Western hemisphere. 

Web Link: j Go \ 





Notes 


Picture 


0.000 Wiles from 
the start, 1.064 
Miles to go. 





I Read Notes 



Web Link, Notes, Picture, 
and Read Notes (PDA) 



• Web Link - Associate a web page with a waypoint. This is useful to be able to check traffic 
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conditions in the morning through web-enabled digital cameras (otherwise known as "webcams") or 
other sites that provide traffic updates. An example webcam can be found at 
http://files.raycommedia.com/wflx/webcam.htm . Clicking on the Go button will open your default 
browser to the associated web page. 

Your PDA must be connected to the internet for this feature to work. 




• Notes - Use this section for any combination of text and numbers to help you remember what the 
waypoint is about. 

• Picture - This button will allow you to associate a picture with a waypoint. To be properly associated 
with the waypoint, the picture must be a .Jbmpfile, have the same name as the waypoint, and be 
located \Program FilesVTeleType GPS. When using the PDA, the My Documents folder containing 
the picture can be on internal memory or on a storage card. 

Example - If the location were Boston, the .bmp picture would be \Program FilesVTeleType 
GPS\Boston.bmp on the PDA 

• Read Notes - The software can now read the notes for a waypoint as you drive by. Any text entered 
into the Notes field for a waypoint will be read by the synthesized voice when you approach a 
waypoint. With this feature you can have the software speak any reminders related to a particular 
location when you are nearby. 



See Also: 

Creating a Waypoint 
Notes About Waypoint Files 
Managing Avoid Points 
Creating a Route 
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O Street Level 
O Level 2 
O Level 3 
O Level 4 
O Level 5 
O Level 6 
O Country Level 
O To Destination 



Ok 



Cancel 



File Tools Route Track ["} Q. Q_ 



Use different levels of zoom to view a map. (PDA) 



Zoom In - Allows a greater level of detail for a smaller geographic area to be seen. Another 
way to zoom in is to use the mouse/stylus to draw a box by clicking/tapping and dragging 
across the screen in any direction. When the box appears, tap the inside to zoom into that 
area. Using a small box provides the smallest geographic area with the greatest map detail. 



Q. Zoom Out - Allows a greater geographic area with less detail to be seen. If you zoom out far 
enough you will see dots appearing in place of town names. Zoom in to see the town names. 



To Destination - Changes the zoom level so that your entire route is in view. This will only work when 
you have a route loaded. 

#5 Hand Tool - This allows you to pan the map in any direction by clicking on the map and 

dragging the pointer. To activate this capability, tap or click on the hand tool. To switch back to 
the normal box zoom operation, tap or click on the button again. 

Zoom Levels 

Zoom to preset levels quickly without the need to wait for intermediate zoom levels. The different zoom 
levels are as follows: 
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Menu Option Zoom Level 

Street Level 250 ft. or 50 m 

Level 2 500 ft. or 1 00 m 

Level 3 1 000 ft. or 250 m 

Level 4 5000 ft. or 1000 m 

Level 5 10000 ft. or 2.5 km 

Level 6 10 mi. or 25 km 

Country Level 250 mi. or 500 km 



See Also: 
Menu Icons 
4.2.7 GPS Status 



GPS Status 



Y x 4$ 4:43 $ 



Position status 



Latitude: 




N 000°00'00" 


Longitude: 




E 000°00'00" 


Course: 




000.00° (True) 


Speed: 




0000.0 km/h 


Altitude: 




00000.0 m 


Date 


T 


00/00/0000 


Date 


JL 




Fix Qlty 
HDOP 
VDOP 
UTC 


T 





File Tools Route Track ["} Q. Q. 



GPS Position tab (PDA) 



Position 

Displays coordinates, course (heading), speed, UTC (Universal/Greenwich Mean Time), date and 
altitude. To change the units used here, go to the Units tab in the Preferences window. 

Below Altitude is a drop down box providing access to a variety of types of information. Those choices 
are as follows: 

• Date - Displays the current date 

• Fix Quality - Displays the quality of the current position fix. A 3D fix is more accurate than a 
2D position fix 

• HDOP - Horizontal accuracy of the current position fix 
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VDOP - Vertical accuracy of the current position fix 

UTC - Universal Time, otherwise known as Greenwich Mean Time 

DGPSID - DGPS Station ID. The DGPS station provides position correction information 
allowing GPS receivers to find your position with greater accuracy 

GEOIDH - Height of geoid over WGS84 ellipsoid 

MagVar - The magnetic variance at your current position 



GPS Status Y x 4£ 4:48 $ 



Position | Status 



Pause | Start Log 


Close Port 


Time 
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Find GP5 Port 
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Position fixed. 



-Satellites - 



1 4 5 7 10 13 24 30 NA NA NA NA 



File Tools Route Track ["} Q. Q_ 



Satellite Strength & Serial Data Flow (PDA) 



Status 

Shows data from the GPS receiver and the number of satellites in view. For each satellite, this window 
displays its identification number and signal strength. Note that it is possible to have satellites in view 
but still not have the position locked into the receiver. 

You need to set your PDA clock to local time and date 
accurate to within one hour. If the time is wrong, the 
GPS receiver will have difficulty getting a position fix. 
The time is used to help pinpoint your position. 

The GPS data is displayed in the area above the satellites information. If the GPS data area is blank, 
then the software is not communicating with the GPS receiver. Verify that your cabling is correct and 
that your communications parameters are set correctly for your GPS receiver. If using Bluetooth, see 
our Bluetooth GPS documentation for further assistance. 

• Pause - Select Pause to momentarily stop recording the strings to a file. Also pauses the 
onscreen view of the strings. Useful if you wish to inspect the data. 

• Start Log - begin recording GPS data to a text file of your choice. The Start Log button will 
toggle to Stop Log. 
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• Open/Close Port - Toggles the serial port to be available for communication with the GPS 
receiver. The port is automatically opened when the GPS program is activated. The serial port 
can be manually closed to disable communication with the GPS receiver. This feature has 
been designed for future use in external communications applications such as two way 
messaging. 

• Select Port - Allows you to specify the communications port being used for the GPS receiver. 
Select the "GPS" port. If that does not appear, use the Find GPS Port feature. 

• Select Baud Rate - select the appropriate rate for your GPS receiver. Most receivers 
communicate at 4800 baud. Others, such as the Delorme Earthmate, communicate at 9600 
baud or above. 

• Find GPS Port - Use this feature to automatically locate and select the GPS port. 

• Time - The software requires that your PDA have the time set to within one our of local time 
to your location to be able to obtain a position fix. Press the button to automatically open up 
the clock setting for your PDA to allow you to set the correct time. 

You can use a shortcut to access the GPS Status screen by tapping and 
holding anywhere on the map. A pop-up menu will appear, and GPS 
Status (among other options) will be easy to select from this list. 

See Also: 

Locking Your Position 
Center My Position 
Position Menu 

Frequently Asked Questions 

4.2.8 Refresh 

A screen redraw function that reloads the map if several menus appear on the screen at one time and 
do not disappear. Also useful if pieces of map do not appear due to lags in program operation. 

4.2.9 Navigation 

The TeleType GPS software contains three different convenient navigation panels optimized for Street, 
Marine, or Aviation travel. 

Choosing Your Mode 
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The Navigation menu (PDA) 

You will want to choose the navigation mode that fits your usage of the software and the Tools > 
Navigation menu will give you the opportunity to choose this. This menu will also allow you to choose 
between having a navigation panel visible or not. This option can also be toggled by the check box in 
this menu. 

Street Navigation 

Used when navigating a generated route. The first line initially reports the distance to the start of the 
route, and once that position is reached, reports the distance to the next turn and details on that turn. 
The second line reports the distance to the next turn and details on that turn. The third line in the panel 
reports the distance left to travel to the destination. The number in the bottom right corner of the panel 
represents the total number of satellites in view of the GPS receiver. 



0.5 mi g]Bear right on Route 28. * 

3.4 mi gj Turn left on Woodlawn St 

3.5 mi Destination 0 



Street Navigation Panel (PDA) 



The software also has an expandable "next turn" panel to allow for easier 
reading of the next turn. To expand or contract the panel, select the triangle in 
the upper right hand corner of the screen. This panel also provides an estimated 
time to next turn and to the final destination, and the name of the current road. 
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Distance to 
next turn 



Time til 
next turn 




Next turn 

Dist. to turn 
after next 



0.5 km 
< 1 min 



1.9 km 



4 mine 



Corner window you 
can customize from 
Preference | Display 



Toggle the 
black panel 
view 



Dist. to 
- destination 

■ETA 




Brampton Road 



,7 km j§Turn right on CromwellRe*- _j um a ft er 

gn: Fulham Road, KENSINGTON AND next turn 



File View Tools Route Track jD 



Current road 



Direction of 
upcoming road 



# satellites 
in view 



Select the triangle at the upper-right corner to expand the Navigation Panel. (PDA) 



Aviation Navigation 

For use by pilots when flying. Each of the different parameters are described at the bottom of this 
section. The number in the bottom right corner of the panel represents the total number of satellites in 
view of the GPS receiver (for example, the number "5" in the picture below). Each of these parameters 
is described below in the Parameter List . Please check the detailed Aviation Guide for more 
information. 

ALT/ft 1 1998 ATE lm SPD/mpI 130.9 

DTG/rmi 13.7/13.7 ttg 6m/6m 
trk:brg 305:305 XTK/ft R42 5 
Aviation Navigation Panel (PDA) 



Marine Navigation 

Provides the most comprehensive set of navigation information for water travel. Each of the 
parameters shown in this panel are described below in the Parameter List . 
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0D0 


1.83 mi 


TMR 


00:00:53 BRG 219 


DTG 


167 ft 


WPT 


6 GP5 N_DIFF 


XTK 






NSAT 4 


ALT 


Oft 




5PD 40.6 mph 


LAT 


42.348848 




LON -71.077472 



Marine Navigation Panel (PDA) 



Parameter List 

Measurements are displayed in the units as determined in the Unit section of GPS Preferences menu. 
(Items in parentheses are the abbreviations found within the Aviation panel.) 



Abbreviation 

LAT 
LON 

ALT (AL) 
ATE 
TTG 
TK 

SPD (SP) 

ODO 

TMR 

DTG (DG) 
WPT 

BRG 
XTK 

GPS 



NSAT 



Meaning 

Latitude 

Longitude 

Altitude 

Actual Time En route 

Time to go before destination. 

Current track 

Speed 

Trip odometer, reset at each start of the Teletype GPS program. 
Total trip time 

Distance to go to the indicated waypoint. 

Waypoint identifier Cross-track. The perpendicular distance between the path of 
your current position and the destination waypoint. 

Shows bearing of plane or boat relative to the North Pole. 

Cross-track. The perpendicular distance between the path of your current position 
and the destination waypoint. 

GPS receiver type. Some examples: 

• N_DIFF 3D indicates non-differential receiver, altitude reading is reliable 
(within the manufacturer's specifications). 

• N_DIFF 2D indicates non-differential receiver, altitude either not available or 
unreliable. 

Number of satellites in view 



See Also: 

Unit Preferences 
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4.2.10 Mark Position 

• Mark Position - To automatically record the current position in the default waypoint file, select Mark 
Cur Position. The exact latitude and longitude coordinates are taken from the GPS receiver and 
stored as a TeleType GPS waypoint. You can assign a comment or note by using the Waypoint 
window. 



See Also: 



GPS Status 
Locking Your Position 
Center My Position 
Frequently Asked Questions 

4.2.11 AutoMark Pos 



• AutoMark Position - Create a " bread crumb trail " of your trip using this function. Specify the 
interval of time between each "crumb" which is actually a TeleType GPS waypoint. 



Automark position opt... 



j | Automatically mark pos every 
6Q | ^ seconds 



Icon . . . 




OK j 


Cancel 



You can auto-mark your position as you travel. (PDA) 



See Also: 

GPS Status 
Locking Your Position 
Center My Position 
Frequently Asked Questions 

4.2.12 Center Off 

When the GPS receiver is locked into your position, this will center the screen on your current location. 
As you travel, the screen will continually move the maps so your position is near the center of the 
screen. This is useful when you are driving and want the convenience of being able to look at the 
center of the screen to see your position. 

As a default setting, this feature is turned on. You may want 
to turn it off so that the you can freely view sections of the 
map outside of the area in which your position is locked in. 

To turn Center My Position off, go to Tools -> Next. And you will see an icon for turn Center My 
Position on and off. Just tap on the icon once to turn it on or off. 

See Also: 

GPS Status 
Locking Your Position 
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4.3 



Position Menu 

Frequently Asked Questions 

Route Menu 



Route - 




Hew 




Clear 




Re-route 





View 



Lead Save as 



Settings 



File Tools Route Track H Q. A 



Route Menu (PDA) 



The door-to-door routing feature is useful when you want to find the driving direction between two 
addresses, waypoints, or a combination of a waypoint or address and your current position. This menu 
allows you to access many of the routing options in the software. Select one of the options below to 
find out more information. 



New 

Load 

Save As 

Clear 

View 

Setting 

Re-Route 

4.3.1 New 

Displays the window to allow you to generate a route from one location to another. See 
Creating a Route for more information. 

4.3.2 Load 

This option will allow you to load a previously saved route. 

For PDAs only: 

By default, you will be taken to the My Documents folder of your PDA's main memory. If you have 
saved your route elsewhere, whether on the main memory or a storage card, you can easily navigate 
through your folders by using the yellow folder icon at the bottom of the screen. 
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10:26 


Load Route Maps 


OK | X 



Name: 

Type: 



\My Document^ 



TeleType Route Files(*.dat) t 



3 Business 
izi Personal 
Q Places 
3) Templates 




Navigate through your folders using the yellow folder icon 
at the bottom left-hand corner of your PDA screen. (PDA) 



See Also: 

Save a Route 
Creating a Waypoint 
Creating a Route 

4.3.3 Save As 

Saves a copy of the current route to the PDA or PC for later use. Saved routes can be loaded by 
selecting the Load option from the Route menu. 

For PDAs only: 

By default, you will be taken to the My Documents folder of your PDA's main memory. If you would like 
to save your route elsewhere, whether on the main memory or a storage card, you can easily navigate 
through your folders by using the yellow folder icon at the bottom of the screen. 
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Load Route Maps 


OK | X 



Name: 

Type: 



\Mf Document^ 



TeleTvpe Route Files(*.dat) t 



3 Business 
izi Personal 
Q Places 
3 Templates 




Navigate through your folders using the yellow folder icon 
at the bottom left-hand corner of your PDA screen. (PDA) 



See Also: 

Creating a Route 



© 2005 TeleType GPS 



157 


TeleType GPS Manual 







4.3.4 View 



TeleType GPS Pro Y x 4$ 10:20 $ 



route 



Select Route: 
Total Distance: 2,52 Miles 
Total Estimated Time: 0 hourSj 3 minutes 



# 


Directions 


M... 


Mins 






Start 


0,0 


< 1 






Turn left on Pearl 5t. 


0.1 






^3 


Turn right on Medford. . . 


0,5 






Mi 


Continue on Medford St. 


0,0 






is 


Turn left on Chelsea St. 


0,0 






He 


Chelsea St 


0,0 




: 




Turn right on Chelsea . . . 


0,7 








Turn left on New Ruth . . . 


0,5 


< 1 






Turn right on New Ch... 


0,0 


< 1 




§10 


Turn left on Merrinnac . . . 


0,3 


< 1 




< II 


Ill 




II > 





File Tools Route Track 



Driving directions with distances and times from the View screen (PDA) 



View - Displays a listing of the route. This window will now show you both distance and estimated time 
between turns. You can also print out a route, so you can have a paper copy of your route as well as 
an electronic copy on your PDA or laptop. 



Print - Select this button to print out a list of directions for the route. 



See Also: 

Creating a Route 
Unit Preferences 



4.3.5 Clear 

This will clear all currently loaded routes from the software. 

See Also: 

Waypoints Window 
Creating a Route 

4.3.6 Setting 

This feature allows you to change the settings for the type of route the software will generate. 
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Route Setting 



Routing rnode- 



(§) Quickest Path 
O Shortest Path 
Q Freeway Only 
Q Prefer Freeway 
Q Avoid Freeway 

[^1 Via Ferry 



Routing Area Size 

Small Large 
=0 



i i i i i i i i i I 



Route settings (PDA) 



4.3.7 



• Quickest Path - Routes generated by the software will be the quickest path to get from the origin to 
the destination. 

• Shortest Path - Shortest route possible between the origin and destination, regardless of how many 
local streets or turns are required. 

• Freeway Only - Looks for the path that uses only major highways; useful when travelling planning to 
travel along major highways only. 

• Prefer Freeway - Looks for the quickest path that uses major highways; useful when you wish to 
travel primarily by major highway, and want to avoid smaller highways and streets. 

• Avoid Highway - Looks for the quickest path that avoids all major highways; useful when you wish 
to find shortcuts around certain areas. 

• Hiking Mode - Incorporates bike paths into route. Creates routes independent of street direction 
data (eg. unidirectional, bidirectional). 

• Via Ferry - Takes advantage of ferries when generating a route. 

Routing Area Size - Allows control over how the software calculates a route. You can set this value as 
high as you like. 

See Also: 

Creating a Route 
Re-Route 

Creates a new route to your destination based upon your current position. This feature will work only if 
your position is locked, and you have a route loaded. 



See Also: 

Locking Your Position 
Managing Avoid Points 
Creating a Route 
Direction Preferences 
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4.4 Track Menu 





(■State 




Setup... 


Keep Tracking 




Stop Tracking 


Keep Sending 


Stop 5endirvg 











File Tools Route Track 









The Track Menu (PDA) 



TeleType GPS offers a variety of affordable, easy to use, vehicle tracking solutions allowing you to see 
in real-time exactly where your cars, trucks, trailers, airplanes, and even boats are located - worldwide. 
Peace of mind, security, and improved efficiency are now within easy reach of even the smallest 
businesses. When you purchase one of these solutions, specific documentation accompanies the 
product. 

For more information about TeleType GPS vehicle tracking solutions see 
http://www.teletype.com/pages/tracking.html . 



See Also: 

Track Preferences 

4.5 Menu Icons 

These menu icons help you navigate and view your maps. 
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Icons Usage 



Olp Allows you to zoom in / out of the map. Also used to increase/decrease 
speed while in Simulator mode. 



^ r-] Select this icon to switch between the two interactive map modes. The 
' '—' hand icon will allow you to click and "drag" the map to move in any 

direction. The box will allow you to enter "zoom" mode. You can click and 
drag a box on the map that will allow you to zoom in / out of the area you 
have drawn, as well as load / unload maps. See the table in 
Loading Maps for more information. 



□ 1250 ft Scale bar. The number next to this bar represents resolution you are 
viewing the map. 



See Also: 

Zoom 

Tools Menu 
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5 CE Addendum 



The CE version of our software is based on the Pocket PC platform. The slight differences between 
the two mean that there are some things to keep in mind when using the CE version: 

• The menus that are accessed by tapping and holding in the Pocket PC are accessed on the CE 
platform by tapping, holding, and then releasing (i.e. the Shortcut menu). 

• The waypoint options menu is not accessible by selecting the waypoint itself, and tapping, holding, 

and releasing. Currently, this menu is accessible by tapping on the ^ icon. The visibility can be 
adjusted directly through the menu that will pop up. 
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Other Options 
1 Remove Teletype GPS shortcut on PDA Today Screen 



This only works on PDAs. 



To remove the Teletype GPS shortcut/icon from the Today screen, please follow the steps below. 
Steps: 

1 . Tap your stylus on Start (at the top of the screen usually) on the Today screen. A column should 
come drop down. 



0 Wednesday, January 19, 2005 

F^l T ap here to set owner ffrformation 

_j No unread hksskjss 

0 N.c tasks 



[|3 No upcoraingappoint33>sntE 



= 




New 



Today Screen 



2. At the column, tap on Settings. 
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! |Start 
Today 



^) ActtveSync 
^ Calendar 

Contacts 
^ Home 

Internet Explorer 
• | Messaging 









snts 





GPS 



p.! Solita ire 
§P File Explorer - 
^ TeleTvpe GPS 
[£>Rnd 
a Pocket MSN 



lij Programs 
_gj Settings 
Q Help 



■y 19, 2005 

information 



i 




Settings located towards the bottom of the Column 
3. From Settings, tap on Today icon. 



m 


Settings 













Buttons Input Menus 



Owner Password Sounds & 
Information Notifications 



Today 



Personal 




Connections 









Today Icon 



4. At the Today Settings window, tap on the Items tab (usually at the bottom of the screen). 
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Settings 



K>k1 



Today 



select a theme for your device: 




I | Use this picture as the background 



Browse 



Appearance 











Items tab at the bottom of the screen 



5. In the Items tab, you should see a list of items that appear on the Today screen. Un-check the 
check box next to Teletype. 



Settings 



Wok] 



Today 



Checked rtems a ppear on the Today screen . 





0 Owner Info 




0 Messaging. 




0 Tasks 




0 Calendar 




0 TeleType 




0 Today tmeout: 


4 hr ^ 



Move Up 



love Down 



Options.. 



Settings 



okl 



Today 



Checked items a ppear on the Today screen . 



□ Date 


Move Up 


0 Owner Info 
0 Messaging 
0 Tasks 

0 Calendar 

1 I TeleType 


Move Down 


Options... 




0 Today tmoeout: A hr * 



Appearance 


Items 






Appearance 


Ite~s 















TeleType Selected 



TeleType Unselected 



6. Tap Ok at the top of the screen to confirm this new setting and to exit the Items screen. 
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7. Now, when you go bake to your Today screen, the Teletype GPS shortcut/icon should be gone. 




Today Screen without TeleType GPS icon 



If you want to in the future have the Teletype GPS icon back on 
the Today screen, please follow the same instructions but this time 
checking the check box instead of un-checking it. 



.2 Keyboard Shortcuts 

Here is a list of keyboard shortcuts that are helpful when using the TeleType GPS software: 
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Key Press 

F5 / Ctrl + C 
Ctrl + D 
Ctrl + F5 
Ctrl + F6 
Ctrl + F7 
Ctrl + F8 

Ctrl + X / Alt + F4 

Ctrl + F 

Alt + N 

Alt + F 

Ctrl + S 

F1 

Ctrl + L / Ctrl + O 

Ctrl + T 

Ctrl + E 

Ctrl + M 

Ctrl + P 

Alt + P 

Ctrl + R 

F2 

F6 

Ctrl + Q 
Ctrl + W 
0 

1-6 

F3 / + / 1 
F4 / - / O 



Function 

Center My Position 

Create New Route 

Display Street Navigation Panel 

Display Air Navigation Panel 

Display Marine Navigation Panel 

Display No Navigation Panels 

Exit Program 

Find Address 

Find Nearest Airport 

Find Point of Interest 

GPS Status 

Help Contents 

Load map 

Load Traffic Maps in View 
Load Weather Maps in View 
Manage Maps 
Print 

Preferences Window 

Refresh 

Re-route 

Toggle Voice On/Off 

View Routing Result (Driving Directions) 

Waypoints Window 

Zoom Country Level 

Zoom Levels 

Zoom In 

Zoom Out 



Shortcut Menu 



Add Waypoint 
Add Avoidpoint 



Load/Unload. 



View Route 
Clear Route 



GP5 Status,., 
5un Rise/5et, 



Info, 



Right-clicking anywhere on the map will bring up the shortcut menu. (PC) 
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The TeleType software has a shortcut menu that can be accessed by right-clicking on the map in the 
PC version, and tapping on the map and holding for one second on the PDA version of the software. 
Once done, you will see a menu listing several options. Each option is described below. 

• Add Waypoint - Creates a waypoint at the location you clicked. See the Waypoints help file for 
more information on waypoints. 

• Add Avoid Point - The software can now avoid certain streets or areas when routing. This option 
will add an avoid point at the location you clicked. 

• Load/Unload - Brings up the Load/Unload Maps window, where you can choose to load or unload 
maps at the location where you clicked. Select Other Maps to view a listing of more maps you can 
toggle. 



Load/Unload Maps 



Maps at the click point 

Street i Highway 
Yellow Pages 
Other Maps... 



Load 



Unload 



Cancel 



El Relief 






□ Weather 

□ Traffic 

l~l Temporary Flight F 
< > 


1 


: ok : 


Cancel | 



Clicking Other Maps on the Load/Unload Maps window (left) will bring you a 
list of other maps you can load (right). (PC) 



• View Route - Brings up the View Route window where you can see the list of turns and distance 
between them, and get an estimated amount of time to travel the entire route. 

• Clear Route - Clears the currently loaded route from the software. 

• GPS Status - This will bring up the GPS Status window, where you can find out your current 
position, number of satellites in view, and the communication status of the receiver. 

• Sun Rise/Set - This will show sunrise and sunset times for the selected location. 
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Sunrise/Sunset 



Lat: 42.358462 , Lon: -71.058743 
- Local time 



(GMT -5:00) Eastern Time (US 



I? Adjust for daylight saving 

Sunrise: 2005/1/12,07:11:37 
i_ Sunset: 2005/1/12,16:31:52 



UTCTime 



(Sunrise: 2005/1/12,12:11:37 
.Sunset: 2005/1/12,21:31:52 
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Sunrise/Sunset 



Lat: 42.358462 , Lon: -71.056748 
- Local time 



(GMT -5:00) Eastern Time (US I. 

(GMT -4:00) Atlantic Time (Canad _ 
(GMT -3:00) Greenland 
(GMT -2:00) Mid-Atlantic 
(GMT -1:00) Cape Verde Is. 
(GMT) Greenwich Mean Time : Lc 
(GMT +1 :00) Paris, Berlin, Erussel _ 
(GMT +2:00) Helsinki, Vilnius, Caii 
(GMT +3:00) Moscow, Kuwait 
(GMT +4:00) Abu Dhabi, Muscat v 



.Sunset: 2UUb/1 /l 2, 21:31:52 



Sunrise / Sunset Window (PC) Click on Arrow and Choose Your Time Zone 



Info - This will provide you with the information about the location you right-clicked on. 



See Also: 

One Touch Info 

TOPO Symbols - Elevation 

The following are the meaning of the symbols found on Topographic maps for Elevation. 
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CONTROL DATA AND MONUMENTS 


Aerial photograph roll ami frame number* 






Homontat control 


Third order or better, permanent mark 


A 




With third order or better elevation 


45,1 




Chocked spot elevation 


AW.5 




Coincident with section corner 


— A - 

Cactus i 


A- 


Unmonumented* 


+ 




Vertical comet 


Third order or better, with tablet 






Third order or better, recoverable mark 


X 

1IOO 




Bench mark at found section corner 


18.0 




Spot elevation 


< 53 





CONTOURS 



Topographic 

Intermediate 
Index 



Supplementary 



Depression 


G3D 






Batttymwic 


Intermediate 






Index 






Primary 






Index Primary 






Supplementary 
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6.5 TOPO Symbols - Boundaries 

The following are the meaning of the symbols found on Topographic maps for Boundaries. 
BOUNDARIES 



National 




State or territorial 




County or equivalent 




Civil township or equivalent 




Incorporated city or equivalent 




Park, reservation, or monument 




Small park 


LAND SURVEY SYSTEMS 


U.S. Public Land Survey System 


Township or range line 



Location doubtful 



Section line 



Location doubtful 



Found section comer; found closing corner 

! wc"i r 

Witness corner: meander corner — 



Other land surveys 



Township or range line 



Section line 



Land gram or mining claim; monument 



Fence line 



6.6 TOPO Symbols - Land / Surface Features 

The following are the meaning of the symbols found on Topographic maps for Land / Surface 
Features. 



© 2005 TeleType GPS 



173 


TeleType GPS Manual 







SURFACE FEATURES 



Levee 








Sand or mud area, dunes, or shifting sand 








Intricate surface area 








Gravel beach or glacial moraine 








Tailings pond t 




i As 'j 




MINES AND CAVES 


Quarry or open pit mine 








Gravel, sand, clay, or borrow pit 


Si 






Mine tunnel or cave entrance 








Prospect; mine shaft 


X 


r. 





Mine dump { 



Tailings 






VEGETATION 


Woods 




Scrub 


Orchard 


Vineyard 




Mangrove i*^?S 

GLACIERS AND PERMANENT SNO WFI ELDS 

Contours and limits 
Form lines 





6.7 TOPO Symbols - Marine Shoreline / Coastal Features 

The following are the meaning of the symbols found on Topographic maps for Marine Shoreline / 
Coastal Features. 
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MARINE SHORELINE 



Topographic maps 



Approximate mean high water 



Indefinite or imsurveyed 



Topographic -bttthymetric maps 



Mean high water 



Apparent fedge of vegetation) 



COASTAL FEATURES 



B ATHYMETfl I C FEATURES 



Foreshore flat 






Rock or coral reef 


... 




Rock bare Dr awash 


# 




Group of rocks bare or awash 






Exposed wreck 


J* 




Depth curve; sounding 






Breakwater, pier, jetty, or wharf 






Seawall 







Area exposed at mean lowtlrje; 
sounding datum 






Channel 






Offshore oil or gas: well; platform 


9 m 




Sunken rock 






SUBMERGED AREAS AND BOGS 


Marsh or swamp 




Submerged marsh or swamp 






Wooded marsh or swamp 




Submerged wooded marsh or swamp 






Rice field 


41 A 4 

4 H> • 
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8 TOPO Symbols - Rivers, Lakes, and Canals 

The following are the meaning of the symbols found on Topographic maps for Rivers, Lakes, and 
Canals. 



RIVERS. LAKES, AND CANALS 



Intermittent stream 



Intermittent river 
Disappearing stream 
Perennial stream 


■ ( 




Perennial river 






Small falls; small rapids 


-t H- 




Large falls; large rapids 






Masonry dam »r 




□ am with lock 


I 




Dam carrying road 


< 


=r 



Perennial lake; Intermittent lake or pond 

Dry lake & @ 

Narrow wash 

Wide wash - ^ -<£9^ 



CanaL flume, or aqueduct with lock 



Elevated aqueduct flume, or conduit 
Aqueduct tunnel 



Well or spring; spring or seep 



9 TOPO Symbols - Roads, Railroads, and Other Features 

The following are the meaning of the symbols found on Topographic maps for Roads, Railroads, 
and Other Features. 
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ROADS AND RELATED FEATURES 

Roads on Provisional nditinn maps arr. nrjt classified as primary, secondary, or 
light duty. They are all symbolized as light duty roads. 



Primary highway 



Secondary highway 



Light duty rnad 



Unimproved road 



Trail 



Dual highway 



Duaj highway wilfr median strip 



Ruad under rjrjnvtr u-ction 



Underpass; overpass 



-I 



Bridge 



Drawbridge 



Tunnel 



i 



± 



Standard gauge single track; station 



Standard gauge multiple track 



Abandoned 



Under construction 



Narrow gauge single track 



Narrow gauge multiple track 



Railroad in street 



Juxtaposition 



Roundhouse and turntable 



TRANSMISSION LINES AND PIPELINES 



Power transmission line: pole; tower 



Telephone line 



Aboveground oil or gas pipeline 



Underground oil or gas pipeline 



S-t.tr 
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10 TOPO Symbols - Building and Related Features 

The following are the meaning of the symbols found on Topographic maps for Building and 
Related Features. 



BUILDINGS AND RELATED FEATURES 


Building 






School; church 


• i 




Built-up Area 


Racetrack 


o 


o 


Airport 


>r 




Landing strip 






Woll (other than water); windmill 


o I 




Tanks 


• 




Covered reservoir 






Gaging station 


9 




Landmark object (feature as labeled) 






Campground; picnic area 


I i 




Cemetery: small; large 


p- — — 

j j'Cem; 





11 Tips 

Below is a list of useful tips to help you better use your TeleType GPS software. 



• If you can't see a recently loaded file, try zooming in closer. If you still can't locate it, use the Find 
feature to locate a place nearby, then try zooming in again. 

• Finding Addreses - When entering information about an address, it is better to provide less 
information at first, and to fill it in once you have a broad result to search within. Examples of this are 
when you have a street like North Main St. First try searching for Main in the street name; next, try 
to add the prefix to your search (i.e. N Main); typing in St or Ave or any other suffixes will not be 
necessary unless you do not see your desired suffix as a search result. 

• Load only the highway files (see folder \GPS\Maps\Highways) as a base reference rather than the 
detailed street maps to conserve storage space. Using highway maps is often helpful when 
journeying across large geographic areas for which detailed street maps would consume excessive 
storage space and are typically unnecessary. 

• Finding POIs - When entering information about a Yellow Pages point of interest, you may do one 
of several searches. 
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a. If you do not know an area well, you can do a search within a certain number of miles by 
checking the box relevant to this in the Find menu. This will grey out City, State and Country 
fields, allowing you to either enter a name, or to just search without entering a name for the 
nearest points of interest. 

b. If you would like to search for points within a specific city, this will require you to enter a city, 
state, and country to be chosen. If you would like to enter a name for a specific search, you 
may do so, or you may search without entering a name for the nearest matches. 

c. If you know the phone number of the point you are looking for, you may enter it to receive 
the address information. Also, putting in the area code of that point will provide you with a list 
of the closest matches within that area code. 

Note: Remember that you can always use the categories to help you to narrow your results 
down to what you are looking for. 

• Maps can be unloaded by right-clicking/tapping on a location. A shortcut menu will appear and you 
can choose Load/Unload maps. Select Unload from the screen that comes up, and the type of 
maps you wish to unload. Click OK and those maps will be unloaded. 

• To see a list of the currently loaded maps, go to File, then Manage Maps . 

• To change from using latitude and longitude to UTM coordinates, select View > Preferences > Unit 
(Tools > Preferences > Unit on PDA), then choose UTM. Note: UTM can be used for position 
reference; however, it is not to be used for entering waypoints! 

• To search for a city, Go to Tools > Find > Address , and type the city name next to the word City 
and specify the two letter state abbreviation in the State field. The rest of the fields can be left blank. 

• If the address you seek is not listed as a result of your search, try eliminating the city name. Some 
places have a different name from what you may imagine. The search may take longer, but the 
likelihood of finding the address is improved. 



To activate or deactivate audible and visual alerts for driving instructions, select View > Preferences 
> Direction (Tools > Preferences > Direction on PDA). 



.12 Software Add-Ons 

Visit our catalog and ordering section at http ://www . te I etype . co m/g ps/catal og . 

Aviation Software (US Streets & Worldwide Aviation Maps) ( Product #9097) 

Use the special TeleType GPS Aviation maps and flight planning utility to see detailed aviation maps 
showing VORs, radio frequencies, restricted airspace and more. To find an airport use the TeleType 
GPS Find Airport menu. Enter the 3-letter identifier code in the field labeled "Other". Pilots will find 
detailed instructions for use of TeleType GPS in the Aviation Manual . 

Conversion Utilities 

A variety of conversion utilities allowing the transfer of map information to and from the TeleType GPS 
program are available. Documentation is provided for each utility. 

Waypoint & Trace to ESRI ShapeFile Format Converter ( Product #3054) 

Convert TeleType GPS waypoint files and TeleType trace files into ESRI ShapeFile Format files so that 
you can easily move data that you collect with the TeleType GPS application into ESRI ArcPad 
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application. 

Points to TeleType GPS TTM Converter ( Product #3055) 

Converts data points consisting of latitude and longitude coordinates in text format into proprietary TTM 
format. 

ESRI Shape (.shp) to TeleType GPS (.ttm) Converter ( Product #3062) 

Converts ESRI Shape files into proprietary TeleType GPS map format called .ttm, thereby allowing you 
to create vector format maps for TeleType GPS Program. 

Waypoints to/from Text Converter ( Product #3058) 

Converts TeleType GPS waypoints file (*.way) from a binary proprietary format to a tab delimited text 
file suitable for importing into a database program for further analysis. The conversion also works the 
other way. Convert from a tab delineated text file into a TeleType .way file. Up to 500 waypoints can be 
converted/created. 

TeleType Geocoder ( Product #3059) 

By far, the easiest way to get your own maps into the TeleType GPS software is to use the TeleType 
GeoCoder program. This program converts any JPEG file into a TeleType GPS raster map. This 
sophisticated program takes into consideration the formation of the earth. The program compresses 
BMP images by a factor of 1 0 to 1 , which means if you have a BMP file which takes 1 00k, your 
TeleType JPEG will take only 10k, saving extremely valuable space on your Windows CE or Windows 
9x computer. The program makes it very easy to use your own scanned maps or customized maps, 
including marine navigation, with the TeleType GPS program. 

GeoTiff Import Utility ( Product #3063) 

TeleType GPS offers the ability to import TIF based maps. 

.13 FAQ 

See h ftp ://www . te I etype . co m/paq es/s u ppo rt/f aq .html for an expanded list of FAQ as well as updated 
information. 



Contacting Teletype GPS. 

TeleType Co. 
20 Park Plaza 
Suite 510 
Boston, MA 02116 

Tel. (617)542-6220 
Fax. (925) 226-1558 

info@teletype.com 
http ://www . te I ety pe .co m 

42.351 4°N 71. 0694 °W 

When contacting us, please remember to give your customer ID (found on your TeleType GPS 
invoice) and release / version number of the software found under Help Menu. 

For High-Level Tech Support, go to www.teletype.com/chat . 
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Index 

-3- 

3D 66,138 

-A- 

Abbreviations 98, 149 

Add Waypoints 23 

Address Book 18,96,139 

Altitude Warnings 80,130 

Angle Units 77,126 

Annotating Maps 179 

Assigning Corner Windows 69,119 

Assigning PDA Hardware Buttons 72, 122 

Audible Direction Indicator 74, 124 

Auto Load/Unload Maps 73, 123 

Auto Zoom 75,127 

AutoMark Position 1 01 , 1 53 

Automatic Zoom Refresh 75, 1 27, 1 79 

Aviation Navigation 98, 149 

Avoid Points 42,44,168 

Avoid Region 44 



Corner Window Assignments 69,119 
Creating a Route 27, 1 03, 1 54 
Creating a Waypoint 23 
Creating Avoid Points 44 
Customizing Preferences 68,118 

- D- 

Defined Datum 69,119 
Deleting Avoid Points 44 
Deleting Waypoints 92, 141 
Direction Preferences 74,124 
Disclaimer 6 

Display Preferences 69,119 
Downloading Maps 82, 132 
Drawing Tool 101 
Driving Directions 104,157 

- E- 

Estimated Time En Route (ETE) 98, 104, 149, 157 

Exit Program 65,116 

Exit Ramp Routing 35 

Export to PDA 106,107 

Exporting Maps 47, 48, 49, 63, 1 06, 1 1 4, 1 79 

Exporting Routes 1 07 



-B- -F- 



Basemaps 1 79 

Best route between multiple waypoints 28 
Bird View 66,138 
Bluetooth 90,147 
Button Descriptions 29 

-c- 



FAQ 1 79 
File Menu 62,113 
File Structure 51 
Finding an Address 1 8, 96, 1 39 
Finding Points of Interest (Europe Maps) 96, 139 
Finding Points of Interest (US Maps) 96, 1 39 
Folder Directories 51 
Frequently Asked Questions 1 79 
Mode 69,119 



Catalog 1 78 

Center My Position 67, 1 53 
Changing Navigational Modes 75,127 
City/Road/YP/WPT Preferences 73, 123 
Clear Route 104,157,168 
Clear Trace 68,138 
Color Resolution 80,130 
Contact Information 179 
Contacts 18,96,139 



Full Screen 

- G - 



Glossary 8 

GPS Position Lock 90, 147 
GPS Status 90,147,168,179 
Ground Show 73,123 
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Hand Tool 66,146 
Hardware Button 72, 122 
Head Up 75,127 
Help Menu 108,116 
Hints 177 
History 96, 139 
How-To Guide 14 



-I- 



Icons (Menu Bar) 108,159 
Icons (Routing Window) 29 
Importing Maps 179 
Inaccurate Maps 179 
Inconsistent Map Loading 
Installing Maps 15 
Internet Preferences 82, 132 
Intersection Routing 35 



179 



- L- 



Language Preferences 79, 129 
Length Units 77,126 
Load in View 62,113,114 
Load Maps 62,113,114 
Load Route 103,154 
Loading Maps 15,168,179 
Loading Traffic Maps 42 
Loading Waypoints 92,141 
Lock to Route 75,127 
Locking Your Position 14 



-M- 



Manage Maps 48, 49, 63, 1 1 4 
Managing Avoid Points 44 
Managing Routes 27 
Managing Traffic Maps 42 
Managing Waypoints 23, 92, 141 
Map Inaccuracies 179 
Map Installation 15 
Map Loading Errors 51 , 1 79 
Marine Navigation 98, 149 
Mark Current Position 1 01 , 1 53 



Menu Icons 108,159 

Menu Toolbar 62,113 

Mouse Buttons 15 

Move Maps to PDA 48, 49, 1 06 

Multiple Point Routing 34 



-N- 



Navigation Panel 98, 149 

Navigation Preferences 75, 127 

Navigational Units 77,126 

New Features 1 1 

New Route 103,154 

NEXRAD 56,81,131 

Night Vision 69,119 

North Up 75,127 

Notes About Waypoint Files 24 



-O- 



14 



Obtaining a Position Fix 
One Touch Info 22 
One Touch Information 69, 119 
Ordering Information 178 
Outlook Address Book 1 8, 96, 1 39 



- P- 



Panning 66, 146 

Parameters 98, 149 

PDA Map Transfer 48, 49, 1 06 

Plugins 86,136 

Point Information 22 

Point to Point Routing 29 

Points of Interest (POI) Routing 29 

Points of Interest (POIs) 96, 1 39, 1 79 

POIs 19,21 

Position Lock 67,153 

Position Units 77,126 

Preference Window 68, 118 

Print Route 104,157 



-Q- 



Quick Start Guide 7 
Quit Program 65,116 
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- R- 

Radar Maps 56 
Receiving GPS Signals 90, 147 
Refresh 66, 149 
Relief Maps 80,130 
Reloading Maps 66, 149 
Reminders 83, 133 
Remove Trace 68,138 
Re-Route 74,105,124,158 
Retrieving Maps 82,132 
Right-click Menu 168 
Route Menu 102,154 
Route Settings 104,157 
Route To 22 
Route View 104,157 
Routing 27 

Routing Area Size 1 04, 1 57 

Routing Between Waypoints 33 

Routing Point to Point 29 

Routing To / From an Intersection 35 

Routing To/From Exit Ramps 35 

Routing To/From Points of Interest (POIs) 29 

Routing with Multiple Points 34 

-S- 

Save Route 103,155 

Save Trace 64, 114 

Saving Waypoints 92,141 

Screen Redraw 66, 149 

Searching for an Address 18, 96, 139 

Serial Data Flow 90,147 

Shortcut Menu 168 

Show Highways 73,123 

Show Trace 69,119 

Show Track Menu 80, 1 31 

Show Yellow Pages (YPs) 73, 1 23 

Software Add-Ons 1 78 

Software Tips 1 77 

Speed Units 77,126 

Speed Warning 75,127 

Storage Maps 1 06 

Street Navigation 98,149 

Sun Rise/Set 168 
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Tips 177 

Toggle Voice Recognition 54, 83, 133 

Tools Menu 89,117 

Trace 64, 1 1 4 

Trace Cursors 69, 119 

Track Menu 80,107,131,159 

Tracking GPS Position 179 

Traffic Maps 42,82,132 

Training Voice Recognition Utilities 54, 83, 133 

Transfer Maps to PDA 48, 49, 1 06 

Transfer Menu 106 

Transfer Route 107 

Travelling Sales Route 28 

Turn Indicator Warnings 74,124 

- u - 

Uninstalling Maps 17 
Unit Preferences 77,126 
Unloading Maps 17,63,114,168,179 
Unloading Traffic Maps 42 

- V- 

Via Ferry 104,157 

View Menu 65 

View Route 168 

Visible Direction Indicator 74, 124 

Visible Waypoint Number 73, 1 23 

Voice Commands 54 

Voice Preferences 83, 133 

Voice Recognition 54, 83, 133 

Voice Reminder 83,133 

- W- 

Warnings (Altitude) 80, 130 
Warnings (Speed) 75,127 
Warnings (Turn Indicator) 74, 124 
Waypoint Coordinates Format 73, 123 
Waypoint Files (.way) 24 
Waypoint Routing 33 
Waypoint Visibility 92,141 
Waypoints 23,24,168 
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Waypoints Window 23, 92, 141 
Weather Maps 56,81,82,131,132,179 
Weather Preferences 81,131 
Wildcards 39 
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Yellow Pages 19,21,73,123 
YPages 128 
YPages (PC) 77 

-Z- 

Zoom 66, 146 
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